
The Proper Tools to Keep Your Equipment Moving...

 Mini Aluminum Bead Breaker - 13.8 Tons of Force, 1.5” Stroke          Model #40800

 X Aluminum Construction - Lightweight
 X Small compact design makes it 

easy to reach inside of Earthmover 
Tires.

 X Detaches inside and outside truck 
and tractor tire beads from rims with  
0.80” 20mm extension with magnet

 X Stroke: 1.5” 38mm
 X 13.8 Tons of Bead Breaking Force
 X Weight: 11 lbs. 4.8 kg

 Combi Style Aluminum Bead Breaker - 10 Tons of Force, 2.75” Stroke     Model #40801

X Aluminum Construction - Lightweight
X 10 Tons of Bead Breaking Force
X Comparable to the #10101, Combi 

Bead Breaker
X To be used on 3-Piece Wheel                      

Assemblies.
X Extended Jaw for Deep Dish Style 

Wheels (Extended Flange)
X Stroke: 2.75” 70mm
X Weight: 19 lbs. 8.5 kg

 Aluminum Bead Breaker - 20 Tons of Force,  For 5 Piece Wheels            Model #40802

 X Aluminum Construction - Lightweight
 X Specialty Designed Claws - Able to be 

used on Wheels with Smaller Bead 
Pockets. (see chart below)

 X Includes: (2) Aluminum Style Wedg-
es 40208-20 to increase usage on 
wider range of wheel assemblies &                         
40802-6A Claw to be used on 5 Piece 
Wheel Assemblies 25”- 51”

 X Bead Breaker with Swivel Style Coupler 
Available: Model #40802S

 X Stroke: 2.75” 70mm
 X 20 Tons of Bead Breaking Force
 X Weight: 17.6 lbs. 8 kg
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MODEL 40800

MODEL 40801

Part # A B C D
40802-6A 1.18” 30mm 0.31” 8mm 3” 78mm 1.7” 43mm

40802-6B 1.14” 29mm 0.4” 10mm 3” 78mm 1.7” 43mm

40802-6C 1.42” 36mm 0.4” 10mm 4” 100mm 2” 50mm

40802-6D 1.18” 30mm 0.35” 9mm 3.35” 85mm 1.5” 37mm 40802-6A
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