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3M™ Utility Cloth Sheets and Rolls 314D (cont.) 3M™ Wetordry™
UPC WxL Grade Backing Min./Case Papel‘ Sheets 431Q
Utility Rolls e Silicon Carbide ona Cwt
051115-19826-7 2" x50 yds. P40 X wt. 1/5 paper backing N
e Reduced clogging eliminates
051115-19825-0 2" x 50 yds. P50 X wt. 1/5 dust when used wet
051115-19824-3 2" x 50 yds. P60 Xwt. 1/5  Heavyweight paper backing for
051115-19823-6 2" x50 yds. P80 Jwt. 1/5 increased durability
051115-19822-9 2" x50 yds. P100 Jwt, 1/5 UPC WxL Grade Min./Case
051115-19821-2 2" x50 yds. P120 Jwt, 1/5 051144-02018-8 9"x 11" 80 50/250
051115-19820-5 2" x 50 yds. P150 Jwt, 1/5 051144-02017-1 9" x 11" 100 50/250
051115-19819-9 2" x50 yds. P180 Jwt, 1/5 051144-02016-4 9"x 11" 120 50/250
051115-19818-2 2" x50 yds. P220 Jwt, 1/5 051144-02015-7 9"x 11" 150 50/250
051115-19817-5 2" x50 yds. P240 Jwt, 1/5 051144-02014-0 9"x 11" 180 50/250
051115-19816-8 2" x 50 yds. P280 Jwt, 1/5
051115-19815-1 2" x50 yds. P320 Jwt, 1/5
051115-19814-4 2" x50 yds. P400 Jowt, 1/5 3M™ Paper Sheets
336U/346U

® Aluminum oxide on D wt.
(grades 36-80) and C wt.
(grades 100—150) paper backing

e Open coat resists loading on soft materials

e General purpose sheets ideal for hand or
machine sanding of many different materials,
including wood, metals, paints, plastics and fiberglass

3M™ Wetordry™ Sheets 413Q

e Silicon carbide on an A wt.
paper backing

e Reduced clogging eliminates
dust when used wet

e Excellent conformability

UPC WxL Grade Min./Case ue Wk Grade Min./Case
051144-02007-2 9" x11" 220 50/500 336U
051144.02006.5 T 210 501250 051144-02114-7 9" x 11" 100 100/1000
051144020058 T 250 50250 051144-02113-0 9" x11" 120 100/1000
051144.02000.1 T 190 50500 051144-02112-3 9" x 11" 150 100/1000
051144-02003-4 9" x 11" 360 50/250 3460
051144-02002-7 9" x11" 400 50/500 051144-02119-2 ot % 507250
051144-02118-5 9" x11" 40 50/250
051144-02117-8 9" x11" 50 50/500
051144-02116-1 9" x11" 60 50/500

051144-02115-4 9"x 11" 80 50/500




