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WARNING:
Wear Safety

Goggles

Straight Punch

No. Shank Type Length Weight
913 .401 6 1⁄2“ .30 lbs.
913-18 .401 18“ 1.00 lbs.
963 .498 7“ .55 lbs.
963-18 .498 18“ 1.60 lbs.

Vee Chisel/Spot Weld Breaker

No. Shank Type Length Weight
914 .401 6 1⁄4“ .30 lbs.

Piercing Punch

No. Shank Type Size Length Weight
916 .401 #6 5 1⁄2“ .30 lbs.
918 .401 #8 5 1⁄2“ .30 lbs.
920 .401 #10 5 1⁄2“ .30 lbs.

Flat Chisel Offset 30°

No. Shank Type Blade Length Weight
919 .401 5⁄8“ 10 1⁄2“ .55 lbs.

Angle Chisel

No. Shank Type Length Weight
922 .401 6 3⁄4“ .35 lbs.

Single Blade Cutter

No. Shank Type Length Weight
923 .401 5 3⁄4“ .30 lbs.

Pencil Point

No. Shank Type Length Weight
925 .401 6 1⁄2“ .30 lbs.
925-18 .401 18“ 1.00 lbs.

Muffler & Pipe Cutter

No. Shank Type Length Weight
930 .401 7 1⁄2“ .30 lbs.

Kwik Cutter

No. Shank Type Length Weight
932 .401 8 1⁄2“ .40 lbs.

Muffler Cutters

No. Shank Type Length Weight
933 (Inside) .401 8 1⁄4“ .40 lbs.
934 (Outside).401 8 1⁄4“ .40 lbs.

Moil Point

No. Shank Type Length Weight
940 .401 7“ .35 lbs.

Hammer — 1” Diam.

No. Shank Type Length Weight
945 .401 4 1⁄4“ .30 lbs.
945-7 .401 7“ .45 lbs.
945-9 .401 9“ .50 lbs.
967 .498 4 1⁄4“ .40 lbs.
Undercoat Scraper

No. Shank Type Length Weight
951 .401 6 1⁄2“ .35 lbs.

Nut Splitter

No. Shank Type Size Length Weight
1100 .401 5⁄16” 10“ .50 lbs.
1100-18 .401 5⁄16” 18“ 1.00 lbs.
1101 .401 3⁄8” 10“ .50 lbs.
1101-18 .401 3⁄8” 18“ 1.00 lbs.

Offset Bushing Splitter

No. Shank Type Length Weight
921 .401 8 3/8” .40 lbs.

.401 Turn Type .498 Turn Type

AUTOMOTIVE

Auto body repair

shops use them in

general body repair

or replacement. 

Auto Service Centers

use them on

mufflers, shocks and

front end repairs.

INDUSTRIAL

Motorcoach and R.V.

builders use zip guns

for sheet metal

cutting, windows and

doors. Maintenance

departments use

them for general

maintenance and

repair. Foundries use

them for chipping of

small castings.

CONSTRUCTION

Maintenance

departments doing

machinery repair use

zip gun tools.

Ajax Chisels and Punches should only be used on materials softer than the tools themselves.
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Zip Gun Chisels - Specialty Tools & Sets
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9029
Nine-piece
master set to
handle the
wide range
of the
professional’s
pneumatic
chisel
requirements.

Contains:
905  Wide Chisel & Scraper 
906  Bushing Splitter
907  Claw Ripper/Edging Tool
908  Muffler Cutter
909  Double Blade Panel Cutter
910  Flat Chisel
911   Tapered Punch
912  Rivet Cutter
932  Kwik Cutter

9024
Primary set of
pneumatic chisels
to fill the most
basic needs.

Contains:
906 Bushing

Splitter
908  Muffler Cutter
910  Flat Chisel
912  Rivet Cutter

9044
Pneumatic chisels for
the body specialist.

Contains:
902  Tail Pipe Cutter
907  Claw Ripper

/Edging Tool
909  Double Blade 

Panel Cutter
914  Spot Weld Breaker

9034
Four-piece set of the
essential exhaust
system chisels.

Contains:
908  Muffler Cutter
932  Kwik Cutter
933  Inside Muffler

Cutter
934  Outside Muffler Cutter

CHISEL SETS

Ajax Chisels and Punches should only be used on materials softer than the tools themselves.

.401 Shank Rivet Sets Overall Length: 31⁄2”

No. Size Head Wt. No. Size Head Wt.
1604 3⁄16“ Round .30 1620 3⁄16” Brazier .30
1605 1⁄4” Round .30 1621 1⁄4” Brazier .30
1606 5⁄16” Round .30 1622 5⁄16” Brazier .30
1610 3⁄16” Mod. Braz. .30 1636 3⁄16” Universal .30
1611 1⁄4” Mod. Braz. .30 1637 1⁄4” Universal .30
1612 5⁄16” Mod. Braz. .30 1638 5⁄16” Universal .30

.401 Shank Roll Pin Drivers

No. Punch Diam. Roll Pin No. Length Weight
1102 1⁄4” 8 7 1⁄2” .20 lbs.
1103 5⁄16” 9 7 1⁄2” .25 lbs.
1104 3⁄8” 10 7 1⁄2” .30 lbs.
1105 1⁄2” 12 7 1⁄2” .40 lbs.
1106   Set of 4 (A1102, A1103, A1104, A1105)

.401 Shank Bushing Driver

No. Shank Type Pilot Length Weight
1126 .401 1⁄2” 5 1⁄2” .35 lbs.
1127 .401 1⁄2” 9 1⁄2” .55 lbs.

Square Drive Socket Adaptors

No. Shank Type Pilot Length Weight
1129 .401 3⁄8” 5” .50 lbs.
1130 .401 1⁄2” 5 1⁄2” .60 lbs.

*Used to loosen tight fastners, adapts to 3⁄8” 
& 1⁄2” Impact Sockets.

Hand Held Fork Tool

No. Size Length Weight
528 3⁄4” 12” 1.50 lbs.
529 1” 12” 1.50 lbs.

.401 Shank Panel Crimper

No. Length Weight
944 7” 1.75 lbs.

.401 Shank Smoothing Hammers

No. Shank Type Hammer Diam. Length Weight
1600 .498 1” 3” .30 lbs.
1601 .498 1 1⁄4” 3 1⁄4” .40 lbs.
1602 .401 1” 3” .20 lbs.
1603 .401 1 3⁄4” 3 1⁄4” .40 lbs.

.401 Shank Hinge Pin Drivers

No. Description Length Weight
1110 Set of 2  (A1111 & A1112)7 3⁄8” .70 lbs.
1111 Hinge Pin Driver, .237 dia. 7 3⁄8” .30 lbs.
1112 Hinge Pin Driver, .302 dia.7 3⁄8” .30 lbs.

Adapter Extension for 1126 & 1127

No. Pilot Length Weight
1128 1⁄2” 5” .70 lbs.

.401 Shank Valve Guide Drivers

No. Body Pilot Length Weight
1121 .420” 1⁄4” 7 1⁄2” .30 lbs.
1122 .420” 5⁄16” 7 1⁄2” .30 lbs.
1123 .480” 11⁄32” 7 1⁄2” .40 lbs.
1124 .480” 3⁄8” 7 1⁄2” .40 lbs.
1125 .480” 7⁄16” 7 1⁄2” .50 lbs.

.401 Shank Freeze Plug Installation Sets

No. Description Weight
1160 Freeze Plug Installation Set 1.40 lbs.

(contains one each A1161,
A1162-1, A1162-2 and A1162-3)

1161 Driver, 14” OAL. .70 lbs.
1161-22 Driver, 22” OAL. (Opt.) 1.10 lbs.
1162-1 Head fits 1” & 1 3⁄8” 

(25mm & 35mm) .15 lbs.
1162-2 Head fits 1 25⁄64” & 1 5⁄8” .20 lbs.

(35.3mm & 41.2mm)
1162-3 Head fits 1 3⁄4” & 2 1⁄16” .30 lbs.

(44.4mm & 52.3mm)

WARNING:
Wear Safety

Goggles
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