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Refer to Service Bulletin: SB-2-301

MBC-510 Manual Spray Gun with Removable-Head

Torque to 
20-25 ft. lbs.

Apply QH-130 (Loctite #242 med. strength blue)
sealing compound on threads.
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Ref. Ind. Parts
deriuqeRnoitpircseD.oNledoM.oN

1gniRgniniateR/paCriA2trahCeeS1
14&3.oN.feRrofgniRgniniateR863-CBM2
1gniRgniniateRsseLpaCriA2trahCeeS3
1ylbmessAdaehyarpS3trahCeeS4
1ylbmessAteksaGdnapiTdiulF3trahCeeS5
1)5fotiK(tiKteksaG5K-1-VA6
1elffaB5221-CBM7
1ydoBdaehyarpS204-CBM-P8
1)01fotiK(tiKgnikcaP01K-32-A9
1)5fotiK(tiKtuNgnikcaP5K-91-BM01
1eldeeNdiulF3trahCeeS11
1)52fotiK(tiKgnirpS52K-21-DBM61
1)01fotiK(tiKteksaG01K-27-SGJ71
1ylbmessAevlaV1-944-SGJ81
1)01fotiK(tiKteksaG01K-6221-CBM91
1tloBgnikcoL76-CBM02
1evlaVtnemtsujdAnaF1-894-CBM12
1ylbmessArednilyC514-CBM72
1)5fotiK(tiKteksaG5K-5-VC82
1regnulP33-CBM03
1gnirpS92-CBM13
1wercS93-CBM23
1SPN"4/1retpadAtelnIriA15-BM-P33
1)tikniswercs5,sduts3(tiKwercSdnadutS874-SGJ63
1)hcae1sedulcnitiK(tiKwercSdnadutS,reggirT1-774-SGJ73
1daehyarpssselnugyarpS3-824-CBM-P83#

24 AV-40-24
30 MB-4039-30
58 AV-439-58
62HD MB-4039-62HD
64HD MB-4039-64HD
80 MB-4039-80
704 AV-1239-704
765 AV-1239-765
777 31767-777
797 AV-1239-797
9000 AV-440-9000

No. on Ref. No. (1) Ref. No.(3) 
Cap Air Cap Air Cap 
Order With Ring Less Ring

Chart 2  Air Caps/
Retaining Rings

Chart 3  Fluid Tips (Nozzles) and Needles

A quantity of necessary parts is included in repair kit KK-4058-1 for complete gun
repair and should be kept on hand for service convenience.

# Ref. No. 38 includes Ref. Nos. 12-37.

† Ref. No. 39 includes Ref. Nos. 5, 6 and 11.

Suffixes -K5 and -K10 designates kits of multiple parts. 
Example: AV-1-K5 is a kit of 5 gaskets.

38#

(3) Retaining ring required (MBC-368)
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