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KL-0126-43

KL-0126-43
Piston Ring Pliers

Suitable for most passenger cars and vans.

Designed to remove and install piston rings with size of 1.2-6.3mm.

Technical Data:
Weight: 115g

KL-0181-1

Technical Data:
Drive: 3/8"
Clamping range: 6-12mm
Weight: 450g

KL-0181-1 (Universal)

Stud Tool, 3/8"

Universal tool, infinitely adjustable. 

Designed to screw in and unscrew studs with diameter of 6-12mm.

Advantages:
• Infinitely adjustable. 
• Suitable for use in very limited space conditions.
• Also suitable for screws with rusted or stripped threads.
• Also suitable for screws with undersize.

KL-0140-60

KL-0140-60
Precision Straightedge, 500 mm

Suitable for cylinder heads with up to 4 cylinders.

Edges hardened, ground, lapped, with heat shield.

Technical Data:
Length: 500mm
Quality Description: Stainless steel
Cross section: 40x7mm
Weight: 960g

Accessory: KL-0140-6101   Wooden case for precision straightedge

KL-0140-61

KL-0140-61
Precision Straightedge, 600mm

Suitable for Cylinder Heads with up to 6 cylinders.

Edges hardened, ground, lapped, with heat shield.

Technical Data:
Length: 600mm
Quality Description: Stainless steel
Cross section: 40x7mm
Weight: 1,200g

Accessory: KL-0140-6101   Wooden case for Precision straightedge

6.3-06

Cylinder Head / Engine Block
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