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POCKET SCRIBER
• Replaceable hardened and centerless ground

steel point
• Point reverses into knurled body for safety
• Hex cap prevents rolling
• Conforms to government specifications 

GGG-S-131E

UPC NO. 
31092 7 81
31094 1 81P Replaceable point

• Tungsten carbide tip marks hard materials
including hardened steel, stainless steel,
ceramics and glass

• Permanent magnet picks up small parts and
retrieves steel chips from hard-to-reach places

• Screw chuck for reversing tungsten 
carbide point when not in use

• Knurled aluminum handle provides 
maximum control and comfort

• Point is replaceable
• Convenient pocket-clip

UPC NO.
31116 0 88CM
31114 6 88P Replaceable point

T-50

• Tungsten carbide tip marks hard materials
including hardened steel, stainless steel,
ceramics and glass

• Screw chuck for reversing tungsten carbide
point when not in use

• Knurled aluminum handle provides 
maximum control and comfort

• Point is replaceable
• Convenient pocket-clip

UPC NO.
31112 2 88
31114 6 88P Replaceable point

General manufactures a complete line of Scribers for
machinists, engravers, mechanics and craftspeople. 
A basic tool for layout work and tool marking.

General’s Scribers are used for marking and engraving
on metal, glass, plastics and ceramics.

Scribers
MACHINIST TOOLS

Toll Free 800-697-8665 •  Fax 212-431-6499 •  www.generaltools.com
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CARBIDE TIP SCRIBER WITH MAGNET

UTILITY CARBIDE TIP SCRIBER/ETCHING PEN

REPLACEABLE NEEDLEPOINT SCRIBER
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• Tungsten carbide point for marking and scribing
steel, ceramics and glass

• Magnet picks up small parts and retrieves steel
chips from hard-to-reach places

• Knurled aluminum handle provides 
maximum control and comfort

• Convenient pocket-clip

UPC NO.
22340 1 70088

81
4" (102mm)

3/8" (10mm)
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POCKET SCRIBER
• Replaceable hardened and centerless ground

steel point
• Point reverses into knurled body for safety
• Hex cap prevents rolling
• Conforms to government specifications 

GGG-S-131E

UPC NO. 
31098 9 83
31100 9 83P Replaceable point

3/8"
(10mm)

83 3-1/2" (89mm)

1/4" (6mm)

1-7/16" (37mm)
4-15/16" (125mm)

• Scribes stainless steel, copper and brass
• Nork pattern scriber
• Four extra points are stored under cap

UPC NO. 
31102 3 84
31104 7 84P Replaceable point (12 per pkg.)
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TUNGSTEN CARBIDE TIP SCRIBER/ETCHING PEN

ALWAYS WEAR
OSHA APPROVED
SAFETY GOGGLES

3/16"
(5mm)
Diam.

88CM

70088




