## OIL \& FLUID HANDLING

(B)

## Accessories andParts

## Funnel Adapters

"Big Mouth" Transmission Drain Pan
JD-2436
Catch all of the fluid from long pan transmissions. Prevents spills. Keeps shop floor clean and safe. Over 6 sq/ft of drain pan area to catch fluids

Features include:

- Large catch area measures $38^{\prime \prime}$ L x 24" W x 7" H
- Rugged roto-molded polyethylene construction
- Stepped design adapts to any funnel with a 6" or larger diameter
- The stair-step design fits most funnels with a 6" or larger diameter

JDI-1416
High impact polyethylene
24" diameter
Universal design - works on most oil drains
Great for reducing splash
Perfect for long transmission pans

Na. JDI-16B
16-Gallon/120-lb. Drum Dolly
Band-type dolly for use with standard 16-gallon drum. Also fits drain model: JDI-16DC


## Quick Connect Couplers and Conversion Kit

Na. 61431 -2 Oil Drain Conversion Kit
Converts most gravity drains to work with a pump assist evacuation system. Includes $3 / 4^{\prime \prime}$ nipple, gate valve and male quick disconnect coupler (HA-15242-00). Requires female quick disconnect coupler for suction hose (HA-15241-00).
Works with the following oil drains:
JDI-22DCX, JDI-16DC-E, JDI-27GFD, JDI-LP4

## Quick Disconnect Fluid Couplers

Designed for spill prevention, quick disconnect couplers make fluid transfer from oil drains to a storage tank easy and clean.
No. HA-15242-00
3/4" Male Coupler
No. HA-15241-00
3/4" Female Coupler


