
NINE PIECE WHEEL COVER & 
WHEEL LOCK REMOVAL KIT 
30170
Juego de nueve piezas 
Kit neuf pièces

Remove and replace GM, Ford, Chrysler hubcap locks 
and aftermarket wheel lug locks without the factory 
issued key. Save time! Will not damage the lock or 
stud.

THIRTEEN PIECE WHEEL COVER 
& WHEEL LOCK REMOVAL KIT 
30171
Juego de trece piezas 
Kit treize pièces

UNIVERSAL EMERGENCY 
WHEEL LOCK REMOVER 30161
Desmontador universal para anillos de 
seguridad de ruedas de emergencia 
Dégageur de bloqueur de roue universel de 
secours

Drive: 1/2”  Weight: 1 Ib (.5 kg)

Removes wheel locks when the key is lost or 
misplaced. 1” I.D. Tapered socket fits over most car 
wheel locks. Use soft-faced hammer to drive onto 
wheel lock. Limited use.

AXLE NUT SOCKET SET 30415
Juego de dados de tuerca de eje 
Jeu de douilles d’écrou d’axe

The 5 most common axle nut sizes 
for Ford, Dodge, Toyota and GM 
vehicles! 6 and 8 point designs have 
tight tolerances that grip axle nuts firmly to resist 
rounding out. The 3/4” drive is designed to be 
used with torque wrenches and hand tools. Each 
socket is made from cold pressed tool steel with a 
black e-coat surface to protect against corrosion 
and wear. Set ships in poly bags individually in a 
standard carton. Also available in individual sizes.

3/4”
DRIVE

Accessories   
Set Weight: 3.1 lbs (1.4 kg) Drive: 1/2”

Item No. Description

30170-10 Ford & Chrysler Hubcap Locks/Lg. GM Triangle 
Wheel locks

30170-20 GM Spline Hubcap Locks

30170-30 GM Hubcap Locks

30170-40 18 mm Lugs/GM Wheel Cover Locks/Ford 
Wheel Locks

30170-50 Corvette/GM “N” & “F” Body Wheel Locks

30170-60 Std. McGard-Style Wheel Locks/Lg. GM Wheel 
Cover

30170-70 Oversized McGard-Style Wheel Locks

30170-80 Punch

30170-90 Lg. Dia. Chrysler Lock

Accessories   
Set Weight: 16 lbs (7.2 kg)

Item 

No.

Description Weight

30410 3.25”  8 pt. Axle Nut Socket 2.7 lbs (1.2 kg)

30411 3.5”  6 pt. Axle Nut Socket 2.95 lbs (1.3 kg)

30412 3.75”  8 pt. Axle Nut Socket 3.15 lbs (1.4 kg)

30413 4”  6 pt. Axle Nut Socket 3.35 lbs (1.5 kg)

30414 4.375”  8 pt. Axle Nut Socket 3.5 lbs (1.5 kg)

Accessories   
Set Weight: 4.9 lbs (2.2 kg) Drive: 1/2”

Item No. Description

30170-10 Ford & Chrysler Hubcap Locks / Lg. GM Triangle 
Wheel Locks

30170-20 GM Spline Hubcap Locks

30115-02 3/4”, 19mm Damaged Wheel Lug &Oversized 
Wheel Lock Remover

30170-30 GM Hubcap Locks

30115-05 7/8” Damaged Wheel Lug & Oversized Wheel 
Lock Remover

30170-40 18 mm Lugs/GM Wheel Cover Locks/Ford 
Wheel Locks

30171-45 18 mm Nut/Corvette GM Lock

30170-50 Corvette/GM “N” & “F” Body Wheel Locks

30170-60 Std. McGard-Style Wheel Locks/ Lg. GM Wheel 
Cover

30170-70 Oversized McGard-Style Wheel Locks

30170-80 Punch

30170-90 Lg. Dia. Chrysler Lock

30110-06 3” Impact Extension
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FOUR PIECE LUG NUT REMOVER 
SOCKET SET 30254
Juego de dados para extractor de tuercas de 
rueda, cuatro piezas 
Jeu de douilles d’extracteur (4 pièces) d’écrou 
de roue

Use for removing wheel locks or damaged lug nuts. 
Made from chrome-moly steel. Made in Taiwan.

RUST HOG™ HUB CLEANING TOOL
Rust Hog™ Herramienta de limpieza de cubos 
Rust Hog™ Outil de nettoyage de moyeu

Blasts away rust and debris in seconds! Eliminates risk of 
improper torque, balancing issues, and wheel offs. Compatible 
with all 1/2” drive impact guns – air and electric. Super abrasive 
synthetic pads are tough, effective, and long lasting. 5 piece 
replacement pack keeps you “rust hogging” all season!

PATENTED PATENTED

FOUR PIECE HD WHEEL STUD 
REMOVER SET 30649
Juego de extractores de pernos de ruedas de 
alta resistencia, cuatro piezas 
Jeu d’extracteurs robustes (4 pièces) de goujon 
de roue

Inner Budd Nut & Wheel Stud Removal Set. Removes 
damaged wheel studs and inner Budd nuts. Internal 
tapered reverse Inner Budd Nut & Wheel Stud 
Removal Set threads lock onto damaged stud or nut 
and easily pulls off using impact wrench. Wheel Stud 
Removers are 3/4” hex drive. Budd Nut Removers are 
1-1/8” hex drive. Made from chrome-moly steel. 90 PSI 
maximum. Made in Taiwan.

DUAL WHEEL LUG STUD 
REMOVER 30165
Desmontador de tuercas para ruedas dobles 
Extracteur de goujons de roues de camions à 
prise double

Special self-tapping splines provide maximum grip to 
remove stripped lug studs. Use with TR1, TR98 truck 
wrenches. Can also be used with an open end wrench. 
Use with soft faced hammer.

Fits 13/16” sq. inner nut.  Weight: 1 lb (.5 kg)

1-1/
2”

Special self-tapping splines

Accessories   
Set Weight: 1.4 lbs   (.6 kg)

Item No. Description Drive

30254-06 3/4” Socket 1/2”

30254-07 13/16” Socket 1/2”

30254-08 1” Socket 1/2”

30254-09 1-1/8” Socket 1/2”

Accessories   
Set Weight: 3.5 lbs (1.6 kg)

Item No. Description Drive

30649-01 5/8” Socket 3/4” Hex

30649-02 3/4” Socket 3/4” Hex

30649-03 Budd Wheel Inner Nut LH 1-1/8” Hex

30649-04 Budd Wheel Inner Nut RH 1-1/8” Hex

Accessories   
Set Weight: 3.5 lbs (1.6 kg)

Item No. Description Weight

30167 4 Pc. Rust HogTM Set Includes: 
Aluminum driver tool & 3 
abrasive pads

.4 lbs 
(.18 kg)

30168 5 Pc. Rust HogTM 
Replacement Pad Set Includes: 
5 replacement pads

.2 lbs 
(.09 kg)

 Watch the 
Rust Hog™ Demo 

Video
Before After
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