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Workforce® Grease Fitting Assortments

L5900 L5910L5950

Standard and Metric

L5950 - Grease Fitting 
Assortment, Standard, 96-Pc.

FEATURES:
• 6 most popular 1/4 in. - 28 and  

1/8 in. MNPT fitting sizes contained  
in a refillable plastic box

L5990 - Grease Fitting 
Assortment, Metric, 96-Pc.

FEATURES:
• 9 most popular 6 mm., 8mm. and 

10 mm. fitting sizes contained in a 
refillable plastic box

Part No. Description - Standard Contents Retail Packaging

L5900 Grease Fitting Assortment - Standard 8-Pc. 4 - 1/4 in. - 28, Short Straight 2 - 1/4 in. - 28, 45˚ 2 - 1/4 in. - 28, 90˚ •

L5950 Grease Fitting Assortment - Standard 96-Pc. 24 - 1/4 in. - 28, Short Straight 12 - 1/4 in. - 28, 45˚ 12 - 1/4 in. - 28, 90˚ •

24 - 1/8 in. NPT, Short Straight 12 - 1/8 in. NPT, 45˚ 12 - 1/8 in. NPT, 90˚

Part No. Description – Metric Contents

L5910 Grease Fitting Assortment - Metric 8-Pc. 4 - M6 x 1 Thread, Short Straight 2 - M6 x 1 Thread, 45˚ 2 - M6 x 1 Thread, 90˚ •

L5990 Grease Fitting Assortment - Metric 96-Pc. 40 - M6 x 1 Thread, Straight 6 - M6 x 1 Thread, 45˚ 6 - M6 x 1 Thread, 90˚ •

10 - M8 x 1 Thread, Straight 6 - M8 x 1 Thread, 45˚ 6 - M8 x 1 Thread, 90˚

10 - M10 x 1 Thread, Straight 6 - M10 x 1 Thread, 45˚ 6 - M10 x 1 Thread, 90˚

L5990

L5900 - Grease Fitting 
Assortment, Standard, 8-Pc.

FEATURES:
• 3 most common fittings for 

domestic and foreign cars and 
trucks, comes in a clam-pack 
container

L5910 - Grease Fitting 
Assortment, Metric, 8-Pc.

FEATURES:
• 6 mm. assortment contains most 

common fittings used when 
replacing damaged fittings or 
converting from plugs, comes in  
a clam-pack container


