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19822 Tire / Tube Test Tank
A durable plastic tank for testing tubes and tires. The 
tank features reinforcement ribs for extra support. Will 
handle passenger tire sizes to wide oval and light duty 
truck tires. Inside dimensions 31" x 12" x 12".
19822 Tire / Tube Test Tank. 6 per Master Pack. Shipping wt. 44 lbs. 8 oz.

 

19852 Truck & Trailer 
Wheel Pan
Catches Oil from Wheel Hubs After
Removing Cap.
Prevents oil mess during wheel repair. The pan fits 
rims with 13-3/4" ID and larger. Handle compartments 
hold hub nuts out of the oil. Made of polypropylene for 
durability. Will not warp if oil is warm. Capacity 
88 ounces.
19852 Truck & Trailer Wheel Pan. 8 per Master Pack. Shipping wt. 5 lbs. 12 oz.

 

U.S. Pat No. 6,454,121

68130 Wheel Weight Tool
Removes, Trims and Installs Clip-on 
Wheel Weights.
Tire lever and offset flat tip for removing wheel covers. Use 
hammer head to pound on wheel weights. Pliers action 
grabs weights for removal. Also cuts weights. Sturdy vinyl 
grips provide a good grip.
68130 Wheel Weight Tool. Skin-packed. Shipping wt. 1 lb. 3 oz.

 

19202 Low Profile Truck  
Drain with Lid
For Large Capacity Crank Cases or 
Radiator Systems.  
Overall height of 7-1/2" to fit under more aerodynamic 
trucks. The drain holds 60 quarts and is equipped 
with four rollers and a handle for transport and easy 
positioning under trucks. Cover and curved side design 
help keep oil from spilling during movement. Convenient 
handles and pour spout facilitate oil evacuation.
19202 Truck Drain with Lid. Boxed. Shipping wt. 26 lbs.

19192 Truck Drain Cover	

 

U.S. Pat No. 6,874,549

Lubrication & Tire




