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700-1700-1800 SERIES
700-1700-1800 SERIES400/1400 SERIES TIRE VALVES & TIRE HARDWARE
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VALVE CAPS434 • 435 • 436 • 437
438 • 439 • 1457

TR Number Description
Thread

Size

434 Knurled Cap, Heat Resistant
Sealing Washer

.305-32 
Thread

435 s-435 4 Hex Head

436 s-436 5 TR-VC3 Dome Type

437 s-437 5 TR-VC2 • Screwdriver Type
• Built In Valve Removal Slot

438 s-438 5
TR-VC8

• For Nitrogen Filled Tires
• Dome Shape, Standard Valve Caps

439 s-439 5 Dome Shape, Standard Valve Caps

1457 TR-VC7 .485-26

Boxed Pkg
Part No.

Per
Card

Retail Pkg
Part No.

434

437

1457

435 436

438 439

SNAP-IN CHROME SLEEVE
TUBELESS TIRE VALVES
• Chrome sleeve tubeless tire valve with hex cap

413-1 • 418-1

TR
Number

Rim Hole
Diameter

Effective
Length (in)

413-1 s-413-1 2 TR413 .453” 1 1/4”

Per
Card

Boxed Pkg
Part No.

Retail Pkg
Part No.

413-1

TRUCK VALVE EXTENSIONS
• Nickel plated brass, nickel plated long skirt, hi-heat cap
• All thread sizes: .305-32

440 • 440-1 • 440-2
440-3 • 440-4 • 440-5

Effective
Length (in)

440 1 3/8”

440-1 2 1/4”

440-2 3 1/16”

440-3 3 11/16”

440-4 s-440-4 1 4 1/8”

440-5 5 1/2”

Boxed Pkg
Part No.

Per
Card

Retail Pkg
Part No.

440

440-1

440-2

440-3

440-4

440-5

BRASS VALVE EXTENSIONS
• Dust cover design allows pressure check and
 inflation/deflation without removing cap
• Threaded for valve caps and/or wheel cover locks 
• All thread sizes: .305-32

Effective
Length (in)

s-441 4 3/4”

s-442 4 1 1/4”

Per
Card

Retail Pkg
Part No.

s-441 • s-442

s-441 s-442




