
I N F L A T O R  G A G E S

© 2020 Milton Industries, Inc.®74

HO
SE

HO
SE

 R
EE

LS
FI

TT
IN

GS
IN

FL
AT

OR
 G

AG
ES

BL
O-

GU
N

S
FR

Ls
PU

SH
-T

O-
CO

N
N

EC
T

PR
ES

SU
RE

 &
SE

RV
IC

E 
GA

GE
S

M
ER

CH
AN

DI
SE

RS
GR

EA
SE

 G
UN

S
CO

UP
LE

RS
PL

UG
S

CA
M

/G
RO

OV
E

BAYONET INFLATOR GAGES
• Lever action, heavy duty construction provides long service life,
 even with constant use
• Easy to read, large black numbers on “jumbo” white indicator bar
• 2 sides calibrated for PSI and 2 sides calibrated for kPa
• Meets ANSI/ASME B40.1 standards

Durable high-contrast nylon pressure indicator bar
•	PSI	pressure:	10-120	in	2	PSI	increments	(black)
•	kPa	pressure:	80-840	in	20	kPa	increments	(red)
•	Indicator	bar	extends	when	trigger	is	released
 and retracts automatically Stamped steel

pressure trigger

Rubber washer bayonet seal
• Combats soil intrusion

Flexible,	heavy	duty
rubber hose whip

Brass ferrule hose ends

Heavy duty die cast
aluminum body
• Durable & lightweight

Part No. s-520 s-521 s-522 523
Hose Length 12” 3’

Chuck Style

Straight
(for TMPS) Ball Foot Dual Head

w/	Extension
Ball Foot

w/ Chuck Clip

Full Swivel  No YES
Replacement Hose Whip 528 526 527 529

Application For Tire with
TMPS Sensors

Great for
Motorcycles &
Hard to Reach

Valves

For Any
Vehicles & Tire

Changing

Locking Chuck No YES




