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ELECTRICAL

PERMA-COIL® JUMPER LEADS
23150 - Use these high quality retractile leads for all purpose circuit 
jumping and testing. Eliminates tangling. Fully extended length of 10 feet 
allows the technician to access almost every area of the vehicle. Retracted 
length is 2 feet. 18 gage wire with ultra flexible, tough insulation can handle 
stretch after stretch of rugged use. Heavy duty battery clips and alligator 
clips for strong easy attachment. Stores easily in toolbox. Includes one 
black lead and one red lead.

 DESCRIPTION COLOR PIN DIA.
 Straight Probe Black .040˝

   Blue .040˝

   Green .027˝

   Red .027˝

   Yellow .027˝

 45° Probe Black .040˝

   Blue .040˝

   Green .027˝

   Red .027˝

   Yellow .027˝

20 PIECE BACK PROBE KIT
• Use to back probe harness connectors, 
 fuel injectors and automotive sensors
• Straight, 45° & 90° stainless steel probes 
 in .027” & .040” diameters
•	 Color	coded	for	easy	identification
• Insulated body for testing up to 30 volts
• Compatible with standard 4mm plug
• 12” Extension leads quickly plug in to 
 permit testing in recessed areas
• Probes easily insert into automotive 
 connectors
• Kit includes one each: 

23500
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EXTRA HEAVY DUTY TEST LEADS
23100	-	Two	48˝	test	leads.	Full	flex	wire,	heavy	insulation.	Heavy	duty	
jacketed alligator clips. A must when working on late model cars.

"JUMPER TWINS" TEST LEADS
22900	-	Low	cost	and	practical.	Two	30˝	leads	of	highly	insulated	
wire. Color coded – one lead black and one lead red.

 DESCRIPTION COLOR PIN DIA.
 90° Probe Black .040˝

  Blue .040˝

  Green .027˝

  Red .027˝

  Yellow .027˝

 12˝ Lead Wire Black ---

  Blue ---

  Green ---

  Red ---

  Yellow ---


