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18900 PROFESSIONAL RATCHETING TERMINAL  
CRIMPER
• Ratcheting action ensures a perfect crimp every time.
• Eliminates damaged or distorted terminals.
• Crimps 10–22 gage insulated terminals.
• Superior design and construction outperforms other crimpers.

RATCHETING TERMINAL CRIMPER 
FOR WEATHER PACK TERMINALS
& OTHER OPEN BARREL TERMINALS             
• For most Weather Pack terminals and non-insulated 
  open barrel connectors 10-22 AWG.
• Ensures a perfect crimp every time.
• Crimping tool has a steel frame with contoured  
  grips and can be used with all the Die Sets noted above.

18930

CARDED

CARDED (Die Set is fixed and not interchangeable with above Die Sets)

18850
18920
18960
18980

18960

• Includes Die Sets for the most popular automotive terminal crimping applications
• Crimping Tool has a steel frame with comfortable cushioned grips
• Ratcheting action ensures a perfect crimp every time
• Supplied in a durable plastic molded storage case with carrying handle 

NOTES:
• The Die Sets are interchangeable among the Cat. Nos. 18920, 18930, 18960 and    
 18980, but not with Cat. No. 18900
• Die Sets are changed in Cat. Nos. 18960 and 18980 by using a quick change lever,
  and in Cat. Nos. 18920 and 18930 by removing and replacing a screw  
• All Die Sets are available individually
•  Also included in the Cat. No. 18850 is the Cat. No. 18580, Release Tool for Weather Pack terminals

RATCHETING TERMINAL CRIMPING KITS
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     Die Sets Included in Kit
Die Set    Application
 18921 For insulated terminals 10-22 AWG
 18922 For non-insulated open barrel connectors 10-22 AWG including Weather Pack terminals
 18923 For fully insulated quick disconnect terminals with thinner wire barrels 10-22 AWG
 18924  For non-insulated terminals 8-22 AWG
 18925  For miniature insulated rings, spade and butt splices 16-26 AWG
 18928  For RG-6 and RG-59 coaxial cable
 18929  For 8mm and 8.5mm spiral core spark plug wire. Strips the insulation, crimps the spiral                     
  core to the spark plug terminal and crimps the terminal to the spark plug wire insulation.
 18937  For 18-30 AWG non-insulated open barrel terminals
 18938  For 14-22 AWG insulated flag terminals
 18940  For 18, 20 & 22 AWG Weather Pack terminals
 18941 For 12, 14 & 16 AWG Weather Pack terminals
 18942  For 8-22 AWG heat shrink terminals
  
  To Interchange Die Sets    Lever Screw  Lever Lever
  Ratcheting Terminal Crimping Tool only (no Die Sets included)  18972 18926 18972 18972


