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 ■ Slimline model offers unique profile for assembly and repair applications in 
confined areas. 

 ■ Uni-Cast™ construction of non-ferrous materials eliminates sparking and 
won’t absorb liquids. 

 ■ No exposed metal on face, head or shaft. 
 ■ Dead blow function eliminates bounceback when striking hardened surfaces. 
 ■ Steel reinforced handle provides strength and resists breaking on overstrike.

STANLEY® coMpo-cAST® SLiMLiNE SoFT-FAcE hAMMERS

Product # Head Weight (oz) Face Dia. Head Length (in) Overall Length (in)

57-540 5 29/32 2-15/16 9-1/2

57-541 14 1-19/64 4-3/16 10-1/2

57-542 18 1-33/64 4-1/4 12-1/8

57-543 21 1-17/32 5-1/4 12-7/8
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 ■ Non-sparking, soft-face sledgehammers. 
 ■ Uni-Cast™ construction of non-ferrous materials eliminates sparking and 
won’t absorb liquids. 

 ■ No exposed metal on face, head or shaft. 
 ■ Dead blow function eliminates bounceback when striking hardened surfaces. 
 ■ Soft face helps prevent marring. 
 ■ Steel reinforced handle provides strength and resists breaking on overstrike. 
 ■ Urethane covering helps reduce noise. 
 ■ Flat area on head allows upright storage.

STANLEY® coMpo-cAST® SoFT-FAcE SLEdgE hAMMERS

Product # Head Weight (lbs) Face Dia. Head Length (in) Overall Length (in)

57-550 5 2-55/64 7 19-5/8

57-551 8 2-61/64 7-1/8 29-7/8

57-552 10.5 3-25/64 8-1/8 29-7/8

57-554 11.5 3-25/64 8-1/8 36-1/8
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