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WHEEL BEARING LOCKNUT SOCKETS
• For use with a ratchet or breaker bar
• Fits hexagonal 6 point, hexagonal rounded 6 point, and octagonal 8 point
• Machine welded 3/4” drive plate
• High tensile strength steel for added durability in high volume applications
• Laser etching for permanent identification and easy reading
• Chamfered edge design for easy on/off transition
• Powder coat finish provides added rust protection
• Precision engineered for exact fit and smooth operation
• Each socket individually boxed and labeled with bar code

MODEL SIZE MODEL SIZE MODEL SIZE

18501 2-3/32”(6pt.) 18514 4” (6pt.) 18527 3-13/16” (8pt.)

18502 2-3/8”(6pt.) 18515 4-1/8” (6pt.) 18528 2-9/16”(6pt)

18503 2-3/8”(8pt.) 18516 4-3/8”(6pt.) 18532 2-7/8”(6pt.)

18504 2-9/16” (6pt.) 18517 4-3/8”(8pt.) 18533 2-7/8”(8pt)

18505 2-9/16”(8pt. 18518 4-7/8”(6pt.) 18534 3-1/8”(6pt.)

18506 3” (6pt.) 18519 4-7/8”(8pt.) 18535 3-1/8”(8pt.)

18507 3” (8pt.) 18520 2-1/4” (6pt.) 18536 2-3/8”(6R)

18508 3-1/4” (6pt. 18521 2-1/2”(6pt.) 18537 2-3/4”(8pt.)

18509 3-1/4” (8pt.) 18522 2-5/8” (6pt.) 18538 4-1/2”(8pt.)

18510 3-1/2” (6pt.) 18523 2-3/4” (6pt.) 18539 5-1/4”(6pt.)

18511 3-1/2”(8pt.) 18524 3-3/8” (8pt.) 18540 4-1/8”(8pt.)

18512 3-7/8”(6pt.) 18525 3-3/4” (8pt.) 18541 4-13/16”(8pt.)

18513 3-7/8”(8pt.) 18526 3-3/4” (6pt.)

COMBINATION 2 AND 3 JAW REVERSIBLE  GEAR PULLERS
Model 57000, 57001, 57002, 57003
• Reversible jaw design allows for internal or external pulling
• Includes 3 jaws for maximum stability or can be converted to 

2 jaws where space is limited
• Jaws, yoke, and forcing screw made of heat treated Chrome 

Vanadium for ultimate strength
• Ideal for use with crankshaft pulleys and other Heavy Duty 

and Automotive applications
• Forcing screw can be tightened with a wrench or ratchet

MODEL DESCRIPTION REACH SPREAD CAPACITY SHIP WEIGHT

57000 3” Gear Puller 3-1/4” 4-3/4” 2 ton 2.20 lbs

57001 4” Gear Puller 3-1/4” 7” 5 ton 3.25 lbs

57002 6” Gear Puller 5-1/2” 7” 5 ton 4.00 lbs

57003 8” Gear Puller 5-1/2” 9-1/2” 3 ton 7.17 lbs

MAGNETIC PARTS TRAY CIRCULAR
MODEL 920
• Prevents loss of sockets, bits, bolts, and nuts
• Retracts down to 1-1/4” for easy storage
• Rubber cover provides scratch resistance
• Works upside down
• Dimensions:  5” length x 6” wide
• Ship weight .28 lbs

MAGNETIC PARTS TRAY OVAL
MODEL 921
• Prevents loss of sockets, bits, bolts, and nuts
• Retracts down to 1-3/8” for easy storage
• Rubber cover provides scratch resistance
• Works upside down
• Dimensions:  12” length x 9” wide
• Ship weight 1.32 lbs

• Durable plastic construction
• Provides general storage for a variety of items
• Equipped with a strong metal handle
• Locking lid included
• Ship weight 2.0 lbs

AFF 5 GALLON BUCKET 
MODEL AFFBUCKET
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• Displays includes all industry standard 6 pt (18560P) or 8 pt (18580P) sockets
• Includes peg hooks and hardware for easy wall mounting
• No up-charge for display.  Ships FREE with product.
• Empty display boards can be purchased separately
• Display dimensions:  30.5” high x 24” wide 18580P 8PT kit includes 2 each of: 

   

6 PT AXLE NUT SOCKET DISPLAY
MODEL 18560P

MODEL Description
18501 2-3/32” LOCKNUT SOCKET 6 POINT

18502 2-3/8” LOCKNUT SOCKET 6 POINT

18504 2-9/16” LOCKNUT SOCKET 6 POINT

18506 3” LOCKNUT SOCKET 6 POINT

18508 3-1/4” LOCKNUT SOCKET 6 POINT

18510 3 1/2” LOCKNUT SOCKET 6 POINT

18512 3 7/8” LOCKNUT SOCKET 6 POINT

18514 4” LOCKNUT SOCKET 6 POINT

18515 4-1/8” LOCKNUT SOCKET 6 POINT

18516 4-3/8” LOCKNUT SOCKET 6 POINT

18518 4-7/8” LOCKNUT SOCKET 6 POINT

18520 2-1/4” LOCKNUT SOCKET 6 POINT

18521 2-1/2” LOCKNUT SOCKET 6 POINT

18522 2-5/8” LOCKNUT SOCKET 6 POINT

18523 2-3/4” LOCKNUT SOCKET 6 POINT

18526 3-3/4” LOCKNUT SOCKET 6 POINT

18528 2-9/16” LOCKNUT SOCKET 6 POINT ROUNDED

18532 2-7/8” LOCKNUT SOCKET 6 POINT

18534 3-1/8” LOCKNUT SOCKET 6 POINT

18536 2-3/8” LOCKNUT SOCKET 6 POINT ROUNDED

18539 5-1/4” LOCKNUT SOCKET 6 POINT

18560A DISPLAY BOARD

8 PT AXLE NUT SOCKET DISPLAY
MODEL 18580P

18560P 6PT kit includes 2 each 
   

MODEL Description
18503 2-3/8”  LOCKNUT SOCKET 8 POINT

18505 2-9/16” LOCKNUT SOCKET 8 POINT

18507 3” LOCKNUT SOCKET 8 POINT

18509 3-/4” LOCKNUT SOCKET 8 POINT

18511 3-1/2” LOCKNUT SOCKET 8 POINT

18513 3-7/8” LOCKNUT SOCKET 8 POINT

18517 4-3/8” LOCKNUT SOCKET 8 POINT

18519 4-7/8” LOCKNUT SOCKET 8 POINT

18524 3-3/8” LOCKNUT SOCKET 8 POINT

18525 3-3/4” LOCKNUT SOCKET 8 POINT

18527 3-3/16” LOCKNUT SOCKET 8 POINT

18533 2-7/8” LOCKNUT SOCKET 8 POINT

18535 3-1/8” LOCKNUT SOCKET 8 POINT

18537 2-3/4” LOCKNUT SOCKET 8 POINT

18538 4-1/2” LOCKNUT SOCKET 8 POINT

18540 4-1/8” LOCKNUT SOCKET 8 POINT

18541 4-13/16” LOCKNUT SOCKET 8 POINT

18580A DISPLAY BOARD

6 PT AND 8 PT MIXED AXLE NUT SOCKET SHOP DISPLAY
MODEL 18501P   

• Created with the end user customer in mind this display is great for Fleet, Heavy Duty, and 
Automotive shops

• Display includes 1 each of the most popular 6 and 8 pt sizes
• Puts sockets in plain view and within easy reach
• Display attaches to a pegboard wall in minutes
• Includes FREE graphics and hardware
• Dimensions:  30.5” high x 24” wide

MODEL 18501P Package
18504 2-9/16” LOCKOUT SOCKET 6 POINT

18508 3-1/4” LOCKOUT SOCKET 6 POINT

18509 3-1/4” LOCKOUT SOCKET 8 POINT

18510 3-1/2” LOCKOUT SOCKET 6 POINT

18512 3-7/8” LOCKOUT SOCKET 6 POINT

18513 3-7/8” LOCKOUT SOCKET 8 POINT

18514 4” LOCKOUT SOCKET 6 POINT

18515 4-1/8” LOCKOUT SOCKET 6 POINT

18519 4-7/8” LOCKOUT SOCKET 8 POINT

18520 2-1/4” LOCKOUT SOCKET 6 POINT

18521 2-1/2” LOCKOUT SOCKET 6 POINT

18522 2-5/8” LOCKOUT SOCKET 6 POINT

18523 2-3/4” LOCKOUT SOCKET 6 POINT

18525 3-3/4” LOCKOUT SOCKET 8 POINT

18526 3-3/4” LOCKOUT SOCKET 6 POINT

18527 3-3/16” LOCKOUT SOCKET 8 POINT

18528 2-9/16” LOCKOUT SOCKET 6 POINT ROUNDED

18532 2-7/8” LOCKOUT SOCKET 6 POINT

18497A GRAPHIC OVERLAY KIT

VINYL GRAPHIC KIT ONLY
MODEL 18497A
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