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一、 Environment  
1.1 Operating temperature range: -10～+70°C 
1.2 Storage temperature range: -10～+70°C 
1.3 Test conditions 

Standard atmospheric conditions 
Unless otherwise specified, the standard range of atmospheric 
Conditions for making measurements and tests is as follows: 
Ambient temperature:5～35°C Relative humidity : 45～85% 
Air pressure: 860 mbar to 1060 mbar 
If there is any doubt about the results, measurements shall be 
made within the following limit 
Ambient temperature:20±2°C  Relative humidity : 60～70% 
Air pressure: 860 mbar to 1060 mbar 

 
使用溫度範圍: -10～+70°C 
儲存溫度範圍: -10～+70°C 
試驗條件 
標準狀態 
無特別規定之實驗及測定時以溫度 
5～35°C，相對溼度 45～85%，氣 
壓 860～1060mbar之標準狀態測定 

 
發生判定疑問或另有特別要求則以 
基準狀態(溫度 20±2°C，相對溼度 
60～70%氣壓 860～1060mbar)為準 
測定 

二、 Mechanical characteristics   機械的性能 

 
Item 
項目 

Specifications 
規格 

1 
Total rotational angle 
全迴轉角度 

300°±5° 

2 
Rotational  torque 
迴轉轉矩 

30~300gf-cm 

3 
Shaft stop strength 
軸迴轉止動強度 

5 Kgf Min 
5 Kgf 以上  

4 
Nut wring strength 
螺帽鎖附強度 

10 Kg-cm Min 
10 Kg-cm 以上 
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三、  Electrical characteristics 電氣的性能 

 
Item 
項目 

Specifications 
規格 

1 
Nominal total resistance 
全阻抗值許容公差 

Terminal 1-3     B100  Ω±20 % 
1-3 端全阻值    B100  Ω± 20 % 

2 
Maximum Rated wattage 

最大額定功率 
Temp 40~100°C 
溫度 40~100°C 

TAPER B      3 W 

 
 

 
 
 
 

3.阻抗變化特性 TAPER: 
 
阻抗變化特性 

TAPER 
測定角度(50%) 
Test point(50%) 

端子 1-2間輸出電壓 V1-2 
端子 1-3間輸出電壓 V1-3 (%) 

端子 2-3間輸出電壓 V2-3 
端子 1-3間輸出電壓 V1-3 (%) 

    

B 150° 40-60%  
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Item 
項目 

Specifications 
規格 

4 
Maximum working voltage 

最大工作電壓 
AC 250V 
交流 250伏 

5 
Residual resistance 
殘留阻值 

Residual at each end of the between terminals 1 and 2, and 2 and 3 shall 
be measured 
摺動子在終端位置，在此時端子 1-2間，端子 2-3間測定之電阻值 

 

Total Resistance 5~50Ω 51~100Ω 101~500Ω 501min 

Residual resistance 
0.3Ω 
max 

0.5Ω 
max 

1.0Ω 
max 

0.2% and under of nominal total resistance 

 

6 
Noise 
摺動雜音 

Refers to JIS C6443 Less than 47mV 
依 JIS C6443測定法 47 mV  以下 

7 
Insulation resistance 

絕緣阻抗 
100MΩ min at DC500 volts 

DC 500V 需在 100 MΩ以上 

8 
Dielectric strength 
耐電壓 

AC1KV for 1minute 
AC1KV 耐壓 1分鐘 

9 
V.R life 

可變電阻壽命 
15,000 cycles 

 

 




