
15/32"

1
 ¼
”

½”

1
 ¾
”

1/8"

7/8"

7/16"5/8"

3/8"

5/8"

3
 5
/1
6
"

(1
1
0
 m
m
)

2 5/16"

(58 mm)

1 5/32"

(29 mm)

3/8"

1 1/16"

3/8"

17/32"

2
 ¼
”

1 1/16"

3/8"

17/32"

2
 ¼
”

TOPLEFT SIDE RIGHT SIDE

THUNDERDRIVE DELUXE CHASSIS

OUTSIDE VIEW

1/4"

1
"

1/4"

5/8"5/8"

Added hole to 

mount DC Power 

Jack S-H750



15/32"

- +

1 2 3 1 2 3

INPUT JACK OUTPUT JACK

1

5

M
P
S

A
1
8

4
.7
K

2
M

B

E

C

OUTPUT

POT

DISTORTION

POT

1
0
4
J

10
4J

1

2

3

4

5

6

7

8

9

820

BLK

RED

+-

AFTER

- +

1 2 3 1 2 3

BEFORE

INPUT JACK OUTPUT JACK
1

5

M
P
S

A
1
8

4
.7
K

2
M

B

E

C

OUTPUT

POT

DISTORTION

POT

1
0
4
J

10
4J

1

2

3

4

5

6

7

8

9

820

BLK

RED

+-

+

-

9 VDC

Battery

.1µ
Input

Foot

Switch

(A)

2
3

1
1N4005

1N4005
*

Input

Foot

Switch

(A)

2

3

1

+

-

9 VDC

Battery

DC Power 

Jack
center (-)

.1µ

1N4005

1N4005
*

(1) CENTER-PIN LUG

(3) SWITCH LUG

(2) POWER LUG

S-H750

DC Power Jack

1

3

2

BEFORE

AFTER


