
Universal Pool Skimmer Cover, Water Main, 
Valves, Waterfalls & Fountains, Sewer Cleanouts

MADE IN USA

Pour-A-Lid is a product of Stetson Development, Inc. 
For further information call (800) 532-8215 or fax (951) 246-9253. 

Come visit our website at www.pouralid.com

Also Available in 
Gray & Tan

Variety of uses:



™

Part Number

201 PAL Tan

201 PAL Grey

201 PAL Clear

10” Pour-A-Lid Pool Skimmer Cover for 
New Construction 

Fits: Hayward 1070, Hayward 1080, Waterway, Sta-Rite, 
Swimquip, U3, Jacuzzi, American, Pentair/Pacfab

Part Number

204 PAL Tan

204 PAL Grey
9” Pour-A-Lid Replacement Lid for 

existing Pool Skimmer 
Fits: Hayward 1070, Waterways, Sta-Rite, U3, MP Auto Fill

Part Number

202 PAL Tan

202 PAL Grey

202 PAL Clear

6” Pour-A-Lid Cover
Fits: Play Equipment, Sewer Cleanouts, Valves, Water Main

Pour-A-Lid

Description

Description

Description

®

For further information:

Call (800) 532-8215
Fax (951) 246-9253

visit our website at :
www.pouralid.com

Pour-A-Lid is a product of 
Stetson Development, Inc. Patent #6,393,771 B1

Also Available 
Automatic Water Level System SDI-WF420 

Includes a Pour-A-Lid

Now with universal 
fit and screw 

down capability 

Screw down 
capability



32535 Bramble Ct., Lake Elsinore, CA 92532 • visit our website at www.pouralid.com

For further information contact Mike:

Phone (800) 532-8215   Fax (951) 246-9253

Stetson Development Inc.

• Standard pipe thread inlet and free 
flow outlet

• Adjustable arm can be used in the 
vertical or horizontal position

• Estimated flow rate of 1.5 at 40 PSI
• .093 orifice
• Approximate overall length of 7.5
• ABS construction

ABS Auto Fill Standard

Avai lab le in 
3 /8” #3-8ATF
1/2” #1-2ATF

Excellent for Ponds, Fountains and MP-Auto Fil ls



Part Number

3-8ATF

3-8ATFLA

1-2ATF

1-2ATFLA

1-4ATFC

3/8 Auto-Fill

3/8 Auto-Fill with 5” extension

1/2 Auto-Fill

1/2 Auto-Fill with 5” extension

1/4 Auto-Fill with Compression Fitting 

Description

®

For further information:

Call (800) 532-8215
Fax (951) 246-9253

visit our website at :
www.pouralid.com

ABS Auto-Fill is a product of 
Stetson Development, Inc.  Patent Pending

ABS Auto Fill Standard

Swamp Coolers

Pool Water
Levelers

Fountains

Ponds

Cooling Towers

Live Stock Water
Feeders

Variety of Uses

3-8ATF

3-8ATFLA

1-2ATFLA

1-2ATF



Pour-A-Lid and Pour-A-Lid Automatic Water Level System
are products of Stetson Development, Inc. For further information call (800) 532-8215 

or fax (951) 246-9253. Come visit our website at www.pouralid.com

Lid also Available in 
Gray & Tan



DeckingCoping

Top of 
bond beam 

reference
level point

1 1/2 Equalizer

Drawing not to Scale

1/2 PVC 
Pipe Over 
Flow (optional)

1/2 ABS 
Float Valve

Adjustable
Float Arm

Bond
Beam

Part Number

SDI WF 420 PAL Tan

SDI WF 420 PAL Grey

SDI WF 420 PAL Clear

10” Pour-A-Lid Pool and Pond 
Automatic Water Level System 

Description

For further information:

Call (800) 532-8215
Fax (951) 246-9253

visit our website at :
www.pouralid.com

Pour-A-Lid is a product of 
Stetson Development, Inc. Patent #6,393,771 B1

Automatic Water 
Level System

®

®



Pour-A-Drain is a product of Stetson Development, Inc. 
For further information call (800) 532-8215 or fax (951) 246-9253. 
Come visit our website at www.pouralid.com  Patent Pending

Made in USA



™

Part Number

DC 401 Tan

DC 401 Gray

DC 401 Clear

4” Round Poly Resin Grate with 
Universal Fit 3” to 4” Collar 
Fits: 3” or 4” SDR-35 Drain Pipe

3” Open surface area 4.125 SQ.IN. 5.66 G.P.M

Pour-A-Drain

Description / Specifications

®

For further information:

Call (800) 532-8215
Fax (951) 246-9253

visit our website at :
www.pouralid.com

Pour-A-Drain is a product of 
Stetson Development, Inc. Patent Pending

4” SDR35 3” drain pipe

Easy to Install
1. Cut pipe and set top of 
coupling to finished drain 
elevation. Make sure coupling 
is facing up.

2. For best results remove drain
insert from coupling use tape or
paper to keep drain coupling free 
of construction debri.

3. Pour concrete or cut stone 
to finished surface elevation.

4. Cut stone or pour concrete 
into drain cap. For best results 
tap bottom of drain cap to 
settle concrete into place.

5. When concrete is cured clean 
coupling and drain cap. Install 
drain cap into coupling.

Recommended Load     Class A
• Load at 1-60 PSI

• For Pedestrians, Bicycles and Wheel Chair Traffic
• Loads are based on encasing product in Concrete

Fill with stone or concrete.


