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WELCOME TO THE 2021 POOL PRODUCTS CATALOG

CMP 2021 POOL
PRODUCTS CATALOG

SENIOR EDITORS
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Kyle Trepp

DESIGN EDITOR
Stephen Boswell

CATALOG DESIGNER
Alison Bright

I.P. & PRODUCT
DESIGN EDITOR
Zack Vogtner

MARKETING CONTENT
Susie Cuebas

The CMP Pool Products
Catalog is a team project
that included CMP
Marketing, Engineering,
Sales and Customer Service.
Thank you to the entire
team and to each individual
that has contributed to the
2021 CMP Pool Products
Catalog.

- EVERYTHING MATTERS®

©2021 CMP, LLC
All rights reserved

This annual catalog is one of our most important customer tools, in
combination with award-winning customer service and tech support.
CMP is committed to supporting pool professionals with systems and
programs that set you up for success. Because when the difference is in
the details, everything matters®.

m everything matters.

WHAT'S NEW FOR 2021

The newest part of the CMP
family completes our collection
of designer features with fire
products and real metal scuppers.

Bobé brand products are truly
special. Be sure to check them
out on page 55

DEL joined the CMP family three
years ago, and we are thrilled

to introduce our first next-gen
technology—more powerful than
ever and driven by your feedback.

The new DEL AOP models are
certified, smart and easy to install.

Learn more on page 84

CMP POOL PRODUCT BRANDS

®

Brillhlant
2 Wonders

o0 @ LED PRODUCTS

WATER FEATURES : PAGE 9

bobé

LED WATER FEATURES & LIGHTING: PAGE 29

pallliGIER

IN GROUND SPA SYSTEMS: PAGE 117

OWERCLEAN

RESIDUAL SANITIZER SYSTEMS: PAGE 98

WATER & FIRE FEATURES

ARTISAN FIRE & WATER : PAGE 55

DEL:

ADVANCED SANITIZER SOLUTIONS o

ADVANCED SANITIZER SYSTEMS: PAGE 82

PRD I |\/mnr\SEAL POOL,

) : DEFENDER
v \-'/ ANODES & WATER BONDS
PRO QUALITY TOOLS POOL VALVES: WATER BONDS &
& PARTS: PAGE 173 PAGE 107 ANODES: PAGE 194
AUTOMATIC WATER RETAIL POOL TOOLS: POOL SKIMMER BASKETS
LEVELERS: PAGE 192 PAGE 180 & HANDLES: 204

The CMP logo, division lockup and tagline everything matters® are registered trademarks of Custom Molded Products,LLC. All CMP Pool Products logos
and trademarks are property of CMP. Natural Wonders®, Brilliant Wonders®, AquaLevel™, Powerclean®, Hydroseal™, Spa Master™, Aqua Elements®,
Pool Defender®, Flowskim™, Smart Sync® and Pro Tools™, Smart Stitch™, Galaxy™, Nova™ are trademarks and/or registered trademarks of CMP.

The absence of a trademark, trade name or service mark from the above list does not constitute a waiver of our intellectual property rights concerning
that trademark, trade name or service mark. All custom graphics, icons, logos and words listed above are trade names, trademarks or service marks of

Custom Molded Products in the United States and/or other countries.

The trademarks and names of other companies and products mentioned herein are the property of their respective owners.

800.733.9060 | WWW.C-M-P.COM
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CATALOG INFORMATION

ABBREVIATION GUIDE

S = SOCKET SS = STAINLESS STEEL

SP = SPIGOT ASSY = ASSEMBLY Indicates CMP New
WTR = WATER GPM = GALLONS PER MINUTE for 2021 Products
EXT = EXTENDED FG = FIBERGLASS

ID = INSIDE DIAMETER ABG = ABOVE GROUND /:J

cMP Indicates Energy
OD = OUTSIDE DIAMETER ING/IG = IN GROUND @ ENEREY

J Efficient Products
FIP = FEMALE IRON PIPE THREAD HD = HEAVY DUTY
MIP = MALE IRON PIPE THREAD

CMP PRODUCT CROSS REFERENCES

Cross references are a useful tool for making the switch to CMP Products. PLEASE NOTE: The
Cross References Charts previously near the front of the catalog have moved to page 264
BOX AND BAG QUANTITIES

Box Quantities are listed for most items. If a bag quantity is also available, it will be indicated
as "box/bag," such as "24/6" where "24" is the box quantity, and "6" is the bag quantity.

Currently CMP does not apply a surcharge for broken carton orders. Please help us maintain
this policy by ordering in full carton quantities. Thank you for your cooperation.

FOR MORE INFORMATION
Content & Trademark Disclaimers pg 290
Terms & Conditions pg 2917

CMP Limited Warranty pg 292

All illustrations, photographs, product details and specifications in this catalog are current as of available
information at the time of printing.

To access the digital version of this catalog, you may view or download online at www.c-m-p.com/catalog.

THANK YOU FOR USING THE 2021 CMP POOL PRODUCTS CATALOG

COLOR REFERENCE

The standard CMP numbering scheme for designating the color of plastic products is indicated within the
part number as follows:

ABCDE-FGH-=1JK

The standard colors for pool products are determined by the "H" digit where:

0 = White

1 = Light Gray

2 = Chrome / Stainless Steel
3 = Brass

4 = Black

7 = Dark Gray

9 = Non-Standard / Custom

EXAMPLE: 23500-001-000 (1 = LIGHT GRAY)

Bl LOOKFORTHESE ICONS
|| THROUGHOUT THE CATALOG
INDICATING AVAILABLE COLORS

LIGHT GRAY BLACK

DARK GRAY TAN LIGHT BLUE DARK BLUE

Product color examples above are for approximate reference only.

NON - STANDARD COLORS

Non-standard colors for pool products are determined by the combination of the "G" and the “H" digits.
The 'H" digit of "9" indicates Non-Standard, and the "G" digit, specifies color. Non-standard colors include
Tan, Clear, Light Blue, Dark Blue, etc. For details on ordering specific non-standard colors, call or email
CS@c-m-p.com

CUSTOM COLORS
Additional colors are available upon request. Custom colors can be provided. Please call for details.
Minimum order required.

FITTINGS

Unless otherwise specified fitting bodies and other underskirt components are molded in white or gray.

METAL FINISHES
CMP uses polished and plated stainless steel in metal finish components. Additional metal finishes are
available upon request.

800.733.9060 | WWW.C-M-P.COM
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Natural Wonders® Waterfalls 10
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Natural Wonders® Deck & Wall Jets 20

Natural Wonders® Pool Fountains

Water Feature Filter 28
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NATURAL WONDERS® WATERFALLS

DESCRIPTION

CLASSIC WATERFALL
ARCH WATERFALL
RAINFALL WATERFALL

STREAMFALL WATERFALL

CLEAR

WHITE TAN  GRAY

BACK
PORT

BOTTOM CUSTOM LIP LENGTH

PORT

CcuT

OPTIONS
16" 9" 12"
1" 6" 9"
6" 9" 12"
6" 9" 12"

WIDTH
OPTIONS

12", 18", 24", 36", 48", 60", 72", 84", 96"
12", 18", 24", 36", 48"
12", 24", 36", 48"
12", 18", 24", 36", 48"

LOOKING FOR SOMETHING DIFFERENT? TRY BOBE

BRAND WATER FEATURES

SOLID STAINLESS STEEL AND COPPER

ARTISAN, TIG WELDED, MADE BY HAND

WATERFALLS, SCUPPERS, WATER BOWLS

*IMPORTANT: NATURAL WONDERS®” WATERFALLS ARE TO BE USED ONLY WITH FILTERED WATER.

NATURAL WONDERS® WATERFALLS

The original, classic waterfall style with a

smooth sheeting water flow style. Available in

the most sizes and options.

» Heavy-duty PVC Construction

*  White, Gray, Tan & Clear
*  Requires One GPM Per Inch

*  6",9" & 12" Lip Can be Radius Cut (see pg 18)

ORDERING GUIDE - BACK PORT

CLEAR LIP

25577-125-000
25577-135-600
25577-135-900
25577-135-120
25577-175-000
25577-185-600
25577-185-900
25577-185-120
25577-225-000
25577-235-600
25577-235-900
25577-235-120
25577-325-000
25577-335-600
25577-335-900
25577-335-120
25577-425-000
25577-435-600
25577-435-900
25577-435-120
25577-525-000
25577-535-600
25577-535-900
25577-535-120
25577-625-000
25577-635-600
25577-635-900
25577-635-120
25577-725-000
25577-735-600
25577-735-900
25577-735-120
25577-825-000
25577-835-600
25577-835-900
25577-835-120

WHITE

25577-120-000
25577-130-000
25577-130-900
25577-130-120
25577-170-000
25577-180-000
25577-180-900
25577-180-120
25577-220-000
25577-230-000
25577-230-900
25577-230-120
25577-320-000
25577-330-000
25577-330-900
25577-330-120
25577-420-000
25577-430-000
25577-430-900
25577-430-120
25577-520-000
25577-530-000
25577-530-900
25577-530-120
25577-620-000
25577-630-000
25577-630-900
25577-630-120
25577-720-000
25577-730-000
25577-730-900
25577-730-120
25577-820-000
25577-830-000
25577-830-900
25577-830-120

TAN

25577-129-000
25577-139-000
25577-139-900
25577-139-120
25577-179-000
25577-189-000
25577-189-900
25577-189-120
25577-229-000
25577-239-000
25577-239-900
25577-239-120
25577-329-000
25577-339-000
25577-339-900
25577-339-120
25577-429-000
25577-439-000
25577-439-900
25577-439-120
25577-529-000
25577-539-000

GRAY

25577-121-000
25577-131-000
25577-131-900
25577-131-120
25577-171-000
25577-181-000
25577-181-900
25577-181-120
25577-221-000
25577-231-000
25577-231-900
25577-231-120
25577-321-000
25577-331-000
25577-331-900
25577-331-120
25577-421-000
25577-431-000
25577-431-900
25577-431-120
25577-521-000
25577-531-000

25577-631-000

DESCRIPTION

12" WATERFALL WITH 1" LIP
12" WATERFALL WITH 6" LIP
12" WATERFALL WITH 9" LIP
12" WATERFALL WITH 12" LIP
18" WATERFALL WITH 1" LIP
18" WATERFALL WITH 6" LIP
18" WATERFALL WITH 9" LIP
18" WATERFALL WITH 12" LIP
24" WATERFALL WITH 1" LIP
24" WATERFALL WITH 6" LIP
24" WATERFALL WITH 9" LIP
24" WATERFALL WITH 12" LIP
36" WATERFALL WITH 1" LIP
36" WATERFALL WITH 6" LIP
36" WATERFALL WITH 9" LIP
36" WATERFALL WITH 12" LIP
48" WATERFALL WITH 1" LIP
48" WATERFALL WITH 6" LIP
48" WATERFALL WITH 9" LIP
48" WATERFALL WITH 12" LIP
60" WATERFALL WITH 1" LIP
60" WATERFALL WITH 6" LIP
60" WATERFALL WITH 9" LIP
60" WATERFALL WITH 12" LIP
72" WATERFALL WITH 1" LIP
72" WATERFALL WITH 6" LIP
72" WATERFALL WITH 9" LIP
72" WATERFALL WITH 12" LIP
84" WATERFALL WITH 1" LIP
84" WATERFALL WITH 6" LIP
84" WATERFALL WITH 9" LIP
84" WATERFALL WITH 12" LIP
96" WATERFALL WITH 1" LIP
96" WATERFALL WITH 6" LIP
96" WATERFALL WITH 9" LIP
96" WATERFALL WITH 12" LIP

WIDTH
(W)
31/8"
8-1/16"
11-1/16"
14-1/16"
318"
8-1/16"
11-1/16"
14-1/16"
3-1/8"
8-1/16"
11-1/16"
14-1/16"
318"
8-1/16"
11-1/16"
14-1/16"
3-1/8"
8-1/16"
11-1/16"
14-1/16"
31/8"
8-1/16"
11-1/16"
14-1/16"
3-1/8"
8-1/16"
11-1/16"
14-1/16"
31/8"
8-1/16"
11-1/16"
14-1/16"
3-1/8"
8-1/16"
11-1/16"
14-1/16"

LENGTH
L*

12-3/8"

18-1/4"

24-1/8"

35-5/8"

47-3/8"

59-7/8"

12"

83-1/4"

95-1/8"

*All “L" dimensions are +/- 0.33"

800.733.9060 | WWW.C-M-P.COM
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NATURAL WONDERS® WATERFALLS 0y NATURAL WONDERS® ARCH WATERFALLS Wy

CMP Natural Wonders® Arch Waterfalls create a
beautiful arching sheet of water. A powerful
display that enhances any backyard.
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« Back port or bottom port

« Heavy-duty PVC construction
ORDERING GUIDE - BOTTOM PORT

WIDTH LENGTH
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WHITE GRAY DESCRIPTION
) L
25576-120-000 25576-121-000 12" WATERFALL WITH 1" LIP 3-1/8"
25576-130-000 25576-131-000 12" WATERFALL WITH 6" LIP B | e
25576-130-900 25576-131-900 12" WATERFALL WITH 9" LIP 11-1/16"
25576-130-120 25576-131-120 12" WATERFALL WITH 12" LIP 14-1/16"
25576-170-000 25576-171-000 18" WATERFALL WITH 1" LIP 3-1/8"
25576-180-000 25576-181-000 18" WATERFALL WITH 6" LIP B | o L —
25576-180-900 25576-181-900 18" WATERFALL WITH 9" LIP 11-1/16"
25576-180-120 25576-181-120 18" WATERFALL WITH 12" LIP 14-1/16"
25576-220-000 25576-221-000 24" WATERFALL WITH 1" LIP 3-1/8" ORDERING GUIDE
25576-230-000 25576-231-000 24" WATERFALL WITH 6" LIP BUE | e
25576-230-900 25576-231-900 24" WATERFALL WITH 9" LIP 11-1/16" BACK PORT BOTTOM PORT DESCRIPTION WIDTH (W) LENGTH (L)*
25576-230-120 25576-231-120 24" WATERFALL WITH 12" LIP 14-1/16"
25576.990-000 25576991000 26 WATERFALL WITH 1 Lp mpyee 25577-150-000 25576-150-000 12" ARCH WATERFALL WITH 1" LIP 3-1/8"
- J5676.331-035 36" WATERFALL WITH 3.5° LIP e 25577-150-600 25576-150-600 12" ARCH WATERFALL WITH 6" LIP 8-1/16" 12-1/2"
25576-330-000 25576-331-000 36" WATERFALL WITH 6" LIP 8-1/16" | 355/8" 25577-150-900 - 12" ARCH WATERFALL WITH 9" LIP 14-1/16'
25576-330-900 25576-331-900 36" WATERFALL WITH 9" LIP 11-1/16" 25577-190-000 25576-190-000 18" ARCH WATERFALL WITH 1" LIP 3-1/8"
25576-330-120 25576-331-120 36" WATERFALL WITH 12" LIP 14-1/16" 25577-190-600 25576-190-600 18" ARCH WATERFALL WITH 6" LIP 8-1/16" 18-1/2"
25576-420-000 25576-421-000 48" WATERFALL WITH 1" LIP 3-1/8" 25577-190-900 — 18" ARCH WATERFALL WITH 9" LIP 14-1/16"
;2;2328888 igg;gﬁggg 22 mgiﬁtt m: g t:i 18111//112 738" 25577-260-000 25576-260-000 24" ARCH WATERFALL WITH 1" LIP 318"
o6 £30.120 o6 431120 48 WATERFALL WITH 12" LIP e 25577-260-600 25576-260-600 24" ARCH WATERFALL WITH 6" LIP 8-1/16 24112
B ST S TR T L Y 25577-260-900 - 24" ARCH WATERFALL WITH 9" LIP 14-1/16"
- 25576-531-000 60" WATERFALL WITH 6" LIP 8-1/16" . 25577-360-000 25576-360-000 36" ARCH WATERFALL WITH 1" LIP 3-1/8"
. 25576-531-900 60" WATERFALL WITH 9" LIP nang | %78 25577-360-600 25576-360-600 36" ARCH WATERFALL WITH 6 LIP 8-1/16" 35-1/5"
- 25576-531-120 60" WATERFALL WITH 12" LIP 14-1/16" 25577-360-900 — 36" ARCH WATERFALL WITH 9" LIP 14-1/16"
- 255716-621-000 72" WATERFALL WITH 1" LIP 38" 25577-460-000 25576-460-000 48" ARCH WATERFALL WITH 1" LIP 3-1/8"
- 25576-631-000 72" WATERFALL WITH 6°LIP R Y 25577-460-600 25576-460-600 48" ARCH WATERFALL WITH 6" LIP 8-1/16" 42"
-- 25576-631-900 72" WATERFALL WITH 9" LIP 11-1/16" . , .
N V76631120 o WATEREALL WITH 12" L e 25577-460-900 - 48" ARCH WATERFALL WITH 9" LIP 14-1/16

*All “L" dimensions are +/- 0.33"

BACK OR BOTTOM PORT FILTERED WATER ONLY RADIUS CUT COMPATIBLE BACK OR BOTTOM PORT FILTERED WATER ONLY NOT RADIUS CUT COMPATIBLE
IMPORTANT: Natural Wonders waterfalls are to be used only with filtered water. We recommend using a cartridge filter dedicated to the waterfall IMPORTANT: Natural Wonders waterfalls are to be used only with filtered water. We recommend using a cartridge filter dedicated to the waterfall
feed line. See the CMP water feature filter page 28. The rock trap is always recommended to capture large debris in the pipes. 12" and 18" waterfalls feed line. See the CMP water feature filter page 28. The rock trap is always recommended to capture large debris in the pipes. 12" and 18" waterfalls
should be no more than 12" above the water line. Waterfalls over 36" have multiple water inlets. As a waterfall is installed higher above the pool water should be no more than 12" above the water line. Waterfalls over 36" have multiple water inlets. Call customer service for more information. ARCH
level the base of the flume will narrow and begin to "break up." Call customer service for more information. WATERFALL LIP CANNOT BE CUT. *All "L" dimensions are +/- 0.33".

800.733.9060 | WWW.C-M-P.COM
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NATURAL WONDERS® RAINFALLS ‘\\

The Natural Wonders® RainFall clear lip design
allows it to blend into any surroundings.

Colors from adjacent tile, rock, or concrete
transmit through the clear material and

reflect throughout the lip. This blends the
RainFall into any installation application.

«  Two Rows of Water Streams

*  Clear Lip Face

*  Heavy-Duty PVC Construction
«  Back Port 1.5" Spigot

*  6-15 GPM per Foot

ORDERING GUIDE

CMP P/N DESCRIPTION WIDTH (W) LENGTH (L)*
25587-130-000 12" RAINFALL WITH 6" LIP 8-1/16"
25587-130-900 12" RAINFALL WITH 9" LIP 11-1/16" 12-3/4"
25587-130-120 12" RAINFALL WITH 12" LIP 14-1/16"
25587-230-000 24" RAINFALL WITH 6" LIP 8-1/16"
25587-230-900 24" RAINFALL WITH 9" LIP 11-1/16" 25-1/4"
25587-230-120 24" RAINFALL WITH 12" LIP 14-1/16"
25587-330-000 36" RAINFALL WITH 6" LIP 8-1/16"
25587-330-900 36" RAINFALL WITH 9" LIP 11-1/16" 37-3/8"
25587-330-120 36" RAINFALL WITH 12" LIP 14-1/16"
25587-430-000 48" RAINFALL WITH 6" LIP 8-1/16" ,
25587-430-900 48" RAINFALL WITH 9" LIP 11-1/16" o

BACK PORT ONLY FILTERED WATER ONLY NOT RADIUS CUT COMPATIBLE

IMPORTANT: Natural Wonders waterfalls are to be used only with filtered water. We recommend using a cartridge filter dedicated to the waterfall
feed line. See the CMP water feature filter page 28. The rock trap is always recommended to capture large debris in the pipes. 12" and 18" waterfalls
should be no more than 12" above the water line. Waterfalls over 36" have multiple water inlets. Call customer service for more information. RAINFALL
LIP CANNOT BE CUT. Please refer to the instructions included with the waterfall. *All "L" dimensions are +/- 0.33".

NATURAL WONDERS® STREAMFALLS ‘\\

Natural Wonders® Streamfalls are a unique
pool water feature: a series of miniature
sheer descents adds character and style.
Large openings minimize the chance of any
clogging from debris.

»  Wide Openings Prevent Clogging
» Individual Streams 1/4" x 1/2"

*  Heavy-Duty PVC Construction

» Lip Can Be Radius Cut (see pg 18)
»  Back Port 1.5" Spigot

*  6-20 GPM per Foot

ORDERING GUIDE

WHITE DESCRIPTION WIDTH (W) LENGTH (L)*
25588-130-000 12" STREAMFALL WITH 6" LIP 8-1/16" .
25588-130-120 12" STREAMFALL WITH 12" LIP 14-1/16" S
25588-180-000 18" STREAMFALL WITH 6" LIP 8-1/16" 18.4/9"
25588-180-120 18" STREAMFALL WITH 12" LIP 14-1/16"

25588-230-000 24" STREAMFALL WITH 6" LIP 8-1/16"
25588-230-900 24" STREAMFALL WITH 9" LIP 11-1/16" 24-1/2"
25588-230-120 24" STREAMFALL WITH 12" LIP 14-1/16"
25588-330-000 36" STREAMFALL WITH 6" LIP 8-1/16"
25588-330-900 36" STREAMFALL WITH 9" LIP 11-1/16" 36-1/8"
25588-330-120 36" STREAMFALL WITH 12" LIP 14-1/16"
25588-430-000 48" STREAMFALL WITH 6" LIP 8-1/16" ,
25588-430-900 48" STREAMFALL WITH 9" LIP 11-1/16" e

BACK PORT ONLY FILTERED WATER ONLY

RADIUS CUT COMPATIBLE

IMPORTANT: Natural Wonders waterfalls are to be used only with filtered water. We recommend using a cartridge filter dedicated to the waterfall
feed line. See the CMP water feature filter page 28. The rock trap is always recommended to capture large debris in the pipes. 12" and 18" waterfalls
should be no more than 12" above the water line. Waterfalls over 36" have multiple water inlets. Call customer service for more information. Lip may be
radius cut. *All "L" dimensions are +/- 0.33".

800.733.9060 | WWW.C-M-P.COM
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NATURAL WONDERS® TECHNICAL GUIDE M\ NATURAL WONDERS® TECHNICAL GUIDE Wy

9 <
= 5
L 2-WAY VALVE @) ﬁ "
o ﬁ ‘ A ‘ WATERFALL SIZE 172" 18" 24" 36" 48" 60" 72" 84" 96" :(_>|
%‘: g L ﬂ [:F ﬂ o | GPM (4] 126PM | 18GPM | 24GPM | 36GPM | 48GPM | 60GPM | 72GPM | 84GPM | 96GPM m
Lt Lo | [ ] | g --
H H H ; - © PROJECTION 14" 12" 13" 13" 1 18" 14" 15" 1" pa
el B | T T | >
UPTO 36" LONG 48" - 72" LONG OVER 72" LONG S 0 GPM(+) | 106PM | 10GPM | I15GPM | 21GPM | 35GPM S
= N T S >
Py —
& PROJECTION 19" 16" 15" 15" 20" E
12" FALLS A = 6-11/32" %
18" FALLS A = 9-9/32" = GPM (+/-1) 10 GPM N/A 23 GPM 32 GPM 43 GPM (@]
: i : 24" FALLS A = 12-3/16" = N g
A~ A B C B | 36"FALLSA = 18-1/8" = PROJECTION 22" N/A 18" 18" 20" U@?
48" FALLS B = 15-1/16", C = 18-7/16" i
60" FALLS B = 18-1/4", C = 23-11/32" GPM (+/-1) 14 GPM 22 GPM 26 GPM 35 GPM 43 GPM j%
72" FALLS B = 19-27/32", C = 31-15/16" E ........ I'_I|'I
= ARG 1 15 15" 15" 15" 5 28
=S Tttt RN N >
==
PROJECTION 17 17 15" 15" 12" 5
40" 12" & 18" STYLES
See Product Pages for "L" Dimensions. . | At the tested 40" height, the flume on these sizes of
All"L" dimensions are +/- 0.33" \ b e | classic waterfall is very narrow. For a more traditional
T """ \ ! : appearance, we recommend installing the 12" at max
N : \ \ | height of 18" (8" projection) and 18" at max height of
The rock trap is always recommended for installation. 8-2 ! 30" HY \ \ : 24" (9" projection).
Using the rock trap will capture large debris in the pipes. J 3 — | :
Rock Trap P/N 25577-950-000 13374 ! T . ! DRY WALL EFFECT
' W, O \ I Low flow installations may cause the mounting
% : surface to become wet when the waterfall is flowing.
( |—5’j¥f§7 — ool : To achieve a dry wall effect, it is best to aim for the
To protect the waterfall body during winter, plug the - Lip Z(I ! higher end of the recommended GPM range. At
slot with a winterizing guard strip. One strip is included gé i ('7) | the low end of the recommended GPM range the
with each waterfall. Replacements can be ordered 961 =z waterfall flume will still appear good, but you may be
below. Winterizing guard strips are for use with standard o in the potential "drip zone." (Example: For a dry wall
waterfalls only; not compatible with Arch, Rainfall or . on a 36" waterfall, 36 GPM will give the best results.)
Streamfall styles. ! L BOTIOM PORT 107
""" ' Foe EXTENDED HEIGHTS AND PROJECTION
e For a more dramatic effect, it is possible to achieve
i increased projection and heights above 40" by
1 18 " 26 18" 60" o aa 96" = :ZE;AGE 105 | ‘ increasing the gallons per minute. Results outside of
0 10" 50" 30" tested parameters may vary.
26677-128-041 | 26677-178-041 | 26677-208-041 | 26677-328-041 | 26677-428-041 | 26677-528-041 | 26677-628-041 | 26677-728-041 | 26677-828-041
PROJECTION IN INCHES TEST CONDITIONS
Testing was performed in a laboratory setting under
IMPQRTANT: Natural Wonders waterfalls are to be used only w_ith filtered water. We recommend using a ca_rtr.idge filt_er dedicated to the waterfall GRAPH REPRESENTS PROJECTION RANGE, NOT STREAM PATTERN optimum conditions. Environmental factors such
feed line. See the CMP water feature filter page 28. The rock trap is always recommended to capture large debris in the pipes. 12" and 18" waterfalls . .
should be no more than 12" above the water line. Waterfalls over 36" have multiple water inlets. Call customer service for more information. *All "L" as weather, construction method and hydraulic
dimensions are +/- 0.33". variations can alter appearance.

800.733.9060 | WWW.C-M-P.COM
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NATURAL WONDERS® CUSTOM CUT QUOTE FORM

COMPANY NAME PHONE
ADDRESS FAX
CONTACT DATE DISTRIBUTOR

FAX COMPLETED FORM TO 770-632-7115, SCAN & EMAIL TO CS@C-M-P.COM
OR FILL OUT ONLINE AT C-M-P.COM/SUPPORT

WATERFALL METAL FACE TRIM PLATES

Beautiful real metal accents for your waterfall.
CMP Metal Face Trim Plates are available in three
different finishes to fit any outdoor decor. They
are the perfect way to complement and enhance
your pool design.

«  Complements Any Pool Finish

Quick & Easy Installation
Durable, Real Metal Trim Plates
Available for 12"-48" Sizes

1. CHOOSE COLOR 2. CHOOSE LENGTHt 3. CHOOSE INLET POSITIONtt
White PVC [] 2" ] 18" [ 24" [ 1.5" Spigot BACK []
Gray PVC [] 36" [] 48'[] 60" [] 1.5" Spigot BOTTOM []
Tan PVC [] 72" [] 84"[] 96" []
st i 1 e P fod g o ot Pt el read e

4. CHOOSE FLOW STYLE

Waterfall (Sheeting) [] Streamfall (up to 48") []
25577 -XXX-XXX 25588-xxx-Xxx
1GPM/in 6-15 GPM/ft

CONVEX [] CONCAVE [_]
— MINIMUM RADIUS —— NOTE MEASUREMENTS BELOW AS NEEDED:
Any custom cuts besides convex/concave require a customer template to be
LENGTH 6" LIP  9"LIP 12"LIP faxed or mailed to CMP

12 850 6.00 6.00

18 1750 1000 9.00 LENGTHA) RADIUS (C)
24 30.00 15.75 1275

36 66.00 3225 23.25 LIP (B) UNCUT LIP (D)

A 48 116.50 55.00 38.00 min 3.5"

et | soov 60 18125 84.50 57.00
B o=o oo =10 | g | 35400 16300 10800
wc 9 462.00 212.25 139.75

Lip

6. QUANTITY ORDERED

W
FOR CMP USE ONLY
CUSTOM PART # DATE
DESCRIPTION
QUOTATION AMOUNT: $ ORDER #
Price is for cost of waterfall plus $35 up-charge for 12"-48" lengths or $60 for 60"-96" lengths
CUSTOMER APPROVAL SIGNATURE: DATE

CHECK THIS FORM CAREFULLY. Custom units are non-returnable. Quotes are good for 30 days and do not include freight. This form is for quotation purposes only.
A purchase order is required to begin order processing. Please allow a standard lead time of 7-10 day after PO is placed for custom cuts.
FILTERED WATER MUST BE USED ON ALL CMP WATERFALLS.

FOR ASSISTANCE WITH ONLINE CUSTOM CUT FORM, PLEASE VISIT: HTTP.//WWW.C-M-P.COM/SUPPORT/

«  For Natural Wonders Waterfalls
and original LED Waterfall.

INSTALLATION

1. Clean surface of waterfall lip. Make sure there is no debiris, silicone or
other material covering the lip. Also make sure the lip is dry.

2. Peeljust a little of the protective tape on the front to make sure the
waterfall plate is the correct color.

3. Turn plate over and remove RED tape on back of the plate (leave
the tape on the other side in place until after plate is installed)

4. Carefully place the plate over opening. Do not press down
until you are sure the plate is directly over the opening and
is covering all the waterfall face (use the lip guard if it is still
available)

5. Once you are sure the plate is positioned correctly, press firmly to
secure to the waterfall and remove protective tape.

ORDERING GUIDE

STAINLESS STEEL BRASS COPPER DESCRIPTION
25577-122-890 25577-123-890 25577-128-890 12" NATURAL WONDERS METAL FACEPLATE
25577-172-890 25577-173-890 25577-178-890 18" NATURAL WONDERS METAL FACEPLATE
25577-222-890 25577-223-890 25577-228-890 24" NATURAL WONDERS METAL FACEPLATE
25577-322-890 25577-323-890 25577-328-890 36" NATURAL WONDERS METAL FACEPLATE
25577-422-890 25577-423-890 25577-428-890 48" NATURAL WONDERS METAL FACEPLATE
25677-122-870 25677-123-870 25677-128-870 12" BRILLIANT WONDERS METAL FACEPLATE
25677-182-870 25677-183-870 25677-188-870 18" BRILLIANT WONDERS METAL FACEPLATE
25677-222-870 25677-223-810 25677-228-870 24" BRILLIANT WONDERS METAL FACEPLATE
25677-322-870 25677-323-870 25677-328-870 36" BRILLIANT WONDERS METAL FACEPLATE
25677-422-870 25677-423-870 25677-428-870 48" BRILLIANT WONDERS METAL FACEPLATE

*not designed for LED Waterfall 2

WARNING: Edges are very sharp, please use care when handling and installing.

800.733.9060 | WWW.C-M-P.COM
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The most advanced and versatile deck jet in
the industry for customers who only want the
best. Four color options, five interchangeable
nozzles, and four body styles. There is a
perfectly matched style and water effect for
every project.

C-M-P.COM/DECK-WALL-JETS

« Adjustable Flow at the Jet

»  Five Interchangeable Nozzles

» Square or Round Face

« Two Flange Options (pg 22)

»  Five Color Options

« Simple to Install and Operate

«  Chrome and Brass Options
have Black Eyeball Nozzles

3/16" SINGLE  1/4" SINGLE
GRAY TAN TEXTURED
BRASS
ORDERING GUIDE

WHITE GRAY TAN BLACK SOLID

BRASS
25598-300-000 | 25598-301-000 | 25598-309-000 - 25598-343-000
25598-310-000 | 35598-311-000 | 25598-319-000 - 25598-363-000
25597-300-000 | 25597-301-000 | 25597-309-000 - 25597-343-000
25597-310-000 | 25597-311-000 | 25597-319-000 - 25597-363-000

- - 25598-309-800 | 25598-304-800 -

REPLACEMENT PARTS ON PAGE 236

5/16" SINGLE

WHITE

CHROME
PLATE

25597-342-000
25597-362-000

FAN TRIPLE
STREAM STREAM

TEXTURED
CHROME

DESCRIPTION

SQUARE FACE
SQUARE FACE FLANGELESS
ROUND FACE
ROUND FACE FLANGELESS
FIVE NOZZLE SET

COVERED BY ONE OR MORE U.S. PATENTS OR PENDING PATENT APPLICATIONS. SEE WWW.C-M-P.COM/PATENTS FOR DETAILS.

SPECIALTY DECK AND WALL JETS Y

The Adjustable Brass Deck Fountain creates a beautiful two-tier

water effect that will blow you away. Unlike the competition,
it has adjustable flow, adjustable angle & accepts the CMP
interchangeable nozzles. (sold separately)

»  Beautiful Fountain Effect
+ Adjustable Flow and Direction
» Solid Brass Face & Nozzle

» Includes Five Interchangeable Nozzles,
Wall Fitting, Flange, Gasket & Filter

+ Six Color Options

+ Installs Above the Water Level

ORDERING GUIDE

REF SQUARE FACE ROUND FACE DESCRIPTION

A 25598-333-000 25597-333-000 DECK FOUNTAIN WITH FLANGE
A 25598-353-000 25597-353-000 DECK FOUNTAIN FLANGELESS
REF CMP P/N DESCRIPTION

B 25553-900-000 WHITE VINYL LINER WALL JET

B 25553-901-000 GRAY VINYL LINER WALL JET

B 25553-939-000 TAN VINYL LINER WALL JET

B 25553-969-000 DARK BLUE VINYL LINER WALL JET

B 25553-909-000 LIGHT BLUE VINYL LINER WALL JET

B 25553-904-000 BLACK VINYL LINER WALL JET

c 23315-100-000 ROTATING EYEBALL INSERT ONLY (SOLD SEPARATELY)

COVERED BY ONE OR MORE U.S. PATENTS OR PENDING PATENT APPLICATIONS. SEE WWW.C-M-P.COM/PATENTS FOR DETAILS.

800.733.9060 | WWW.C-M-P.COM
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Choose the perfect deck jet for your installation. The square cover is great for paver decks; all flangeless
are easier to install in paver decks. The flange style is useful to tie the jet in place.

SQUARE COVER W/ FLANGE  SQUARE COVER FLANGELESS ~ ROUND COVER W/ FLANGE ROUND COVER FLANGELESS

4.88"
4.25"

385"

O\
O)
%
s

/

DF

45"

ﬁ
Y

[
77777 o 5 a )
\ J
TOP VIEW BOTTOM VIEW
- EYEBALL NOZZLE
o NOZZLE —— ] RETAINER
O - RING
[Q\
\ HOUSING
INSTALLATION
FLOW TAB
ADJUSTMENT
RING
FIG 1

SIDE VIEW

INSTALLATION GUIDE

1.

2.

Determine the proper size of the main feed pipe: Use 1-1/2" pipe for up to 8 Deck Jets; Use 2" pipe for
up to 12 Deck Jets; Use 2-1/2" pipe for up to 16 Deck Jets.

Install a ball valve on the main feed pipe near the pump to adjust the total water pressure delivered to
the deck jets.

Reduce the piping to 3/4" pipe. When installing more than one deck jet it is necessary to create an
equal pressure loop to equalize the pressure in the line.

The body is ABS plastic and designed to allow for 3/4" plumbing with straight pipe or an elbow. Use
only PVC/ABS glue to secure.

Anchor the deck jet body and protective cover so that the top is level with the height of the finished
deck. Use protective cover to protect deck jet while working on pool and laying deck.

Remove protective cover, wrap the threaded plug with Teflon tape, and install into the deck jet body.
Be sure not to over tighten. Replace the protective cover. Leave the plug installed and keep the pipe
pressurized during installation.

Once the deck is finished, remove the protective cover and remove the plug. Turn on the pump, open
the valves, and run water through the lines to remove any debris that may have collected.

Take the jet nozzle housing assembly and install in the body by turning the installation tabs (fig 7).
Hand tighten only. Do not overtighten.

PERFORMANCE GUIDE

TOTAL NUMBER OF JETS

2 3 4 5 6 7

GPM - 1 1.2 13 15 1.9

PSI - 1.8 2.2 2.6 3.6 48

FAN

SPREAD - 12" 24" 36" 60" 96"

HEIGHT - 12" 18" 24" 36" 48"

GPM 1.3 1.6 1.9 2.2 25 2.8

PSI 2 25 35 42 5 6

TRIPLE STREAM

SPREAD 8" 2" 18" 20" 24" 30"

HEIGHT 9" 14" 20" 24" 30" 36"

GPM 0.4 05 07 07 0.8 0.9

3/16" SINGLE PSI 15 2 2.4 2.8 3.2 3.6
HEIGHT 10" 15" 21" 25" 31" 38"

GPM 1.2 1.5 1.8 2.0 2.2 25

1/4"
PSI 2 25 3.2 4 46 55
SINGLE

HEIGHT 10" 16" 22" 27" 32" 40"

GPM 15 1.9 23 26 29 3.2

5/16" SINGLE PSI 2 2.8 3.8 45 5.4 6.2
HEIGHT 6" 9" 14" 17" 20" 26"

IMPORTANT, PLEASE NOTE: This product must be installed and serviced by a pool and spa professional.
These instructions must be followed exactly to ensure proper function of the parts.

800.733.9060 | WWW.C-M-P.COM
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ADJUSTABLE & NON-ADJUSTABLE DECK JETS ‘\\

The ONLY deck jet that can be adjusted at the nozzle while running. Simply set the water flow at the
pump, and then fine tune with the built in adjustable nozzle. Designed for simple installation and trouble-
free use in residential and commercial pools.

This water feature has an eyeball nozzle hidden from view by a decorative cap. Multiple plumbing options
make this deck jet easier to install. Just 3-5 GPM creates a stream up to 10 feet high. Also available in non-
adjustable with interchangeable nozzles.

C-M-P.COM/DECK-WALL-JETS

* Includes Body, Moveable Adjustable Nozzle and Four Round
Decorative caps (White, Black, Gray, Tan)
» Individually Packaged

» Includes Body, Two Moveable Nozzles (single & dual
streams) and Four Round Decorative caps
(White, Black, Gray, Tan)

+ Individually Packaged

PERFORMANCE & PLUMBING GUIDE

4" Hole Size

« Capis 2.5" diameter

e 3/4" Water Line (adjustable)

e 3/4" or1/2" Water Line (non-adjustable)

« To adjust, first control flow with a ball valve, then
fine tune at the nozzle

3GPM  4GPM  5GPM
HEAD | 39 FT | 79 FT | FT

HEIGHT | 3FT | 6.5FT | 10 FT

ORDERING GUIDE

NATURAL WONDERS® ADJUSTABLE DECK JETS

CMP P/N DESCRIPTION BOX QTY
25597-200-000 ADJUSTABLE DECK JET ASSEMBLY & FOUR DECORATIVE CAPS 50
25597-223-000 ADJUSTABLE DECK JET ASSEMBLY & BRASS DECORATIVE COVER -
25597-304-010 DECK JET WRENCH (INCLUDED WITH ADJUSTABLE DECK AND WALL JET KITS) 200

NATURAL WONDERS® NON-ADJUSTABLE DECK JETS
25597-000-000 NON-ADJUSTABLE DECK JET ASSEMBLY & FOUR DECORATIVE CAPS 50
25597-023-000 NON-ADJUSTABLE DECK JET ASSEMBLY & BRASS DECORATIVE COVER -

ACCESSORIES PAGE 26

COVERED BY ONE OR MORE U.S. PATENTS OR PENDING PATENT APPLICATIONS. SEE WWW.C-M-P.COM/PATENTS FOR DETAILS.

ADJUSTABLE & NON-ADJUSTABLE WALL JETS ‘\\

CMP wall jets are available for both gunite and fiberglass pool; featuring patented technology, this is the
industry's ONLY wall jet that can be adjusted at the nozzle while running. Each wall jet comes with four
attractive square decorative caps designed to complement popular pool colors and finishes.

* Includes Body, Plumbing Coupling,
Moveable Nozzles (single & dual streams)
and 4 Square Decorative caps (White,
Black, Gray, Tan)

*  Round Face for Easier Install (Decorative
Cap is Square)

+ Individually Packaged

* Includes Body, Plumbing Coupling,
Moveable Nozzles (single & dual streams)
and 4 Square Decorative caps (White,
Black, Gray, Tan)

*  Round Face for Easier Install (Decorative
Cap is Square)

+ Individually Packaged

PERFORMANCE & PLUMBING GUIDE
* 4" Hole Size, 3/4" Water Line
« To adjust, first control flow with a ball

valve, then fine tune at the nozzle

3GPM  4GPM  5GPM

HEAD 39 FT 79 FT NFT

HEIGHT 3FT 6.5 FT 10 FT

ORDERING GUIDE

NATURAL WONDERS® ADJUSTABLE WALL JETS

CMP P/N DESCRIPTION BOX QTY
25598-200-000 ADJUSTABLE WALL JET 18
25598-920-000 FIBERGLASS ADJ WALL JET 1
25597-304-010 DECK JET WRENCH (INCLUDED WITH ADJUSTABLE DECK AND WALL JET KITS) 200

NATURAL WONDERS® NON-ADJUSTABLE WALL JETS
25598-000-000 NON-ADJ WALL JET 18
25598-900-000 NON-ADJ FIBERGLASS WALL JET (INCLUDES PLUMBING ADAPTER, GASKETS, & SCREWS) 1

COVERED BY ONE OR MORE U.S. PATENTS OR PENDING PATENT APPLICATIONS. SEE WWW.C-M-P.COM/PATENTS FOR DETAILS.

800.733.9060 | WWW.C-M-P.COM
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DECK & WALL JETS ACCESSORIES

NATURAL WONDERS® GUNITE FOUNTAINS 0

Natural Wonders Gunite Pool Fountains are a great way to add natural beauty to your pool install. Simply
adjust the flow with a CMP ball valve to achieve the perfect look. Add an air blower for increased power.
These fountains install simply with standard size fittings. Add a fresh new dimension to beach entries, spas,
sun shelves, tanning ledges, and landscape features.

* Installs Flush with Pool Floor; No Exposed
Components Above the Waterline

* Available in Four Color Options

e 1-1/2" MIP

+  Pictured with Air Blower Inline
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PERFORMANCE GUIDE
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n

FLOW
REF CMP P/N DESCRIPTION RATE 41N 6IN 8 IN 10 IN 12 IN
DEPTH DEPTH DEPTH DEPTH DEPTH
A 25597-100-900 DUAL DECK AND WALL JET NOZZLE (NON-ADJ) 10 G
B 25597-000-900 DECK AND WALL JET NOZZLE (NON-ADJ) = e
C 25597-200-900 ADJUSTABLE DECK AND WALL JET NOZZLE ASSEMBLY 50 GPM
D 25597-304-010 DECK AND WALL JET WRENCH (INCLUDED WITH ADJUSTABLE DECK AND WALL JET KITS) 25 GPM o
E 25597-000-020 ROUND DECK JET COVER (WHITE) 30 GPM
E 25597-001-020 ROUND DECK JET COVER (GRAY) 35 GPM
E 25597-004-020 ROUND DECK JET COVER (BLACK) 40 GPM
E 25597-009-020 ROUND DECK JET COVER (TAN)
F 25597-000-220 ROUND DECK JET COVER (BRASS)'
6 25597-000-120 3.5" SQUARE DECK JET COVER (WHITE)' . .
. ) * Includes 3/4" FIP Fountain Head
G 25597-000-121 3.5" SQUARE DECK JET COVER (GRAY) «  Eyeball Fitting 1-1/2" MIP
6 25597-000-129 3.5" SQUARE DECK JET COVER (TAN)' +  Threaded Adapter 3/4" FIP
H 25598-000-020 WALL JET COVER (WHITE)
H 25598-001-020 WALL JET COVER (GRAY)
H 25598-004-020 WALL JET COVER (BLACK)
H 25598-009-020 WALL JET COVER (TAN)
" not included with deck jet kit
DECK & WALL JET TECHNICAL GUIDE G
ORDERING GUIDE
NATURAL WONDERS® BUBBLER
DECK JET WRENCH
/ U REF CMP P/N DESCRIPTION BOX QTY
se for nozzle removal

and installation for both A 25503-000-000 WHITE POOL BUBBLER 400

adjustable and non- A | 25503-001-000 GRAY POOL BUBBLER 400

adjustable jets.

Can also be used to assist A 25503-039-000 TAN POOL BUBBLER 400

in adjusting nozzle flow A 25503-004-000 BLACK POOL BUBBLER 400

’ and direction. May also be NATURAL WONDERS® 3-TIER POOL FOUNTAIN
WALL JET DECK JET adjusted by hand without

B 25565-009-000 CLEAR 3-TIER POOL FOUNTAIN 100

BOTTOM DIMENSIONS DIMENSIONS the wrench.

800.733.9060 | WWW.C-M-P.COM




WATER FEATURE FILTER

All water features must use filtered water

for optimum performance and to prevent
damage to the feature. The CMP water
feature filter is the perfect accessory for
waterfalls, deck jets, bubblers and other water
features.
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* 25 o0r 50 Square Foot Filtration
* Includes Pressure Gauge
»  Ergonomic Lock Ring: Easy Lid Removal
for Quick Filter Cleaning °
*  Unibody Construction

IMPORTANT: Natural Wonders waterfalls are to be used only with
filtered water. We recommend using a cartridge filter dedicated to the
waterfall feed line. Call customer service for more information.

TECHNICAL GUIDE

«  6-7/8" Wide

« 15-1/8" Height

*  2"Inlet/Outlet

*  Max Pressure 50psi

»  Cover Air Relief Plug

»  Not Designed for Whole Pool Filtration

PROTECT YOUR WATER FEATURE: ONLY USE
FILTERED POOL WATER

ORDERING GUIDE

REF CMP P/N DESCRIPTION BOX QTY
A 25504-650-000 WATER FEATURE FILTER AND 50 SQ FT FILTER ELEMENT 6
A 25504-625-000 WATER FEATURE FILTER AND 25 SQ FT FILTER ELEMENT 6
B 25391-000-000 REPLACEMENT 50 SQ FT FILTER ELEMENT ONLY (C-4950) 16
B 25391-200-000 REPLACEMENT 50 SQ FT FILTER ELEMENT WITH MICROBAN® ONLY (C-4950AM) 16
B 25392-000-000 REPLACEMENT 25 SQ FT FILTER ELEMENT ONLY (C-4326) 16
- 26100-145-533 25 SQ FT TOP LOAD FILTER GASKET WITH BASE -
- 25376-007-005 GRAPHITE GRAY PLUG* -

*NOT AVAILABLE IN WHITE




BRILLIANT WONDERS®
ED PRODUCTS

LED Product Features 30

Brilliant Wonders® LED Waterfalls 32
Brilliant Wonders® LED Bubblers 44
Brilliant Wonders® LED Laminar 48
Brilliant Wonders® LED Light 5o

| LED Lighting Guide 225

| Replacement Parts 230



LED PRODUCTS

30

THE PREMIER LED POOL
LIGHTING FAMILY

HIGH PERFORMANCE: DESIGNED FOR STYLE AND EFFICIENCY
Every Brilliant Wonders® LED Product has a light that is specifically engineered to

each application. In fact we purposefully control the shape of the light and the

1N0gY | S1ONA0Yd a3t

shape of the water to create beautiful LED lighting effects.

SMART SYNC: LIGHTING FOR EVERY POOL

With Smart Sync® technology, you can synchronize Brilliant Wonders® br

LED Products with every major pool control system. Simply order the correct
programming style for your pool controls system, install according to the

pool control OEM guidelines and it just works.

GUNITE, VINYL, FIBERGLASS: INSTALL IN ANY POOL
Brilliant Wonders® products are also designed for a seamless
installation. All of our fittings are available in a variety of colors
and styles to match any pool design including flush installation

options.

FRONTSIDE SERVICEABLE: EASY MAINTENANCE
Every Brilliant Wonders® product is designed to be serviceable
right at the light. Each product is designed with a removable light PHOTO COURTESY VIC WALKER
module or LED strip that is easily accessible. TEMECULA, CA

QUICK DISCONNECT WIRING: SIMPLE INSTALL & SERVICE
Why remove hundreds of feet of cord when a light has to be changed or ”
serviced? You will save time and money with a Brilliant Wonders® quick
disconnect for easy replacement and simple winterization. Brilliant Wonders quick

disconnect cords are rated for safe outdoor pool and spa use.

THE NEXT POOL YOU BUILD ).

SHOULD BE BRILLIANT™ 45/ \‘\2

; # ’
. \ '//X\

o \ Waterproof Quick
V ’ Disconnects
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Brilllant i
2~ Wonders 2

‘ . . LED WATERFALL

How do you take the most popular lighted

waterfall for pools and make it even better?
Sometimes you just have to throw a curve.
Introducing the industry’s first cut-able, service-able,
LED light-able waterfall.

1. CUSTOM CUTTABLE LED WATERFALL
For the first time an LED Waterfall that can be factory
custom radius cut that also remains completely
serviceable after installation.

2. ENHANCED "SAWTOOTH" WATER TEXTURE
The improved sawtooth embedded lip textures the flow
of the waterfall. This enhances the LED light and color
effects, creating unique smooth ribbons of water and
light in the waterfall flume.

3. SLIM PROFILE WITH BESPOKE DOOR COVERS
This brand new design is 30% thinner for a minimal
profile, with a clear face for a seamless installation. The
innovative sliding service doors can be customized
in the field with plaster, grout or stone. Optional LED
access door covers in five colors are also included.

4. SERVICEABLE LIGHTING AFTER INSTALLATION
Even on a custom cut the internal LED strip is
accessible through the built-in frontside access doors.
The attached service cable and quick-disconnect mean
accessing and installing the LED light is a breeze.

MP CERTIFIED

<

K. @ gm;RGY"

FOR INSTALL VIDEOS & MORE VISIT C-M-P.COM/LED-WATERFALL-2

PLEASE NOTE: A SMART SYNC® ADAPTER OR COLORWHEEL CONTROL MUST BE PURCHASED TO OPERATE LED WATERFALLS

BRILLIANT WONDERS® [ED WATERFALL 2

* (Can Be Custom Cut «  One Waterfall Unit

e Customizable Door Covers « LED Strip (pre-installed)

»  Front-side Serviceable « 100" Quick Disconnect Cord

«  LED Strip 2 with Improved Quick «  Five Colored Door Covers
Disconnect & Over-molded Ends *  Rock Trap

+  Use Smart Sync® Adapter (sold « Sliding Door Unlocking Tool

separately) for Compatibility with CMP, &  «  Cut Clean-out Tool

Major Pool Lighting Manufacturers. (see

page 54 for more info on Smart Sync) Controls sold separately. (required) See
«  Waterfall Sizes up to 48" Long pages 40-43
+ 6" &12" Lip Lengths
« ETL Certified

ELECTRICAL LED LIGHTING
WATTAGE 5 Watts Per Foot SMART SYNC J-STYLE: 5 Shows, 9 Colors

i e H-STYLE: 7 Shows, 10 Colors
VOLTAGE - 12VDC = Colorwheel Control

P-STYLE: 7 Shows, 5 Colors
- 12VAC = Smart Sync Adapter : : - :
: - e COLORWHEEL - 5 Shows, 100s of Colors
LIGHTING Quick Disconnect LED Strip - Dimmable, Programmable
CORD LENGTH 100" - Remote Colqr Controrl

CERTIFICATION  ETL certified installed with
Smart Sync Adapter or
Colorwheel Control

INSTALLATION & PLUMBING

GPM 1.25 GPM Per Inch
LPLENGTH 6" 12"
RADIUS CUT  3'- 4 Minimum. Factory

cut only recommended.
WIDTH  Sizes2"-36"
PORT  -15"SPBack Port

- 1.5" SP Bottom Port
FRONT PROFILE 079"
FINISH - Clear Waterfall Lip

- Customizable Doors

ORDERING GUIDE

BRILLIANT WONDERS® LED WATERFALL 2 - BACK PORT

6" LIP 12" LIP DESCRIPTION
25777-130-000 25777-130-120 12" LED WATERFALL 2
25777-180-000 25777-180-120 18" LED WATERFALL 2
25777-230-000 25777-230-120 24" LED WATERFALL 2
25777-330-000 25777-330-120 36" LED WATERFALL 2
25777-430-000 25777-430-120 48" LED WATERFALL 2
25776-130-000 25776-130-120 12" LED WATERFALL 2
25776-180-000 25776-180-120 18" LED WATERFALL 2
25776-230-000 25776-230-120 24" LED WATERFALL 2
25776-330-000 25776-330-120 36" LED WATERFALL 2
25776-430-000 25776-430-120 48" LED WATERFALL 2

REPLACEMENT PARTS ON PAGE 230

PLEASE NOTE: A SMART SYNC® ADAPTER OR COLORWHEEL CONTROL MUST BE PURCHASED TO OPERATE LED WATERFALLS
COVERED BY ONE OR MORE U.S. PATENTS OR PENDING PATENT APPLICATIONS. SEE WWW.C-M-P.COM/PATENTS FOR DETAILS.

800.733.9060 | WWW.C-M-P.COM
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LED WATERFALL 2 INSTALLATION

PORT  LENGTH FLOW RATE*

e B count (GPM)
2577 x-130- xxx 12" 1 16-5/8 15-18 08'] &
2577 x-180- xxx 18" 1 22-5/8 22.5-26
2577 x-230-xxx 24" 1 28-5/8 30-35
2577x-330-xxx 36" 1 40-5/8 45-52
2577 x-430-xxx 48" 2 52-5/8 60-72

*Recommended flow rate. Actual flow setting should be determined by the visual aesthetic the builder wishes to achieve. It is best to start
with the CMP recommended flow and adjust as needed for each application.

SIZE 6" LIP MIN RADIUS 12" LIP MIN RADIUS
12" 3 FT RADIUS 3 FT RADIUS
18" 3 FT RADIUS 3 FT RADIUS
24" 3 FT RADIUS 3 FT RADIUS
36" 6 FT RADIUS 3 FT RADIUS
48" 4 FT RADIUS 4 FT RADIUS

2-WAY VALVE @)

12" FALLS A = 8-5/16"
18" FALLS A = 11-5/16"
: 24" FALLS A = 14-5/16"
A - A 36" FALLS A = 20-5/16"

B C B |

48" FALLS B =17-3/8", C = 18"

WATERFALL 12" - 36" WATERFALL 12" - 36"

The rock trap is always recommended for installation. Using the rock trap will capture large debris in the pipes.
Rock Trap P/N 25577-950-000

FILTER

BACK OR BOTTOM PORT

RADIUS CUT COMPATIBLE

FILTERED WATER ONLY

IMPORTANT: Brilliant Wonders waterfalls are to be used only with filtered water. We recommend using a cartridge filter
dedicated to the waterfall feed line. See the CMP water feature filter page 28. The rock trap is always recommended for installation.
The rock trap will capture debris in the pipes. 12" and 18" waterfalls should be no more than 12" above the water line. Call customer
service for more information. Lip may be radius cut.

LED WATERFALL 2 CUSTOM CUT FORM

COMPANY NAME PHONE
ADDRESS FAX
CONTACT DATE DISTRIBUTOR

FAX COMPLETED FORM TO 770-632-7115, SCAN & EMAIL TO CS@C-M-PCOM
OR FILL OUT ONLINE AT C-M-P.COM/SUPPORT

1. CHOOSE LENGTHt 2. CHOOSE INLET POSITION

2" [] 18" [] 24'[] 36'[] 48'[]

tLength corresponds to water only. For actual fixture
measurement refer to the CMP Pool Catalog.

1.5" Spigot BACK [ ]~ 1.5" Spigot BOTTOM [_]

REFERENCE INFORMATION

3. CHOOSE SHAPE } SIZE 6" LIP MIN RADIUS 12" LIP MIN RADIUS
: 12" 3 FT RADIUS 3 FT RADIUS
*
CONVEX D CONCAVE D CUSTOM D 18" 3 FT RADIUS 3 FT RADIUS
*Any custom cuts besides convex/concave require a template to be mailed to 24" 3 FT RADIUS 3 FT RADIUS

CMP, 36 Herring Rd, Newnan, GA attn: Customer Service. Please include and

. 36" 6 FT RADIUS 4 FT RADIUS
record a tracking number.

48" — 4 FT RADIUS

4. MEASUREMENTS

CHECK YOUR NUMBERS: Radius cut limitations for the LED
Waterfall 2 are not the same as for Natural Wonders Waterfalls.

RADIUS (A) LIPLENGTH (B) : PORT LENGTH FLOW RATE*
SEE CHART FOR RADIUS LIMITS 4 MINIMUM . CMP P/N SIZE COUNT (L) (GPM)
PLEASE ROUND RADIUS TO NEAREST INCH ‘

2577 x-130-xxx 12" 1 16-5/8 15-18
2577 x-180-xxx 18" 1 22-5/8 22.5-26
2577 x-230-xxx 24" 1 28-5/8 30-35
2577 x-330-xxx 36" 1 40-5/8 45-52
2577 x-430-xxx 48" 2 52-5/8 60-72

5. TOTAL QTY ORDERED

FOR CMP USE ONLY
CUSTOM PART # DATE

DESCRIPTION
QUOTATION AMOUNT: $ ORDER #

Price is for cost of waterfall plus charge for custom cut and finishing. Custom cut charge for LED Waterfall 2 up to 48" is $58.

CUSTOMER APPROVAL SIGNATURE: DATE

CHECK THIS FORM CAREFULLY. Custom units are non-returnable. Quotes are good for 30 days and do not include freight. This form is for quotation purposes only.
A purchase order is required to begin order processing. Please allow a standard lead time of 7-10 day after PO is placed for custom cuts.
FILTERED WATER MUST BE USED ON ALL CMP WATERFALLS.

FOR ASSISTANCE WITH ONLINE CUSTOM CUT FORM, PLEASE VISIT: HTTP.//WWW.C-M-P.COM/SUPPORT/

800.733.9060 | WWW.C-M-P.COM
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Brillhant
CMP Brilliant Wonders® LED Waterfalls are the premier . WO ' l de .rS
lighted waterfalls in the pool industry. The LED strip is built ‘ ®

into the unit (instead of using external fiber optics) placing . LED WATERFALLS
the light as close to the water as possible. This design . .

makes a separate light source unnecessary.
C-M-P.COM/BRILLIANT-WONDERS-LED-WATERFALL

SERVICEABLE LED LIGHTING

«  Front-side Door for LED Strip and Wiring Access

*  Quick-Disconnect LED Strip is Easy to Service and
Easy to Replace

» Al LEDs are Contained and Protected Inside the
Waterfall Unit

DESIGNED TO OUT-SHINE

+  "Sawtooth" Lip Design

»  Churns the Water, Enhancing LED Light and Color
» Creates Smooth Ribbons of Water and Light

SMART SYNC® LED WATERFALL ADAPTER

»  Synchronize with Other Brilliant Wonders LED Products

»  Also Sync with LED Products and Controls from other
Pool Product OEMs

+  One Adapter for up to 8ft of LED Waterfalls

usaintL (€],
PATENTS =

Intertek

PLEASE NOTE: A SMART SYNC® ADAPTER OR COLORWHEEL CONTROL MUST BE PURCHASED TO OPERATE LED WATERFALLS

COVERED BY ONE OR MORE U.S. PATENTS OR PENDING PATENT APPLICATIONS. SEE WWW.C-M-P.COM/PATENTS FOR DETAILS.

BRILLIANT WONDERS® [ED WATERFALL

«  Front-side Serviceable «  One Waterfall Unit

* Long-Lasting LED Strip «  LED Strip (pre-installed)

+  Bright LED Colors & Light Shows « 100" Quick Disconnect Cord

+ Sizesupto 96" Long *  Rock Trap

« ETL Certified* Controls sold separately. (required) See pages 40-43
ELECTRICAL LED LIGHTING

WATTAGE 5 Watts Per Foot SMART SYNC J-STYLE: 5 Shows, 9 Colors
. . . . . . . . . . . H-STYLE: 7 Shows, 10
VOLTAGE - 12VDC = Colorwheel Control Colors
7 7 - 12VAC :VSmartVSync Ardapterr 7 - - 7 P_ST,YL,E,: 7 Shows, 5 Colors
LIGHTING Quick Disconnect LED Strip , COLORWHEEL - 5 Shows, 100s of Colors

CORD LENGTH

100"

CERTIFICATION

- Dimmable, Programmable

- Remote Color Control

ETL certified installed with

INSTALLATION & PLUMBING Smart Sync Adapter or

Colorwheel Control

GPM 1.25 GPM Per Inch
LIPLENGTH 6" ' '
WIDTH  Sizes 12" - 96"

PORT - 15"SP Back Port

- 1.5" SP Bottom Port
FRONT PROFILE  1-1/8"

FINISH - White, Gray, Black, Dark Gray or Tan
- Metal Faceplates Available

ORDERING GUIDE

BRILLIANT WONDERS® LED WATERFALL - BACK PORT

WHITE GRAY BLACK DARK GRAY TAN DESCRIPTION
25677-130-000 25677-131-000 25677-134-000 25677-137-000 25677-139-000 12" LED WATERFALL
25677-180-000 25677-181-000 25677-184-000 25677-187-000 25677-189-000 18" LED WATERFALL
25677-230-000 25677-231-000 — 25677-237-000 25677-239-000 24" LED WATERFALL
25677-330-000 25677-331-000 — 25677-337-000 25677-339-000 36" LED WATERFALL
25677-430-000 25677-431-000 25677-434-000 25677-437-000 25677-439-000 48" LED WATERFALL
25677-530-000 25677-531-000 - 25677-537-000 25677-539-000 60" LED WATERFALL
25677-630-000 25677-631-000 25677-634-000 25677-637-000 25677-639-000 72" LED WATERFALL
25677-730-000 25677-731-000 - 25677-737-000 25677-739-000 84" LED WATERFALL
25677-830-000 25677-831-000 25677-834-000 25677-837-000 25677-839-000 96" LED WATERFALL

BRILLIANT WONDERS® LED WATERFALL - BOTTOM PORT
25676-130-000 25676-131-000 — 25676-137-000 25676-139-000 12" LED WATERFALL
25676-180-000 25676-181-000 — 25676-187-000 25676-189-000 18" LED WATERFALL
25676-230-000 25676-231-000 — 25676-237-000 25676-239-000 24" LED WATERFALL
25676-330-000 25676-331-000 25676-334-000 25676-337-000 25676-339-000 36" LED WATERFALL
25676-430-000 25676-431-000 25676-434-000 25676-437-000 25676-439-000 48" LED WATERFALL
25676-530-000 25676-531-000 25676-534-000 25676-537-000 25676-539-000 60" LED WATERFALL
25676-630-000 25676-631-000 — 25676-637-000 25676-639-000 72" LED WATERFALL
25676-730-000 25676-731-000 — 25676-737-000 25676-739-000 84" LED WATERFALL
25676-830-000 25676-831-000 25676-834-000 25676-837-000 25676-839-000 96" LED WATERFALL

REPLACEMENT PARTS ON PAGE 2317

800.733.9060 | WWW.C-M-P.COM
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LED WATERFALL INSTALLATION
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) PORT  LENGTH FLOW RATE*

) CMP P/N SIZE

o COUNT (L) (GPM)

o 25677-13X-000 12" 1 16.43" 1215

o 25677-18X-000 18" ! 22.29" 18-22.5

= 25677-23%-000 2" | 28.83" 24-30
25677-33%-000 36" 1 4123" 26-45
25677-43%-000 48" 2 53.63" 48-60
25677-53%-000 60" 2 65.94" 60-75  3-3/16" }
25677-63%-000 72" 2 75.44" 70-85
25677-13X-000 84" 3 87.37" 80-95
25677-83X-000 96" 3 96.50" 90-105

*Recommended flow rate. Actual flow setting should be determined by the visual aesthetic the builder wishes to achieve. It is best to start
with the CMP recommended flow and adjust as needed for each application.

2-WAY VALVE @) ﬁ
{ —

‘ WATERFALL 48" - 72" LONG ‘ ‘ WATERFALL 84" - 96" LONG ‘

FROM
FRoM PUMP/FILTER

PUMP/FILTER

WATERFALL 12" - 36" WATERFALL 12" - 36”

UP TO 36" LONG 48" - 72" LONG OVER 72" LONG
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12" FALLS A = 6-11/32"
18" FALLS A = 9-9/32"

‘ 1 24" FALLS A = 12-3/16"
A~ A B C B 36"FALLS A =18-1/8"
48" FALLS B = 15-1/16", C = 18-7/16"
60" FALLS B = 18-1/4", C = 23-11/32"
72" FALLS B = 19-27/32", C = 31-15/16"

The rock trap is always recommended for installation. Using the rock trap will capture large debris in the pipes. .
Rock Trap P/N 25577-950-000

[ay
: ¢ o0
I 7
BACK OR BOTTOM PORT FILTERED WATER ONLY NOT RADIUS CUT COMPATIBLE

IMPORTANT: Brilliant Wonders waterfalls are to be used only with filtered water. We recommend using a cartridge filter dedicated to the waterfall
feed line. See the CMP water feature filter page 28. The rock trap is always recommended for installation. The rock trap will capture debris in the pipes.
12" and 18" waterfalls should be no more than 12" above the water line. Call customer service for more information. LIP CANNOT BE CUT.

800.733.9060 | WWW.C-M-P.COM




LED WATERFALL SMART SYNC® ADAPTERS LED WATERFALL SMART SYNC® ADAPTER

wn —
— m
) W)
8 ADAPT LED WATERFALLS TO MULTIPLE d ("p » = = o
O LIGHTING STYLES intertek 8
g *  Smart Sync is Installed Between 12VAC == | )
o With one control box, synchronize your Power Source and LED Waterfall E.- %
L waterfall with LED products from CMP® and *  Must be Mounted in a NEMA approved = .
the most popular pool LED lighting and weatherproof enclosure __
automation. +  Select Program Mode to Match CMP or : : : w
OEM Lighting and Controls FROM 10 2
Simple to install, and field-programmable TRANSFORMER WATERFALL =
with a built-in control dial. (12v AQ) (12v DC) )Z>
_|
UNIVERSAL PROGRAMMING WHEN SHOULD | USE THE SMART SYNC® ADAPTER? =
The Smart Sync® adapter acts as the "external brain" for the LED 1. Install the Smart Sync Adapter to use controls or synchronize with lighting from CMP, %
Waterfall. Simply select your desired programming using the built-in dial Zodiac International, Pentair Water Pool & Spa, Inc or Hayward Industries. o
switch. 2. You can also use the Smart Sync Adapter if you will be controlling your lighting with a AL
switch. A
60W MODEL WITH DIMMER SWITCH 3. DO NOT use the Smart Sync Adapter if you are using the LED Waterfall Colorwheel ®
The 60W design can control up to 12 total feet of LED Waterfalls. Plus a Smart Sync 60 W controls. These are not compatible and may cause permanent damage to the controls. (£
new integrated dimmer switch that adjusts to the perfect brightness level. Includes Adjustable >
Dimmer Switch 7_J|
SMART SYNC® ADAPTER INSTALL GUIDE 12VAC v
Transformer <
Smart Sync 2
»  Brilliant Wonders® Smart Sync® Technology One LED Waterfall Adapter 0
+  Compatible with Lighting and Controls from all Major Pool OEMs | B = ) g‘;:t‘;zi ®
»  Compact Size For Easy Installation, No Specialized Tools Required System :‘5
» Program in the Field with a Simple Dial Control >
« LED Color Indicator Light Built In for Easy Reference Junction 12VAC S
+  One Smart Sync 36 Watt Box Controls up to 8ft of LED Waterfalls Multiple LED Waterfalls (With One Smart Sync Adapter) Box Transformer AL
+  One Smart Sync 60 Watt Box Controls up to 12ft of LED Waterfalls Smart Sync
«  Dimmer Switch located on the back of the Smart Sync 60W has 8 brightness settings (0-7) W Adapter To Pool
:=z2::) Control
TECHNICAL GUIDE System
For Brilliant Wonders® LED Waterfall ONLY vAC
gr?]r;ioé;?]grg 6tf\1/\a/:tf) ?E:{:;e;;;a;L 2}(&:'&91?\7 )Lt(l:p|e Smart Sync adapters Multiple %ED Waterfalls (With Multiple Smart Sync fé\dapters) Transformer
Smart Sync 60 Watt - Rated Max 5.0A @ 12VAC N ———— o Pool
5 Watt per Foot SN C%ngg,
Always Use with Class 2 Isolated transformer in between Pool Controls and Smart Sync Box. ) [ || System
Smart Sync LED Waterfall Control is not designed to control other Brilliant Wonders LED products. I
ETL Certified Smart Sync 12VAC
LED Waterfalls & Other Lighting Adapter Transformer
ORDERING GUIDE To Pool
> Control
P/N DESCR'PT'ON 3 : CIZCZCCIIZCIZIZZIZCIZIZIZCIZIZICCIIZIZIZIIZIZIZIZZIZIZIZZZZIZIZZZIZIZzZzZzzZzzzZoff System
25677-900-000 SMART SYNC 36 WATT LED WATERFALL ADAPTER
25677-950-000 SMART SYNC 60 WATT LED WATERFALL ADAPTER

IMPORTANT! The Smart Sync LED Waterfall Adapter should not be used with any other Brilliant Wonders products. Never use
in conjunction with the LED Waterfall Colorwheel Controls. Use of the LED Waterfall Smart Sync Adapter requires connection
to an OEM control system or control switch.

NOT COMPATIBLE

800.733.9060 | WWW.C-M-P.COM




COLORWHEEL LED WATERFALL CONTROL COLORWHEEL LED WATERFALL CONTROL

n —
= m
g W)
S s
= «  Advanced Programmable Lighting Control SPECIFICATIONS KEY DESCRIPTION g
o *  Remote with Touch-sensitive Color Control Wheel ° ) %
L +  Total Control of LED Colors +  For Brilliant Wonders® LED Waterfall ONLY ON/OFF Turn on and Of}thhet)rece‘ver (or LED A
«  Program and Save Settings + 12 Volt DC o ——

* Control Color, Brightness and Cycle Speed +  ETL Certified when installed with LED Waterfall PAUSE Press to stay on current color s

«  Up to 90ft Range Depending on Installation *  Must be Mounted in a NEMA approved weatherproof =

+  Remote Charges via USB enclosure MODE Press to select next or previous E

« UL Recognized DC Power Supply + Do notinstall in pool controls box or any metal box. mode. >

Metal will block the signal from the remote. ' —

FULLY PROGRAMMABLE «  Control must be within 90ft for remote to operate. SPEED Press to adjust program speed =

Saye and recall your favorite colors and shows at any time «  Controller and power supply is not compatible with Press to increase or decrease g

using the remote control other CMP controls or LED lighting products. To BRIGHTNESS brightness. o
synchronize with other products use the Smart Sync AL

TOTAL COLOR & DIMMING CONTROL LED Waterfall Control. TOUCH CIRCLE Touch to select a color n

With the touch sensitive Colorwheel Remote, select any ®

custom color in the rainbow, set custom brightness with Perls(j;@ tﬁ load Storg‘d modes. 8

the dimming controls and control color changing speed. SCENE MODE © Orctuf:niefn%g; o store =

Press Play to cycle modes. X

=

o

COLORWHEEL CONTROL INSTALL GUIDE m

o INPUT FROM )

12V OUTPUT 100-240VAC INPUT = POWER SUPPLY %

(5 © =

x

CLASS 2 POWER SUPPLY o

=

ouTPUT To o

LED CONTROLLER | D/C OUTPUT A/CINPUT = GROUND

AL

- —
- B0 CONTADUEN —
H -eessee

ONJ/OFF MODE CONTROLS BRIGHTNESS CONTROLS
[ | [ | [ |
/ S s
ORDERING GUIDE A v Y v YT Y ¥ e
feeeeeees: =
REF P/N DESCRIPTION — t t f e | KB —
AD | 25650-130-300 100W 12V DC POWER SUPPLY, REMOTE, CONTROLLER, CONTROL BOX KIT DAUSE SPEED CONTROLS 70 LED STRIP
A-C 25650-110-300 100W 12V DC POWER SUPPLY, REMOTE, CONTROLLER KIT
AC 25650-100-300 REMOTE & CONTROLLER ONLY
A 25650-100-000 COLORWHEEL REMOTE ONLY
B 25650-110-200 100W 12V DC POWER SUPPLY ONLY COLORWHEEL REMOTE SETUP
C 25650-100-L00 CONTROLLER ONLY 1. Power off the controller and remote
D | 25650-100-210 PLASTIC POWER SUPPLY BOX (NEVER USE A METAL BOX OR INSTALL IN CONTROLS BOX) 2. Turn on controller .
3. Press and hold the On/Off button on controller until you hear a tone (keep
holding)
4. Within 5 seconds turn on the remote. Press and hold #1 Key until remote NOT COMPATIBLE
IMPORTANT! The Colorwheel LED Waterfall Control should not be used with any other Brilliant Wonders products. Never use flashes green
in conjunction with the Smart Sync LED Waterfall Adapter. Always use 12V DC power. 5. You should now be back in sync.

800.733.9060 | WWW.C-M-P.COM




B'r]_u]_ant BRILLIANT WONDERS® 4" LED BUBBLER

wn —
b ) ELECTRICAL INSTALLATION 8
INSTALL DEPTH 4" Minimum, up to 12" deep, o
8 )WO d e TS@ VW(I)AITTT:(SEE B TZV://ZT[ AC (trransforrmer 7 h‘Eing'?et adjustable body for 8
uni
o required not included Lt : : : O
o ) \) Q 4" LED BUBBLER R , PLUMBING SIZE 1-1/2" Socket c
o) COLOR RG - ' ' 0O
. i i i - : : : CONDUIT 1 Inch —
ﬂ Brlght a_nd Efﬁqent. Cree® RGBW LED nght GROUNDING Non-metallic design; no - : : - : wn
» Installs in Gunite, Fiberglass & Vinyl Pools bonding; no grounding’ FLOW RATE ~ 10-40 Gallons Per Minute _
+  Compact Size is Versatile and Economical CERTIFICATION  ETL ' ' ' OVERALL SIZE 5-1/4" W x 8-1/2" H gg
« Light-focusing for Bright Lighting Using Only 8 Watts COOLING " Water cooled ' ' CORD 25, 50, 100 or 150ft cord E
e Built in Smart Sync® Technolo - — : : : —
y ; & SMART SYNC J-STYLE: 5 Shows, 9 Colors «  Durable "bayonet" LED module install >
«  Stream Shoots over 30 inches High H-STYLE: 7 Shows, 10 Colors - . >
. ) . N . . P-STYLE- 7 Shows. 5 Colors Nozzle orifice reducers included 5
Non M_et.alllc DeSIQr?' No Bonding, No Grounding e : } LT - . Body includes housing, directional eyeball & install
*  Flush Finish Installation o CORD 6" waterproof quick discon- tool. Light sold separately. =
«  Completely Serviceable from the Top nect 1P68 cord, 50,100 or Winterizable design %
» ETL Listed o
— m
ngEPRGYJ %
1. BEAM-FOCUSING LENS CERTIFIED _(2
Our unique beam-focusing lens design focuses the :
light directly on the bubbler “flume,” concentrating e COVERED BY ONE OR MORE U.S. PATENTS OR PENDING PATENT APPLICATIONS. SEE WWW.C-M-P.COM/PATENTS FOR DETAILS. ;
every photon for maximum LED light transfer and )
. . s
eye popping brightness. ORDERING GUIDE g
2. SMART SYNC® TECHNOLOGY ° BRILLIANT WONDERS® 4" LED BUBBLER BODY KITS ©
Available with Brilliant Wonders® Smart Sync WHITE GRAY BLACK TAN DARK BLUE DESCRIPTION o
programming to synchronize with lighting and 3 3 3 B )
controls from major pool OEMs. 25503-460-000 4" LED BUBBLER GUNITE BODY KIT
25503-470-000 25503-471-000 25503-474-000 | 25503-479-000 | 25503-479-690 4" LED BUBBLER VINYL/ FIBERGLASS BODY KIT
3. IP68 WATERPROOF QUICK DISCONNECT BRILLIANT WONDERS® 4" LED BUBBLER LED MODULE
Use the waterproof quick-disconnect cord to remove 25 FT CORD 50 FT CORD 100 FT CORD 150 FT CORD DESCRIPTION
the light module for service or winterization without 255034650251 | 25503-465-050] | 255034651000 |  25503-465-1501 4" LED BUBBLER LED MODULE (ISTYLE)
pulling up to 150 feet of cord. 25503-465-025P | 25503-465-050P | 25503-465-00P |  25503-465-150P 4 LED BUBBLER LED MODULE (P-STYLE)
6"’ 25503-465-025H 25503-465-050H 25503-465-100H 25503-465-150H 4" LED BUBBLER LED MODULE (H-STYLE)
N S REPLACEMENT PARTS PAGE 232

4. MINIMALIST, FLUSH INSTALLATION
The 4" LED Bubbler installs flush with the pool floor in a gunite pool
with the housing completely hidden from view for a clean installed
e appearance.

5. DIRECTIONAL NOZZLE
Take control over flume direction, even on inclined beach entries.
Every kit also includes nozzle reducers for perfect flow adjustment.

6. GUNITE, FIBERGLASS & VINYL INSTALLATION
Vinyl/Fiberglass kits are available in five different colors to match
and complement any pool finish. Attaches using heavy duty brass
inserts in the Bubbler body for a secure and durable installation.

4" LED Bubbler Light Module

SMART SYNC®: For more information on H, P and J style see page 54

800.733.9060 | WWW.C-M-P.COM




The original LED Bubbler for Gunite pools. This s the BTIHI ant BRILLIANT WONDERS® 8" LED BUBBLER

2 perfect feature for sun shelves, tanning ledges, beach
U entries, ponds, fountains and more. )
8 WOnde'r'S ELECTRICAL INSTALLATION
8 " o ) ® WATTAGE 20 Watt INSTALL DEPTH 4" Minimum, up to 12" deep
*  Bright & Efficient Cree® LEDs h ' ' ' ' e e T
N . VOLTAGE 12 Volt AC, 1.6 AMP PLUMBING SIZE 1.5" or 2" PVC pipe (1.5" S x
o +  Uses Only 20 Watts for High Output LED Performance ) \) \) LED BUBBLERS COLOR TREBW ' ' ' 2" SP) PP
L «  Built in Smart Sync® Technology: Synchronize with - ' e ' CONDUIT 1inch '
= lighti d trols f . | OEM GROUNDING Non-metallic design; no - . . . .
SI? IngSahn Ction ro SgorthmaJaf F;]OO S. bonding; no grounding’ FLOW RATE 10-40 Gallons Per Minute
. ream Shoots over 30 inches Hig - : : : : . : , , ,
, . , ) CERTIFICATION ETL DEPTH 45"
+  Non-Metallic Design: No Bonding, No Grounding Coolme VT od : : L ieep body o
+  Flush Finish Installation L E00E , , OVERALLSIZE  ..BV/5 Wx6-4/5"H
. . SMART SYNC J-STYLE: 5 Shows, 9 Colors CORD 50, 100 or 150ft d
Completely Serviceable from the Top . H-STYLE: 7 Shows, 10 Colors - . o B '
+ LED Light is Below the Water Surface 4-12 inches P-STYLE: 7 Shows, 5 Colors HOW TO REMOVE  Take out retaining screw and
R ETL Listed - turn clockwise.

HOW TO REPLACE  Turn counter-clockwise and
use retaining screw to lock
into place.

Plume Height At Given Water Depths
Flow Rate vs Water Height

ﬁ 1/2" REDUCER ﬁ ﬁ 3/4" REDUCER ﬁ o — for 1.5" Plumbing
4 6" 8 100 127 4 6" & 10 127 L
13 7 oL

30 2013 10 8 9 6 4535 2 |
55 34 24 18 13135 10 8 65 45 .|
- - 38 28 20 20 15 12 95 7 |
- - - - - 28 21 1612510 |
| 67" | - - - - - 38 2920516 13 .|
| 3 | - - - - - - 37 26 20 16

8.2 10 15 20 25 30 35 0 5
I | 211mm Nozzle with 2" iping | Water height may vary

o T 63"
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—
-
W)
o
P,
©)
)
C
(@
_|
n

w
s
—
=
>
Z
_|
=2
o
Z
O
m
pe,
n

@
*®
—
m
O
w
C
W
W
—
m
P,

@. O o | ° e o

Ak 6.42"
Intertek -
24"
8" LED Bubbler Dimensions
ORDERING GUIDE
REF 50 FT CORD KIT 100 FT CORD KIT 150 FT CORD KIT DESCRIPTION
A 25503-050-000) 25503-100-000J 25503-150-0001 GUNITE BUBBLER UNIT ()-STYLE)
~ 25503-050-2001 25503-100-200) 25503-150-010) LED MODULE ONLY ()-STYLE) ORDERING GUIDE
A 25503-050-000P 25503-100-000P 25503-150-000P GUNITE BUBBLER UNIT (P-STYLE) REF CMP PN DESCRIPTION
— 25503-050-200P 25503-100-200P 25503-150-010P LED MODULE ONLY (P-STYLE) _ 25503-100-040 LED BUBBLER BODY ONLY (WITHOUT LED MODULE)
— 25503-050-200H 25503-100-200H 25503-150-010H LED MODULE ONLY (H-STYLE) c 25503-999-998 BUBBLER ATTACHMENT & EYEBALL WRENCH

D 25503-110-999 BUBBLER LIGHT UNIT REMOVAL SERVICE TOOL
REPLACEMENT PARTS PAGE 233

SMART SYNC®: For more information on H, P and J style see page 54
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Brilhant

premier choice for quality and durability.

BRILLIANT WONDERS® [ED LAMINAR

bonding; no grounding'

CETL

LOCATION

2
O
N 2\Wonders
8 ‘ ? ELECTRICAL INSTALLATION
g . . . LED LAMINARS WATTAGE 8 Watt MAX WATER HEIGHT 7 6 ft
) VOLTAGE 12VAC; 12VAC Transformer MAX WATER THROW DISTANCE 7 ft
Ll Required : ) ' PP
O , . , DECK COVER SIZE 12" Diamet
1. STAINLESS STEEL PRECISION NOZZLE COLOR RGBW BTy . ,t_'almed_ert,bl :
. . . . - . . . ertical agjustable u (0]
A high performance stainless steel nozzle is the GROUNDING Non-metallic design; no 30 degreeg in5 degr%e

increments

. Pool-side, deck or land-

CERTIFICATION
2. SMART SCREENS a COOLING * Water cooled : : _seaping installation
Fine mesh screens calm the water like never SVART SYNC i Shows, 9 Colore OVERALL COVER WIDTH 12,56 in
before for a smooth water stream. Unlike H-STYLE: 7 Shows, 10 Colors OVERALL LAMINAR HEIGHT 20.72 in
other laminar screens, Brilliant Wonders Smart P-STYLE: 7 Shows, 5 Colors CORD ' ' o 'Waterproof P68 quick

disconnect; 100ft cord

Screens are simple to install with soft molded e
edges for easy handling.

3. PREMIER FILTER MEDIA
Soft and safe layers of built-in filtration media that are
easy to clean and inexpensive to replace.

4. TANGENTIAL FLOW ENGINEERING
Precisely engineered flow minimizes turbulence for
a glass-like laminar flow, increasing light transfer and
minimizing water entry splash. °
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ORDERING GUIDE
5. BEAM-FOCUSING LENS WHITE GRAY TAN DESCRIPTION

Our unique beam-focusing
lens design places the light
o source closer to the nozzle

6. SMART SYNC®
Available with Brilliant Wonders®
Smart Sync programming to
synchronize with lighting and controls from major pool OEMs.

25597-620-100) 25597-621-100] 25597-629-100]
LED Laminar Cross Section View 25597-620-100P 25597-621-100P 25597-629-100P

25597-620-100H 25597-621-100H 25597-629-100H
REPLACEMENT PARTS PAGE 234

LED LAMINAR J-STYLE
LED LAMINAR P-STYLE
LED LAMINAR H-STYLE

7. 1IP68 WATERPROOF QUICK DISCONNECT
Absolutely the easiest LED laminar light to install and service. For the first time
ever, you can use the quick-disconnect cord to remove the laminar cannon for
e service or winterization without pulling 100 feet of cord.

EIb.

LisTED

Bright and Efficient Cree® RGBW LED Light

+ High End Stainless Steel Nozzle

+ Easy to Install, Clean and Service

*  Flush Install Deck Cover in Three Color Options
+ Install in Pool Deck or Landscaping Areas

ETL Listed

Intertek

£ cmp J
L )| ENERGY
CERTIFIED

COVERED BY ONE OR MORE U.S. PATENTS OR PENDING PATENT APPLICATIONS. SEE WWW.C-M-P.COM/PATENTS FOR DETAILS.

LED Light Assembly

800.733.9060 | WWW.C-M-P.COM
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The Brilliant Wonders® 1.5" nicheless LED pool and
spa light is versatile, easy to install and designed to sell.
llluminate a pool, accent a spa or showcase steps,
swim-outs and spill overs.

Brilliant

1. HIGH PERFORMANCE. WATER COOLED.

Precise engineering delivers a perfect balance of

® @ ® LEDLGHTING
brightness, energy savings and longevity. Over 50,000

hours of low voltage LED life saves customers’ money and reduces service calls.

2. BUILT-IN CMP SMART SYNC® TECHNOLOGY

Automatically synchronize with lighting and controls from most pool OEMs.

3. QUICK DISCONNECT INSTALLATION & SERVICE
Installs in any 1.5" pool wall fitting and locks in place with a quarter-turn. Industry-first waterproof quick
disconnect IP68 connection for rapid service, winterizing or replacement.

4. THE BEST DESIGN FOR ANY POOL TYPE
Choose the right fitting for the perfect look in any pool. For gunite pools, the flush fitting creates the
most seamless 1.5” LED light install on the market. For vinyl and fiberglass, faceplates in fifteen different
styles completely disguise the wall fitting.

« Installs in Gunite, Fiberglass & Vinyl Pools

»  Flush wall fitting option for dry conduit installations

«  Bright & Efficient Cree® LEDs Outlast and Outperform Other Lights \ v
«  Maximized LED Projection & Precise Beam Angle Minimizes Shadows €'|'l’ s Gy

«  Full Color, Full Stainless and Color Accent Stainless Faceplate Options s QPP CERTIFIED

. . . . | k
«  Small Size can Retrofit and Replace Almost Any Nicheless Light nterte
ELECTRICAL INSTALLATION
WATTAGE 1T Watt DEPTH 4" Minimum
— . (White nght{ng Only: 5 Watt) LOCATION Floor or wall installation
VOLTAGE 12VAC; 12VAC Ti f - o ) P
Required ranstormer FITTING Install in any 1.5" wall fitting
- - or CMP dry niche fitting
COOR _RGBW or White DEPTH 4.5" deep body
GROUNDING Non-metallic design; - ) ) e '
na: i CORD 6" waterproof IP68 quick
R o bondmrgr,rno grounding disconnect; 25, 50, 100 or
CERTIFICATION  ETL 150ft cord
COOLING Water cooled
SMART SYNC ' J-STYLE: § éhows, 9 Colors COVERED BY ONE OR MORE U.S. PATENTS OR PENDING PATENT APPLICATIONS.
H-STYLE: 7 Shows, 10 Colors SEE WWW.C-M-P.COM/PATENTS FOR DETAILS.

P-STYLE: 7 Shows, 5 Colors

BRILLIANT WONDERS® 1.5" NICHELESS LED LIGHT

Best for Fiberglass & Vinyl Pools

Designer faceplate completely covers the wall fitting
for an attractive seamless installation

Complete kit includes light, cord, install tool & plastic
faceplate. Color faceplate kits all have 100ft cord.
*For Accent or Stainless Steel faceplate style, order kit
with no faceplate and select faceplate on page 52

ORDERING GUIDE

TW RGBW KIT WITH COLOR FACEPLATE, 100FT CORD

GRAY BLACK DARK GRAY LIGHT BLUE DARK BLUE TAN NO FACEPLATE* STYLE

25503-561-100] | 25503-564-100J | 25503-567-100) | 25503-569-159) | 25503-569-169] | 25503-569-100) | 25503-565-100 J-STYLE
25503-561-100P | 25503-564-100P | 25503-567-100P | 25503-569-159P | 25503-569-169P | 25503-569-100P | 25503-565-100P | P-STYLE
25503-561-100H | 25503-564-100H | 25503-567-100H | 25503-569-159H | 25503-569-169H | 25503-569-100H | 25503-565-100H | H-STYLE

COMPLETE KITS WITH WHITE FACEPLATE

25 FT KIT 50 FT KIT 100 FT KIT 150 FT KIT DESCRIPTION WATTS

25503-560-025) | 25503-560-050) | 25503-560-100] | 25503-560-1501 RGBW COLOR LIGHT KIT, J-STYLE 11 WATTS
25503-560-025P | 25503-560-050P | 25503-560-100P | 25503-560-150P RGBW COLOR LIGHT KIT, P-STYLE 11 WATTS
25503-560-025H | 25503-560-050H | 25503-560-100H | 25503-560-150H RGBW COLOR LIGHT KIT, H-STYLE 11 WATTS
25503-500-025 25503-500-050 25503-500-100 25503-500-150 BRILLIANT WHITE LIGHT KIT 5 WATTS

REPLACEMENT PARTS PAGE 235

Best installation for Gunite Pools

Wall fitting is hidden by the lens for a seamless install
Includes LED light, fitting, clear water stop and cord.
Available in kits with 50, 100 & 150ft cord

ORDERING GUIDE

COMPLETE KITS WITH FLUSH GUNITE FITTING

50 FT KIT 100 FT KIT 150 FT KIT DESCRIPTION ENERGY
25503-568-059] | 25503-568-109) | 25503-568-159] 11C RGBW COLOR LIGHT FLUSH KIT, J-STYLE 11 WATTS
25503-568-059P | 25503-568-109P | 25503-568-159P 11C RGBW COLOR FLUSH LIGHT KIT, P-STYLE 11 WATTS
25503-568-059H | 25503-568-109H | 25503-568-159H 11C RGBW COLOR FLUSH LIGHT KIT, H-STYLE 11 WATTS

800.733.9060 | WWW.C-M-P.COM
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LED PRODUCTS

52

1.5" NICHELESS LED LIGHT ACCESSORIES

Keeps conduit behind light completely dry

Trap water around the light and prevent water flowing into the conduit line.

Use in place of a regular 1.5" wall fitting

LED Light must be installed at least 4" below the water line

As with standard wall fittings, use LED Light faceplates when needed to cover the white wall fitting.

CMP P/N

25503-509-400
25503-510-100
25503-510-500
26102-029-017

1.5" LED LIGHT DRY CONDUIT WALL FITTING
DESCRIPTION
GUNITE POOL DRY CONDUIT WALL FITTING
VINYL POOL DRY CONDUIT WALL FITTING

FIBERGLASS POOL DRY CONDUIT WALL FITTING
0-RING (2-PACK)

More color and style options for the 1.5" LED Light
Order LED Light without fitting included to use Stainless Steel or Accent styles
Use Power Supply Cable Cap for winterization

REF WHITE/OTHER

1.5" LED LIGHT ACCENT FACEPLATES & FITTINGS

GRAY BLACK DARK GRAY  LIGHT BLUE DARK BLUE TAN DESCRIPTION

25503-510-000 | 25503-511-000 | 25503-514-000 | 25503-517-000 | 25503-559-000|25503-569-000 | 25503-519-000 PLASTIC FACEPLATE

25503-510-200

— — — - - - STAINLESS STEEL FACEPLATE

25503-510-220 | 25503-511-220 | 25503-514-220 | 25503-517-220 | 25503-559-220 | 25503-569-220 | 25503-519-220 | SS ACCENT COLOR FACEPLATE

25503-519-300
25503-510-300
25575-509-000
25500-100-015

- CLEAR FLUSH FITTING

- WHITE FLUSH FITTING

- CLEAR WATER STOP ADAPTER
- POWER SUPPLY CABLE CAP

Photo Courtesy Piereth Sales Associates

ONILHDIT dIT ® SYIANOM LNVITIEE | S1ONAOYd AT

53



(Y2}
—
O
2
(@)
©)
o
(a
@)
Ll
—

SMART SYNC® GUIDE

J-STYLE

J-Style is designed to

match systems from Zodiac

International.

« 9 Colors & 5 Shows

*  P/Nsequenceis
XXXXX-XXX-XXXJI

«  Manual Re-sync: Turn off
4 to 6 seconds, then turn
back on.

H-STYLE

H-Style Lighting is designed

to match systems from

Hayward Industries.

« 10 Colors & 7 Shows

«  After 60+ seconds power
off, light remains white
for 10 seconds before
resuming.

* P/Nsequenceis
XXXXX-XXX-XXXH

*  Manual Re-sync: Turn off
11to 14 seconds , then

turn back on.

P-STYLE

P-Style Lighting is designed to

match systems from Pentair

Water Pool and Spa, Inc.

+ 5 Colors & 7 Shows

«  Hold & Recall available
with automation

*  P/Nsequenceis
XXXXX-XXX-XXXP
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Alpine White

Sky Blue (primary blue)

Cobalt Blue (dark blue)

Caribbean Blue (light blue)

Spring Green (light green)

Emerald Green (primary green)

Emerald Rose (warm yellow)

Magenta

Violet

Slow Color Splash (slow fading color show)
Fast Color Splash (fast fading color show)
America the Beautiful (red/white/blue show)
Fat Tuesday (blue/pink/light green show)
Disco Tech (rapid exciting color show)

Voodoo Lounge (fast fading color show)
Deep Blue Sea (dark purple/blue)

Royal Blue

Afternoon Skies (light blue)

Aqua Green

Emerald (green)

Cloud White

Warm Red

Flamingo (pink)

Vivid Violet

Sangria (purple)

Twilight (slow fading color show)
Tranquility (blue tones show)

Gemstone (green/blue/red show)

USA (red/white/blue show)

Mardi Gras (purple/orange/green show)
Cool Cabaret (medium fading color show)

SAmM® Mode (blue/magenta/white/green show)
Party Mode (fast fading color show)

Romance Mode (medium fading color show)
Caribbean Mode (green/white/blue show)
American Mode (red/white/blue show)
California Sunset Mode (warm tone color show)
Royal Mode (purple/orange/green show)

Blue

Green

Red

White

Magenta












































































































































































































































































































































































































