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TYPICAL INSTALLATION DETAILS

CB-100  
TYPE	100 
CYLINDER	
BODY

LC-100 
TYPE	100  
LOCKBAR	CLIP

5⁄ 32" 
MIN

1 1 ⁄4"

1" 
MIN

1 5⁄8"

16.5 MM DIA HOLE

1 ⁄2" 

11 ⁄ 16" MIN

TYPICAL INSTALLATION DETAILS

CB-101  
TYPE	101 
CYLINDER	
BODY

EXTENDED 
LOCKBAR	CLIP 
LC-104	(RIGHT	HAND)
LC-114	(LEFT	HAND)	

5⁄32" 
MIN

2 1 ⁄2"

 1" 
MIN

1 1⁄8"

16.5 MM DIA HOLE

11 ⁄ 16" MIN

1 ⁄2" 

SYSTEM 
100

SYSTEM 
104

-	LOCK	MOUNTED	 
	 IN	FIXED	RAIL

-	LOCKBAR	LOCATED		
	 FURTHER	BACK	IN	CASE

-		FOR	USE	WITH	32MM 
CABINET	CONSTRUCTION

LOCK	BAR	MUST	
BE	RESTRAINED	
FROM	DROPPING	
WHEN	IN	OPEN	
POSITION


