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10-350
Thickness: 1/8" thick shim for flush mounting face of lock with 
face of cabinet. use with: 700, 721, 725, 754, 777, 800, 850, 854, 
888, 931, 950, CR1125

wP21 
Thickness: 3/32" thick shim for flush mounting face of lock with face of 
cabinet. use with: 100, 200, 500, 600, N078, R078

wP24
Thickness: 1/8" thick shim for flush mounting face of lock with face 
of cabinet. use with: 996, 997, 998, 999 latch locks

10-351
Thickness: 1/8" thick shim for flush mounting face of lock with face of 
cabinet. use with: L78 Series

wP22
Thickness: 1/4" thick shim for flush mounting face of lock with face of 
cabinet. use with: 100, 200, 500, 600, N078, R078

wP23
Thickness: 1/2" thick shim for flush mounting face of lock with face of 
cabinet. use with: 100, 200, 500, 600, N078, R078

spacers :: Internal for 7/8" diameter locks

10-348
Thickness: 1/4" thick shim for flush mounting face of lock with face of 
cabinet. use with: 700, 721, 754, 777, 800, 850, 854, 888, 931, 950 

10-349
Thickness: 1/2" thick shim for flush mounting face of lock with face of 
cabinet. use with: 700, 721, 754, 777, 800, 850, 854, 888, 931, 950

spacers :: Internal for 1-1/8" diameter locks

ACCEssorIEs :: Internal Spacers


