DUE TO THE MANY VARIATIONS
IN BUILDING CONSTRUCTION,
NO WALL FASTENERS ARE

SUPPLIED. SUITABLE FAST- 0
ENERS WITH A MINIMUM 1/2"
DIAMETER MUST BE SUPPLIED A

BY THE INSTALLER.
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AS A SAFETY CONSIDERATION, MATS
SHOULD BE PLACED UNDER THIS
APPARATUS.

BOLTS IN CHINNING BAR MUST FULLY
ENGAGE WITH KEY HOLE SLOTS IN
MOUNTING BRACKETS
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PLEASE NOTE:

1) FOR SAFE OPERATION AND CONTINUED
HIGH PERFORMANCE FROM THIS EQUIPMENT,
INSPECTION AND MAINTENANCE MUST BE
PERFORMED BEFORE EACH USE

2) USE OF THIS EQUIPMENT OTHER THAN
INTENDED, MAY BE HAZARDOUS.

3) ALTERATION OR MODIFICATION OF EQUIP-
MENT MAY BE HAZARDOUS. FOR REPAIR OR
REPLACEMENT, PLEASE CALL YOUR DEALER

MODEL NO.:

Jaypro Sports EWM-30

976 Hartford Turnpike
Waterford, CT 06385 USA PRODUCT NAME:
(800)243-0533 WALL MOUNT CHINNING BAR
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