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Chisel Bars

Extra long heavy duty chisels.  One end
forged to chisel point — other end with
chisel head for striking.

Cat. No. Stock Size Length Weight

695 5⁄8" (16mm) Hex 18" OAL (457mm) 1.5 lb.
696 3⁄4" (19mm) Hex 24" OAL (610mm) 3 lb.
697 7⁄8" (22mm) Hex 30" OAL (762mm) 5.25 lb.
698 1" (25mm) Hex 36" OAL (914mm) 8.5 lb.

Fit Up Bar – Goose Neck

One end tapered — other end with
chisel point and goose neck offset.

Cat. No. Stock Size Length Weight

660 7⁄8" (22mm) Hex 30" OAL (762mm) 5 lb.
686 7⁄8" (22mm) Hex 48" OAL (1219mm) 8.5 lb.
687 1" (25mm) Hex 48" OAL (1219mm) 10.75 lb.

Pinch Bars

Cat. No. Stock Size Length Weight

680 3⁄4" (19mm) Hex 24" OAL (610mm) 3 lb.
681 3⁄4" (19mm) Hex 30" OAL (762mm) 3.75 lb.
682 7⁄8" (22mm) Hex 36" OAL (914mm) 6 lb.

Pry Bars with Handles

Cat. No. Stock Size Overall Length Blade Width

675-7 3⁄8" (10mm) 12" (305mm) 5⁄8" (16mm)

675-12 3⁄8" (10mm) 17" (432mm) 5⁄8" (16mm)

675-18 1⁄2" (13mm) 25" (635mm) 11⁄16" (17mm)
675-24 1⁄2" (13mm) 31" (787mm) 11⁄16" (17mm)
675-28 5⁄8" (16mm) 36" (914mm) 7⁄8" (22mm)

675-SP    3 pc. Set, includes 675-7, 675-12, 675-18

Warehouse Bar

Cat. No. Stock Size Length Weight

678 1" (25mm) Hex 48" OAL (1219mm) 12 lb.

Lining Bars – Offset Pinch or Jimmy Bar

One end tapered for lining holes, etc. —
other end with chisel end and slight
offset.  For extra leverage in positioning
steel members.

Cat. No. Stock Size Length Weight

666 5⁄8" (16mm) Hex 15" OAL (381mm) 1.25 lb.
667 3⁄4" (19mm) Hex 20" OAL (508mm) 2.5 lb.
683 7⁄8" (22mm) Hex 30" OAL (762mm) 4.75 lb.
684 1" (25mm) Hex 36" OAL (914mm) 8 lb.

Pry Bars

New dimensions in pry bars forged
from the finest alloy steel and
tempered to give added muscle to that
tough application.

Cat. No. Stock Size Length Weight

9118 21⁄32" (17mm) RD 18" OAL (457mm) 1.5 lb.
9124 3⁄4" (19mm) RD 24" OAL (610mm) 2.5 lb.
9130 7⁄8" (22mm) RD 30" OAL (762mm) 4.5 lb.
9146 7⁄8" (22mm) RD 46" OAL (1168mm) 7.25 lb.
9154 1 1⁄16" (27mm) RD 54" OAL (1372mm)12.75 lb.

Digging Bars

Cat. No. Stock Size Length Weight

676 1" (25mm) Hex 60" OAL (1524mm) 14.5 lb.
677 1" (25mm) Hex 72" OAL (1829mm) 17.5 lb.

Crowbar Pinch Point

Cat. No. Point Size & Length Weight
9160P 1 1⁄4" sq. X 60" 18 lb.

Pinch Point/Lining Bar

Crowbar Wedge Point

Cat. No. Point Size & Length Weight
9160W 1 1⁄4" sq. X 60" 18 lb.

Wedge Point/Lining Bar

Connecting – Straight Fit Up Bar

Same as lining bar: one end tapered,
chisel point on other end.  No offset.

Cat. No.Stock Size Length Weight

685 3⁄4" (19mm) Hex 24" OAL (610mm) 2.75 lb.
693 3⁄4" (19mm) Hex 30 1⁄2" OAL (775mm) 4 lb.
668 7⁄8" (22mm) Hex 30" OAL (762mm) 4.75 lb.
669 7⁄8" (22mm) Hex 36" OAL (914mm) 5.75 lb.
670 1" (25mm) Hex 36" OAL (914mm) 8 lb.

Pry Bars (Nickel Chrome Plated)

Forged from the finest alloy steel and
tempered for added strength.

Cat. No. Stock Size Length Weight

9118-PL 5/8" (17mm) RD 18" OAL (457mm) 1.5 lb.
9124-PL 3⁄4" (19mm) RD 24" OAL (610mm) 2.5 lb.
9130-PL 7⁄8" (22mm) RD 30" OAL (762mm) 4.5 lb.

Pry Bars Scraper

Excellent leverage from offset blade.
Ideal for lifting old tile, removing
moldings, scraping paint and hardened
adhesives. Comes with plastic grip.

Cat. No. Stock Size Length Weight

692 2 3⁄16" (56mm) 16 3⁄4" OAL (425mm) 1.5 lb.

Utility Bar-Goose Neck/Pinch Point
(Nickel Chrome Plated)

Two different chisel points for dual
leverage.

Cat. No. Stock Size Length Weight

678-PL 7⁄8" 36" OAL 9 lb.
679-PL 1" 48" OAL 12 lb.

COTTER PIN 
PULLER & SPREADER
Cat. No. Size Stock Length Weight
690 3⁄4" 12" 1.25 lb.

COTTER PIN 
PULLER
Cat. No. Size Stock Length Weight
691 3⁄4" 11" 1.25 lb.

Riggers Tools      Pry Bars
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