
32

WARNING:
Wear Safety

Goggles

Solid Punch

Cat. No.Stock Size Overall Length Point Diameter
570 5⁄16" (8mm) 6" (152mm) 3⁄32" (2mm)

571 3⁄8" (10mm) 6" (152mm) 1⁄8" (3mm)

572 1⁄2" (13mm) 6" (152mm) 3⁄16" (5mm)

573 5⁄8" (16mm) 7" (178mm) 1⁄4" (6mm)

Center Punch

Cat. No. Stock Size Overall Length
561 3⁄8" (10mm) 6" (152mm)

562 1⁄2" (13mm) 6" (152mm)

563 5⁄8" (16mm) 6" (152mm)

564 3⁄4" (19mm) 6" (152mm)

565 7⁄8" (22mm) 6" (152mm)

Long Taper Punch

Cat. No. Stock Size Overall Length Point Diameter
586 3⁄8" (10mm) 7 1⁄2" (190mm) 3⁄32" (2mm)

587 3⁄8" (10mm) 8" (203mm) 1⁄8" (3mm)

588 1⁄2" (13mm) 8 1⁄2" (216mm) 5⁄32" (4mm)

589 1⁄2" (13mm) 9" (229mm) 3⁄16" (5mm)

590 5⁄8" (16mm) 11" (280mm) 1⁄4" (6mm)

591 5⁄8" (16mm) 11" (280mm) 5⁄16" (8mm)

Hand Pin Punch

Cat. No. Stock Size Overall Length Point Diameter
580 5⁄16" (8mm) 4 3⁄4" (121mm) 3⁄32" (2mm)

581 5⁄16" (8mm) 5" (127mm) 1⁄8" (3mm)

582 5⁄16" (8mm) 5 1⁄4" (133mm) 5⁄32" (4mm)

583 5⁄16" (8mm) 5 1⁄2" (140mm) 3⁄16" (5mm)

584 3⁄8" (10mm) 7" (178mm) 1⁄4" (6mm)

585 1⁄2" (13mm) 7" (178mm) 5⁄16" (8mm)

Prick Punch

Cat. No. Stock Size Overall Length
592 3⁄8" (10mm) 5" (127mm)

Wood Chisel

Cat. No. Stock Size Overall Length
515 7⁄8" (22mm) 12" (305mm)

Hand Flat Chisel

Cat. No. Stock Size Overall Length Cutting Edge Width
501 5⁄16" (8mm) 5" (127mm) 3⁄8" (10mm)

502 3⁄8" (10mm) 6" (152mm) 1⁄2" (13mm)

503 1⁄2" (13mm) 6" (152mm) 5⁄8" (16mm)

504 5⁄8" (16mm) 7" (178mm) 3⁄4" (19mm)

505 3⁄4" (19mm) 6" (152mm) 7⁄8" (22mm)

506 3⁄4" (19mm) 8" (203mm) 7⁄8" (22mm)

507 3⁄4" (19mm) 10" (254mm) 7⁄8" (22mm)

508 3⁄4" (19mm) 12" (305mm) 7⁄8" (22mm)

509 7⁄8" (22mm) 6" (152mm) 1" (25mm)

510 7⁄8" (22mm) 9" (229mm) 1" (25mm)

511 7⁄8" (22mm) 12" (305mm) 1" (25mm)

512 1" (25mm) 9" (229mm) 1 1⁄8" (29mm)

513 1" (25mm) 12" (305mm) 1 1⁄8" (29mm)

516 3⁄4" (19mm) 8" (203mm) 1 1⁄2" (38mm)

517 3⁄4" (19mm) 10" (254mm) 1 1⁄2" (38mm)

518 7⁄8" (22mm) 9" (229mm) 2" (51mm)

519 1" (25mm) 12" (305mm) 2" (51mm)

Hand Round Nose Chisel

Cat. No. Stock Size Overall LengthCutting Edge Width
531 5⁄16" (8mm) 5" (127mm) 1⁄8" (3mm)

532 3⁄8" (10mm) 6" (152mm) 5⁄32" (4mm)

533 1⁄2" (13mm) 6" (152mm) 3⁄16" (5mm)

534 5⁄8" (16mm) 7" (178mm) 1⁄4" (6mm)

535 3⁄4" (19mm) 8" (203mm) 3⁄8" (10mm)

536 7⁄8" (22mm) 9" (229mm) 1⁄2" (13mm)

Hand Cape Chisel

Cat. No. Stock Size Overall LengthCutting Edge Width
521 5⁄16" (8mm) 5" (127mm) 1⁄8" (3mm)

522 3⁄8" (10mm) 6" (152mm) 5⁄32" (4mm)

523 1⁄2" (13mm) 6" (152mm) 3⁄16" (5mm)

524 5⁄8" (16mm) 7" (178mm) 1⁄4" (6mm)

525 3⁄4" (19mm) 8" (203mm) 3⁄8" (10mm)

526 7⁄8" (22mm) 9" (229mm) 1⁄2" (13mm)

Hand Diamond Point Chisel

Cat. No. Stock Size Overall LengthCutting Edge Width
541 5⁄16" (8mm) 5" (127mm) 1⁄8" (3mm)

542 3⁄8" (10mm) 6" (152mm) 5⁄32" (4mm)

543 1⁄2" (13mm) 6" (152mm) 3⁄16" (5mm)

544 5⁄8" (16mm) 7" (178mm) 1⁄4" (6mm)

545 3⁄4" (19mm) 8" (203mm) 3⁄8" (10mm)

546 7⁄8" (22mm) 9" (229mm) 1⁄2" (13mm)
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Hand Tools

Ajax Chisels and Punches should only be used on materials softer than the tools themselves.
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