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  ■ Canister filled with steel shot in the hammer’s head creates a dead blow  
effect to reduce rebound 

  ■ Dead blow design also sustains impact, maximizes force, and absorbs  
the shock of impact

  ■ Polyurethane head is resistant to cuts, splits, abrasions, and extremely  
cold temperatures

  ■ Steel handle welded to the head assembly for improved strength and durability
  ■ Resistant to gas, brake fluid, anti-freeze and more, with a polyurethane head  

and rubber handle
  ■ Rubber handle has a knurled texture and flared back end for improved non-slip grip

Dead Blow Hammers with Comfort Grip Handles

  ■ Canister filled with steel shot in the hammer’s head creates a dead  
blow effect to reduce rebound 

  ■ Dead blow design also sustains impact, maximizes force, and  
absorbs the shock of impact

  ■ Non-sparking, hot-cast polyurethane body covers the steel shot  
chamber and the steel reinforced handle

  ■ Steel face and pein excel at striking punches and chisels or shaping  
and straightening unhardened metals

  ■ Steel reinforced handle is strong and safe, built to resist breaking from an overstrike
  ■ Knurled texture on the handle with a flanged back end combine for a sure non-slip grip
  ■ Red polyurethane body is highly visible and durable enough for heavy-duty work 
  ■ Made in the USA 

Dead Blow Ball Pein Hammers

  ■ Canister filled with steel shot in the hammer’s head creates a dead  
blow effect to reduce rebound 

  ■ Dead blow design also sustains impact, maximizes force, and  
absorbs the shock of impact

  ■ Non-sparking, hot-cast polyurethane body covers the steel shot  
chamber and the steel reinforced handle

  ■ Polyurethane face doesn’t mar surfaces or absorb liquids, resists  
chipping and splitting, and reduces striking noise

  ■ Steel reinforced handle is strong and safe, built to resist breaking from an overstrike
  ■ Knurled texture on the handle with a flanged back end combine for a sure non-slip grip
  ■ Red polyurethane body is highly visible and durable enough for heavy-duty work 
  ■ Meets or exceeds US federal spec. GGG-H-33A
  ■ Made in the USA 

Dead Blow Hammers

Cat. No. Head Weight (Pounds) Head Length Face Diameter Face Finish Handle Length Overall Length Product Weight

82240 1 lb 3.9 in 1.5 in Polyurethane 6.3in 11 in 1.12 lb

82241 1.25 lb 3.9 in 1.8 in Polyurethane 6.3in 12 in 1.50 lb

82242 1.75 lb 4.3 in 1.9 in Polyurethane 6.7in 14 in 2.06 lb

82243 2.75 lb 5.1 in 2.3 in Polyurethane 6.7in 15 in 3.06 lb

82244 3 lb 5.4 in 2.5 in Polyurethane 6.7in 15 in 3.37 lb

Cat. No. Head Weight (Ounces) Head Length Face Diameter Face Finish Handle Length Overall Length Product Weight

68-516G 14.4 oz 4.188 in 1.25 in Polished 8.5 in 12.75 in 1.63 lb

68-524G 22.4 oz 4.5 in 1.5 in Polished 8.5 in 13 in 2.25 lb

68-532G 31.2 oz 4.812 in 1.75 in Polished 8.812 in 13.62 in 2.94 lb

68-540G 31.2 oz 4.812 in 1.75 in Polished 11.375 in 16.5 in 3.10 lb

Cat. No. Head Weight (Ounces) Head Length Face Diameter Face Finish Handle Length Overall Length Product Weight

69-530G 7.2 oz 3.125 in 1.25 in Polyurethane 7 in 10.12 in 0.8 lb

69-531G 11.2 oz 3.75 in 1.75 in Polyurethane 7.5 in 11.25 in 1.3 lb

69-532G 16 oz 4.125 in 2 in Polyurethane 8.62 in 12.75 in 1.6 lb

69-533G 29.6 oz 4.625 in 2.25 in Polyurethane 9.75 in 14.37 in 2.8 lb

69-534G 38.4 oz 5.375 in 2.75 in Polyurethane 9.875 in 15.25 in 3.3 lb

H A M M E R S

  ■ Canister filled with steel shot in the hammer’s head creates  
a dead blow effect to reduce rebound 

  ■ Dead blow design also sustains impact, maximizes force,  
and absorbs the shock of impact

  ■ Non-sparking, hot-cast polyurethane body covers the steel shot  
chamber and the steel reinforced handle; no exposed metal

  ■ Slim-profile polyurethane face doesn’t mar surfaces or absorb  
liquids, resists chipping and splitting, and reduces striking noise

  ■ Steel reinforced handle is strong and safe, built to resist breaking from an overstrike
  ■ Knurled texture on the handle with a flanged back end combine for a sure non-slip grip
  ■ Red polyurethane body is highly visible and durable enough for heavy-duty work 
  ■ Meets or exceeds US federal spec. GGG-H-33A
  ■ Made in the USA 

Slimline Dead Blow Hammers

Cat. No. Head Weight (Ounces) Head Length Face Diameter Face Finish Handle Length Overall Length Product Weight

69-540G 3.2 oz 2.875 in 0.875 in Polyurethane 6.5 in 9.5 in 0.5 lb

69-541G 9.6 oz 4.187 in 1.25 in Polyurethane 6.437 in 10.65 in 1.1 lb

69-542G 12 oz 4.25 in 1.5 in Polyurethane 7.875 in 12.12 in 1.4 lb

69-543G 15.2 oz 5.187 in 1.75 in Polyurethane 7 in 12.75 in 1.6 lb
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