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  ■ Precision hardened chisels for cutting metal rivets, bolts, and nuts
  ■ Pin punches for driving out pins and rivets during final removal 
  ■ Center punches for marking center lines or pilot drill locations
  ■ Long taper punch lets you install or remove pins and shafts, and 

aligns holes with ease
  ■ Starter punches for both starting and installing pins or rivets
  ■ Includes tool roll for storage and organization

27 Pc. Punch and Chisel Set

Cat. No. Included Storage Product Weight

82306 Tool Roll 9.29 lb

Cat. No. Description Cat. No. Description

82261 1/4” x 4-3/4” Cold Chisel 82275 3/16” x 5-1/2” Pin Punch

82262 3/8” x 5” Cold Chisel 82276 1/4” x 7” Pin Punch

82263 7/16” x 5-1/2” Cold Chisel 82277 5/16” x 7” Pin Punch

82264 1/2” x 6” Cold Chisel 82278 1/8” x 8” Long Taper Punch

82265 5/8” x 6-1/2” Cold Chisel 82279 5/32” x 8-1/2” Long Taper Punch

82266 3/4” x 7” Cold Chisel 82280 3/16” x 9” Long Taper Punch

82267 7/8” x 7-1/2” Cold Chisel 82281 1/4” x 11” Long Taper Punch

82268 1” x 8” Cold Chisel 82282 5/32” x 5” Starter Punch

82269 15/16” x 4-1/4” Center Punch 82283 3/16” x 5” Starter Punch

82270 5/32” x 5” Center Punch 82284 1/4” x 6” Starter Punch

82271 1/4” x 5-1/2” Center Punch 82285 1/8” x 4-1/2” Starter Punch

82272 3/32” x 4-3/4” Pin Punch 82286 5/16” x 7” Starter Punch

82273 1/8” x 5” Pin Punch 82287 3/8” x 8” Starter Punch

82274 5/32” x 5-1/4” Pin Punch

  ■ Precision hardened chisels for cutting metal rivets, bolts, and nuts
  ■ Pin punches for driving out pins and rivets during final removal 
  ■ Center punch for marking center lines or pilot drill locations
  ■ Long taper punch lets you install or remove pins and shafts,  

and aligns holes with ease
  ■ Starter punches for both starting and installing pins or rivets
  ■ Meets or exceeds ASME B107.47
  ■ Includes tool roll for storage and organization

12 Pc. Punch and Chisel Set

  ■ Manufactured from high alloy steel for incredible strength 
  ■ Heat treated for long lasting durability
  ■ Cutting edges and tips ground to a precise angle for  

improved performance and a longer tool life
  ■ Black oxide finish with a visible “Wear safety goggles” reminder
  ■ Hex stock fits securely into a punch and chisel holder and  

doesn’t roll on work surfaces
  ■ Made in the USA
  ■ Includes tool roll for storage and organization

19 Pc. Punch and Chisel Set

Cat. No. Included Storage Product Weight

70-567G Tool Roll 9.100 lb

Cat. No. Description Cat. No. Description

70-000G Punch and Chisel Holder 70-197G 1/4” x 11” Drift Punch

70-103G 3/32” x 4-3/4” Pin Punch 70-199G 5/16” x 11” Drift Punch

70-105G 1/8” x 5” Pin Punch 70-201G 3/8” x 15” Drift Punch

70-109G 3/16” x 5-1/4” Pin Punch 70-239G 5/16” x 6” Center Punch

70-131G 1/4” x 7” Pin Punch 70-309G 1/2” x 6” Cold Chisel

70-155G 3/32” x 4-1/2” Starting Punch 70-311G 5/8” x 6-1/2” Cold Chisel

70-157G 1/8” x 4-1/2” Starting Punch 70-313G 3/4” x 7” Cold Chisel

70-161G 3/16” x 5” Starting Punch 70-315G 7/8” x 7-1/2” Cold Chisel

70-165G 1/4” x 6” Starting Punch 70-317G 1” x 8” Cold Chisel

70-193G 3/16” x 9” Drift Punch

Cat. No. Included Storage Product Weight

82305 Tool Roll 1.97 lb

Cat. No. Description Cat. No. Description

82261 1/4” x 4-3/4” Cold Chisel 82273 1/8” x 5” Pin Punch

82262 3/8” x 5” Cold Chisel 82274 5/32” x 5-1/4” Pin Punch

82264 1/2” x 6” Cold Chisel 82275 3/16” x 5-1/2” Pin Punch

82265 5/8” x 6-1/2” Cold Chisel 82278 1/8” x 8” Long Taper Punch

82270 5/32” x 5” Center Punch 82283 3/16” x 5” Starter Punch

82272 3/32” x 4-3/4” Pin Punch 82285 1/8” x 4-1/2” Starter Punch
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