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  ■ Hone and remove glaze from engine cylinders from 2" to 7" and 
51mm to 177mm in diameter

  ■ Adjust spring tension for positive cutting action and set diameter 
with spread limiter

  ■ Includes medium grit stones no. 240

Engine Cylinder Hone

Cat. No. Size Grit Fits Tool Product Weight

2833D 2 in - 7 in    51mm - 177mm 240 2834D  2835D  2836DD 0.90 lb

  ■ 3 peice replacement stone set 
  ■ Use with engine cylinder hone 2833D

Engine Hone Replacement Stones

Cat. No. Overall Length Grit Fits Tool Product Weight

3157 3 in 240 2833D 0.200 lb

2834D 4 in 100 2833D 0.30 lb

2835D 4 in 240 2833D 0.25 lb

2836DD 4 in 400 2833D 0.25 lb

  ■ Hone engine cylinders 3-1/4" to 4-1/8" and 83mm to 105mm in 
diameter to produce a plateaued finish for fast ring seating and better 
oil retention for longer engine life

  ■ Hone life is in excess of 1000 cylinders
  ■ Requires no setup
  ■ Use variable-speed 3/8" electric hand drill and move the Flex-Hone® 

up and down in the cylinder until desired results are obtained

Engine Cylinder Flex-Hones

Cat. No. Size Grit Product Weight

2486 3-1/4 in - 3-1/2 in    83mm - 89mm 120 0.75 lb

2487D 3-1/2 in - 3-3/4 in    89mm - 95mm 120 0.75 lb

2488D 3-3/4 in - 4-1/8 in    95mm -105mm 120 0.90 lb

  ■ Heavy-duty hone engine cylinders, 2-3/4" to 4-1/2" and 70mm to 114mm  
in diameter

  ■ Deliver the same plateaued finish as the standard-duty, but are longer lasting
  ■ Each abrasive globule is attached to high density nylon filament to enhance durability
  ■ Produces a controlled surface condition unobtainable by any other method
  ■ A high percentage plateaued surface is produced free of cut, torn or folded metal
  ■ Provides the perfect surface finish without distortion

Heavy Duty Engine Cylinder Flex-Hones

Cat. No. Size Grit Product Weight

2491 3-1/4 in - 3-1/2 in    82mm - 89mm 120 0.90 lb

2493DD 4 in - 4-1/2 in    101mm - 114mm 120 1.30 lb

E N G I N E  T O O L S

  ■ Cut pipes 3/4" to 3"  and 19mm to 76mm in diameter
  ■ Fifteen blades effectively cut pipe so only 1/4 turn is needed 

for a complete cut
  ■ Serviceable tool works in hard-to-reach areas
  ■ Will not cut double-wall pipes
  ■ Keep well oiled
  ■ Not for use on stainless steel

Exhaust and Tailpipe Cutter

Cat. No. Description Chain Length Overall Length Fits Tool Product Weight

2031DD Exhaust and Tailpipe Cutter 13 in - - 1.16 lb

203182D Replacement Cutting Chain 13 in 14.5 in 2031DD 0.32 lb

  ■ Flare, shape and expand tailpipes to ensure a tight fit and prevent 
exhaust leaks

  ■ Turn handle to adjust the expander to the diameter of the pipe
  ■ Pipe size 1-1/2" to 2-1/2" and 38mm to 63.5mm

Exhaust and Tailpipe Expander

Cat. No. Size Product Weight

2071D 1-13/16 in - 2-1/2 in 2.65 lb
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