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  ■ Accurately check for spark in ignition systems without removing 
spark plug from engine

  ■ Testers verify that energy is sufficient for spark plug to fire
  ■ Attach spark plug wire to tester end
  ■ Clamp tester to engine as ground
  ■ Crank engine and check for spark

Ignition Testers

Cat. No. Description Voltage Product Weight

2757D Standard Ignition Tester 40,000 volt systems 12KV 0.15 lb

Cat. No. Included Storage Product Weight

104 None 0.60 lb

Cat. No. Description

- 1/2" Distributor Clamp Wrench

- 9/16" Distributor Clamp Wrench

- Distributor Clamp Coupler

  ■ Safely removes spark plug cables preventing cable damage
  ■ Coated jaws provide a secure grip on spark plug boot
  ■ Provides greater access in confined spaces
  ■ Comfort grip handles to reduce user hand fatigue
  ■ Manufactured from durable alloy steel with black oxide coating

Spark Plug Terminal Pliers

  ■ Clean and restore spark plug threads with a 13/16" socket
  ■ Rubber ring eliminates slipping
  ■ Services most cars

14mm and 18mm Spark Plug Open Thread Chaser

Cat. No. Jaw Length Jaw Width Jaw Capacity Product Weight

135D .5 in .5 in 1.25 in 0.53 lb

Cat. No. Size Product Weight

730D 14mm  18mm 0.30 lb

Cat. No.
Overall  
Length Strips Wire Sizes, No. Crimps Wire Sizes, No. Cuts Bolt Sizes

Wire  
Crimper Wire Size

Edge Type/ 
Cut Capacity

Product  
Weight

2162D 8.25 in

Insulated 22-20 to 12-10 AWG
Non-Insulated Electrical 22-20 

to 22-10 AWG
Non-Insulated Automotive   

7mm - 8mm

Insulated 22-20 to 12-10 AWG
Non-Insulated Electrical 22-20  

to 22-10 AWG
Non-Insulated Automotive   

7mm - 8mm

4-40   5-40   6-32    
8-32   10-24   10-32

Yes
Insulated 22-20  

to 12-10
Standard 0.50 lb

  ■ All purpose gripping, crimper, cutter and stripper pliers
  ■ Serrated jaws on the nose provide greater gripping and twisting capabilities
  ■ Professional, ergonomic dipped grips wipe clean easily 
  ■ Crimper works on insulated and non-insulated terminals
  ■ Insulated electrical 22-20 to 12-10 AWG wires
  ■ Non-insulated auto 7mm and 8mm and electrical 22-20 to 22-10 AWG sizes
  ■ Bolt sizes 4-40, 5-40, 6-32, 8-32, 10-32 and 10-24

Electrical Wire Stripper and Crimper

B A T T E R Y ,  I G N I T I O N  &  E L E C T R I C A L

  ■ Swivel design provides better access to hard to reach spark plugs
  ■ Magnetic insert holds plug for removal and installation
  ■ Rubber insert protects spark plug and centers the socket
  ■ Designed for use with a 3/8" square drive tool
  ■ Manufactured from alloy steel for better strength and longer tool life
  ■ Bright, full polish chrome finish wipes easily clean to resist rust and  

corrosion

5 Pc. Magnetic Swivel Spark Plug Socket Set

Cat. No. Included Storage Product Weight

80601 Blow Mold Case 3.190 lb

Cat. No. Description Cat. No. Description

3931D 3/8" Drive 6 Point 2-1/2" Spark Plug Socket 9/16" 3928D 3/8" Drive 6 Point 6" Magnetic Swivel Spark Plug Socket 5/8"

3938D 3/8" Drive 6 Point 6" Magnetic Swivel Spark Plug Socket 9/16" 3929D 3/8" Drive 6 Point 11" Magnetic Swivel Spark Plug Socket 5/8"

3927D 3/8" Drive 6 Point 4" Magnetic Swivel Spark Plug Socket 5/8"

  ■ Reaches around obstructions to turn distributor lock
  ■ Fits 1/2" and 9/16" lock nuts
  ■ Use adapter to join wrenches or attach wrench to a 3/8" 

ratchet or extension

Distributor Clamp Wrench
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