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  ■ 30° and 80° offset push pin pliers
  ■ Panel clip pliers with V design for removal of standard clips without 

center pins
  ■ Lifts the center pin and pulls anchor in one simple step
  ■ Fits into pin slots and under the center pin
  ■ Tapered end for easy access
  ■ Double cushion grip handle
  ■ Quickly removes plastic anchors that have center pins without damage 

to pins or anchor

3 Pc. Body Clip Set

  ■ 30° and 80° offset push pin pliers
  ■ Specially designed for removal of push pins With center locking pin
  ■ Quickly removes plastic anchors that have center pins without 

damage to pins or anchor
  ■ Lifts the center pin and pulls anchor in one simple step
  ■ Anchors common on Honda, Toyota, GM, Ford, Chrysler and Many 

Other Late Model Vehicles
  ■ Fits into pin slots and under the center pin
  ■ Double Cushion Grip Handle

2 Pc. Push Pin Pliers Set

Cat. No. Included Storage Product Weight

41840D None 0.90 lb

Cat. No. Description

3729 Push Pin Removal Pliers - 30°

3888D Push Pin  Pliers - 80°

Cat. No. Included Storage Product Weight

41850 None 1 lb

Cat. No. Description

3705 Panel Clip Pliers

3729 Push Pin Removal Pliers - 30°

3888D Push Pin  Pliers - 80°

B O D Y  T O O L S

  ■ Specially designed for removal of push pins with center locking pin
  ■ Quickly removes plastic anchors that have center pins without damage 

to pins or anchor
  ■ Lifts the center pin and pulls anchor in one simple step
  ■ Anchors common on Honda, Toyota, GM, Ford, Chrysler and Many 

Other Late Model Vehicles
  ■ Fits into pin slots and under the center pin
  ■ Tapered end for easy access amd 30° offset

Push Pin Removal Pliers - 30° Offset

Cat. No. Overall Length Overall Length Product Weight

3729 7.5 in 7.5 in 0.45 lb

  ■ Specially designed for removal of push pins With center locking pin
  ■ Quickly removes plastic anchors that have center pins without damage 

to pins or anchor
  ■ Lifts the center pin and pulls anchor in one simple step
  ■ Anchors common on Honda, Toyota, GM, Ford, Chrysler and Many 

Other Late Model Vehicles
  ■ Fits into pin slots and under the center pin
  ■ Tapered end for easy access amd 80° offset

Push Pin Pliers - 80°

  ■ Features a unique two-step tip that provides better support under the 
clip head than conventional panel clip pliers

  ■ Added support allows removal of panel clips without damaging the clip
  ■ Double cushion-grip handle

Panel Clip Pliers

Cat. No. Overall Length Overall Length Product Weight

3888D 7.5 in 7.5 in 0.45 lb

Cat. No. Overall Length Overall Length Product Weight

3705 9.75 in 9.75 in 0.57 lb
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