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  ■ English dial gauge range: 0-1.3", gradations: 0.001"
  ■ Centered v-magnet for strongest grip on round or flat surfaces
  ■ Powerful 130 lb pull
  ■ Two magnetic mounting surfaces: bottom and back
  ■ Swivel adapter to mount all AGD dial indicators with lug backs
  ■ Universal dovetail clamp for dial test indicators
  ■ On/off Switch
  ■ Center rod 1/2" diameter x 7" high

Dial Indicator Set with On/Off Stand

Cat. No. Description Product Weight

3761 Dial Indicator Set with on/off Stand 4.64 lb

B R A K E  &  W H E E L

  ■ Manual power on/off
  ■ 0"-1.3" and 0mm-76mm Grad. 0.001"
  ■ 3-1/2" deep throat
  ■ SAE/metric system interchange at any position
  ■ Zero setting at any position
  ■ Data output interface
  ■ Measures thickness of inside groves
  ■ Includes blow mold case for storage and organization

Electronic Digital Rotor Micrometer

  ■ 0" to 6"
  ■ Manual power on/off
  ■ SAE/metric system interchange at any position
  ■ Zero setting at any position
  ■ Data output interface
  ■ Measure wear dimension of the brake rotors
  ■ Resolution/repeatability 0.0005" x 0.01mm
  ■ Includes plastic case for storage and organization

Digital Brake Rotor Gauge

Cat. No. Description Product Weight

3763 Electronic Digital Rotor Micrometer 3.72 lb

Cat. No. Description Product Weight

3774D 6" Digital SAE/Metric Brake Rotor Gauge 1.01 lb

  ■ 3" to 16"
  ■ Preset at 1-1/2" depth with indicators for 0.5" and 1"
  ■ Manual power on/off
  ■ SAE/metric system interchange at any position
  ■ Zero setting at any position
  ■ Data output interface
  ■ Measure wear dimension of the brake drum
  ■ Resolution/repeatability 0.0005" X 0.01mm
  ■ Includes plastic case for storage and organization

Digital Brake Drum Gauge

Cat. No. Description Product Weight

3777 10" Digital SAE/Metric Brake Drum Gauge 4.06 lb

  ■ Ideal for removing and installing axle nuts during heavy-duty applications 
  ■ Deep socket style
  ■ Designed for use with a 1/2" square drive tool
  ■ 6-point metric sockets
  ■ Use with a ratchet, breaker bar, impact wrench or torque wrench
  ■ Includes blow mold case for storage and organization

7 Pc. Axle Nut Set

Cat. No. Included Storage Product Weight

41650 Blow Mold Case 12.39 lb

Cat. No. Description Cat. No. Description

3907D 1/2" Drive 6 Point Deep Axle Nut Socket GM & Ford 29mm 3908D 1/2" Drive 6 Point Deep Axle Nut Socket GM 35mm

3161D 1/2" Drive 6 Point Deep Axle Nut Socket GM 30mm 3162D 1/2" Drive 6 Point Deep Axle Nut Socket GM 36mm

3270D 1/2" Drive 6 Point Deep Axle Nut Socket Honda & Chrysler 32mm 3909D 1/2" Drive 6 Point Deep Axle Nut Socket GM & Ford 38mm

3449D 1/2" Drive 6 Point Deep Axle Nut Socket GM 34mm

  ■ Use finder to measure angles of most parts such as frame 
anglefor setting truck front ends

  ■ Forward or backward pitch
  ■ Magnet in the base holds tool in place
  ■ Graduated in 1/2° increments

Angle Finder with Magnetic Base

Cat. No. Measuring Range Product Weight

2968D 0° - 360° 0.80 lb
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