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Clean Surface Prep: Best Practices For Contaminant-Free Finishing

Paint Prep Wipe
Pre-Paint - Decontamination

Tack Wipe
Pre-Paint Surfaces - Tacking

DeWipe-Outs™
Pre-Paint Surfaces - Cleaning

Anti-Static Wipe
Intercoat Surfaces

• Treated wipe eliminates static between
 refinish coats
• Removes contaminants between coats
 of sealer, basecoat and before clear

• Helps reduce orange peel and improve
 metallic orientation
• Non-marring, lint-free and reusable

• Pre-clean prep wipe
• Strong, absorbent, virtually lint-free
   non-woven wipe
• For use with water-based and solvent-
   based surface pre-cleaners
• Production oriented ¼ fold format

DEWIPE-OUTS™

PART NO. DESCRIPTION   QTY.

803045  85% IPA/15% DI Water – Normal Climates Formula 50 wipes/pouch                  

803046  50% IPA/50% DI Water – Dry Climates Formula 50 wipes/pouch                

803418  Acetone Blend – Low VOC Formula  50 wipes/pouch

PAINT ARRESTOR FILTERS

PART NO. DESCRIPTION   QTY.

803816  Moderate Tack: Cotton Individually bagged 12/bx 

ANTI-STATIC WIPE

PART NO. DESCRIPTION  QTY.

803553 Individually bagged  12/cs

PAINT PREP WIPE

PART NO. QTY.

803657  300 ct dispenser box

• Pre-saturated wipes for contaminant-free
 primed surfaces
• OEM process for fi nal decontamination

• Eliminates static that attracts dirt
• Ideal for paintable surfaces, plastic parts
 and bumper covers

DeWipe-Outs™
Refi ll Case
• Sealed container keeps DeWipe-Outs 
   saturated and ready to use

DEWIPE-OUTS™ REFILL CASE

PART NO.

803048

• Removes lint and fine particulates from
 refinish surfaces
• Solvent and waterborne compatible
    

• Soft cotton mesh material contours 
 to surfaces
• Wax and silicone free


