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STRAIGHT HOSE	 732.390.8480

WARNING! This product can expose you to chemicals including lead, which is known to the State of California to cause cancer 
and birth defects or other reproductive harm. For more information go to www.P65Warnings.ca.gov. Wash hands after handling.

*

FLEXEEL offers an excellent alternative to much bulkier rubber and plastic hoses. 
Extremely lightweight and tough, it is ideal for either outdoor contractor use or 
indoor industrial use. FLEXEEL retains its flexibility even in cold environments. 
The reinforced construction eliminates the possibility of having the various layers 
separate due to constant expansion and contraction during pulsating operations, 
such as with staple or nail guns. FLEXEEL is available with reusable strain relief 
or quick disconnect fittings. FLEXEEL is also compatible with our polyurethane 
reusable fittings (see page 19) for in-the-field replacements.

FLEXEEL®  Reinforced Polyurethane Air Hose

Reusable Strain Relief Fittings Quick Disconnect Fittings Reusable Strain Relief  
& Quick Disconnect Fittings

Reusable Fittings Flexeel strain relief fittings maintain the hose’s 
diameter, providing full flow at even a 180° bend.

I.D. Length Fitting Model
1/4” 25’ 1/4” MPT PFE40254(Color) *
1/4” 25’ 3/8” MPT PFE40256(Color) *
1/4” 50’ 1/4” MPT PFE40504(Color) *
1/4” 50’ 3/8” MPT PFE40506(Color) *
1/4” 100’ 1/4” MPT PFE41004(Color) *
1/4” 100’ 3/8” MPT PFE41006(Color) *

5/16” 25’ 1/4” MPT PFE50254(Color) *
5/16” 50’ 1/4” MPT PFE50504(Color) *
5/16” 100’ 1/4” MPT PFE51004(Color) *

3/8” 25’ 1/4” MPT PFE60254(Color) *
3/8” 25’ 3/8” MPT PFE60256(Color) *
3/8” 50’ 1/4” MPT PFE60504(Color) *
3/8” 50’ 3/8” MPT PFE60506(Color) *
3/8” 100’ 1/4” MPT PFE61004(Color) *
3/8” 100’ 3/8” MPT PFE61006(Color) *

Flexeel with  
Reusable Strain Relief Fitting

Flexeel with Reusable Strain Relief  
and Quick Disconnect Fittings

Series Hose I.D. Hose O.D. Temperature Range Working Pressure @ 70 °F
PFE4 1/4” 3/8” -40 °F to 165 °F 200 psi
PFE5 5/16” .473” -40 °F to 165 °F 200 psi
PFE6 3/8” 9/16” -40 °F to 165 °F 200 psi
PFE8 1/2” (.440”) .700” -40 °F to 165 °F 200 psi

Color Code
T = Transparent Blue
TR = Transparent Red
TY = Transparent Yellow

Note: 1/2” Flexeel is only  
available in Transparent Blue.

Flexeel with Reusable Fitting

Flexeel with  
Quick Disconnect Fittings

I.D. Length Fitting Model
1/4” 25’ 1/4” MPT PFE40254(Color)Z *
1/4” 25’ 3/8” MPT PFE40256(Color)Z *
1/4” 50’ 1/4” MPT PFE40504(Color)Z *
1/4” 50’ 3/8” MPT PFE40506(Color)Z *
1/4” 100’ 1/4” MPT PFE41004(Color)Z *
1/4” 100’ 3/8” MPT PFE41006(Color)Z *

5/16” 25’ 1/4” MPT PFE50254(Color)Z *
5/16” 50’ 1/4” MPT PFE50504(Color)Z *
5/16” 100’ 1/4” MPT PFE51004(Color)Z *

3/8” 25’ 1/4” MPT PFE60254(Color)Z *
3/8” 25’ 3/8” MPT PFE60256(Color)Z *
3/8” 50’ 1/4” MPT PFE60504(Color)Z *
3/8” 50’ 3/8” MPT PFE60506(Color)Z *
3/8” 100’ 1/4” MPT PFE61004(Color)Z *
3/8” 100’ 3/8” MPT PFE61006(Color)Z *

1/2” 25’ 1/2” MPT PFE80258T *
1/2” 50’ 1/2” MPT PFE80508T *
1/2” 100’ 1/2” MPT PFE81008T *

I.D. Length Fitting Model
1/4” 25’ 1/4” Industrial PFE4025(Color)15X *
1/4” 50’ 1/4” Industrial PFE4050(Color)15X *
1/4” 100’ 1/4” Industrial PFE4100(Color)15X *
1/4” 25’ 1/4” Automotive PFE4025(Color)16X *
1/4” 50’ 1/4” Automotive PFE4050(Color)16X *
1/4” 100’ 1/4” Automotive PFE4100(Color)16X *

5/16” 25’ 1/4” Industrial PFE5025(Color)15X *
5/16” 50’ 1/4” Industrial PFE5050(Color)15X *
5/16” 100’ 1/4” Industrial PFE5100(Color)15X *
5/16” 25’ 1/4” Automotive PFE5025(Color)16X *
5/16” 50’ 1/4” Automotive PFE5050(Color)16X *
5/16” 100’ 1/4” Automotive PFE5100(Color)16X *

3/8” 25’ 1/4” Industrial PFE6025(Color)15X *
3/8” 50’ 1/4” Industrial PFE6050(Color)15X *
3/8” 100’ 1/4” Industrial PFE6100(Color)15X *
3/8” 25’ 1/4” Automotive PFE6025(Color)16X *
3/8” 50’ 1/4” Automotive PFE6050(Color)16X *
3/8” 100’ 1/4” Automotive PFE6100(Color)16X *

3/8” 25’ 3/8” Industrial PFE6025(Color)58C *
3/8” 50’ 3/8” Industrial PFE6050(Color)58C *
3/8” 100’ 3/8” Industrial PFE6100(Color)58C *
3/8” 25’ 3/8” Automotive PFE6025(Color)59C *
3/8” 50’ 3/8” Automotive PFE6050(Color)59C *
3/8” 100’ 3/8” Automotive PFE6100(Color)59C *

I.D. Length Fitting Model
1/4” 25’ 1/4” Industrial PFE4025(Color)S15X *
1/4” 50’ 1/4” Industrial PFE4050(Color)S15X *
1/4” 100’ 1/4” Industrial PFE4100(Color)S15X *
1/4” 25’ 1/4” Automotive PFE4025(Color)S16X *
1/4” 50’ 1/4” Automotive PFE4050(Color)S16X *
1/4” 100’ 1/4” Automotive PFE4100(Color)S16X *

5/16” 25’ 1/4” Industrial PFE5025(Color)S15X *
5/16” 50’ 1/4” Industrial PFE5050(Color)S15X *
5/16” 100’ 1/4” Industrial PFE5100(Color)S15X *
5/16” 25’ 1/4” Automotive PFE5025(Color)S16X *
5/16” 50’ 1/4” Automotive PFE5050(Color)S16X *
5/16” 100’ 1/4” Automotive PFE5100(Color)S16X *

3/8” 25’ 1/4” Industrial PFE6025(Color)S15X *
3/8” 50’ 1/4” Industrial PFE6050(Color)S15X *
3/8” 100’ 1/4” Industrial PFE6100(Color)S15X *
3/8” 25’ 1/4” Automotive PFE6025(Color)S16X *
3/8” 50’ 1/4” Automotive PFE6050(Color)S16X *
3/8” 100’ 1/4” Automotive PFE6100(Color)S16X *

3/8” 25’ 3/8” Industrial PFE6025(Color)S58C *
3/8” 50’ 3/8” Industrial PFE6050(Color)S58C *
3/8” 100’ 3/8” Industrial PFE6100(Color)S58C *
3/8” 25’ 3/8” Automotive PFE6025(Color)S59C *
3/8” 50’ 3/8” Automotive PFE6050(Color)S59C *
3/8” 100’ 3/8” Automotive PFE6100(Color)S59C *

Reusable Strain Relief Instructions

1.	� Make a square cut on the hose end. 
Slide strain relief onto the hose.

2.	� Apply lubricant to fitting barb. Place fitting 
against a stationary surface and push hose 
over barb until the hose reaches the threads.

3.	� Slide strain relief down to fitting.

4.	� Hold strain relief secure with one wrench,  
and using the other wrench, turn fitting  
hex clockwise.

•  Made in USA   
•  Temperature range: -40 °F to 165 °F

Not every combination is available – Contact Coilhose or visit www.coilhose.com for a full product offering.


