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 1/2” Drive - 4” Length - Fractional Hex Drivers

One piece impact hex drivers in fractional sizes . 4” extended length for special applications .

 Item Hex 
 Number Size A C D E         
 29084F 1/4”  .98 2 .95  .59 3 .94 
 29094F 9/32”  .98 2 .95  .79 3 .94 
 29104F 5/16”  .98 2 .95  .98 3 .94 
 29124F 3/8”  .98 2 .95  .98 3 .94 
 29144F 7/16”  .98 2 .95  .98 3 .94 
 29164F 1/2”  .98 2 .95  .98 3 .94 
 29184F 9/16” 1 .18 2 .95  .98 3 .94 
 29204F 5/8” 1 .18 2 .95  .98 3 .94 
 29224F 11/16” 1 .18 2 .95  .98 3 .94 
 29244F 3/4” 1 .18 2 .95  .98 3 .94 

Dimensions (Inches)

Dimensions (Millimeters)

One piece impact hex drivers in metric sizes . 4” extended length for special applications .

 1/2” Drive - 4” Length - Metric Hex Drivers

 Item Hex 
 Number Size A C D E         
 29064M 6mm 25 75 15 100 
 29074M 7mm 25 75 20 100 
 29084M 8mm 25 75 25 100 
 29094M 9mm 25 75 25 100 
 29104M 10mm 25 75 25 100 
 29114M 11mm 25 75 25 100 
 29124M 12mm 25 75 25 100 
 29134M 13mm 25 75 25 100 
 29144M 14mm 30 75 25 100 
 29154M 15mm 30 75 25 100 
 29164M 16mm 30 75 25 100 
 29174M 17mm 30 75 25 100 
 29184M 18mm 30 75 25 100 
 29194M 19mm 30 75 25 100 
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