
 No. 9772 1/4” Drive Master Set

This set contains the most popular sockets in our 1/4" surface drive line, plus 3 extensions, 
universal joint, 1/4" to 3/8" adapter and 1/4" Hex to 1/4" Square Adapter. Packaged in an all 
new compact, low profile molded storage case. This set is great for use on impact wrenches, 
air ratchets as well as hand ratchets.

1/4” Drive Impact Socket Set 

Warning: Always wear safety goggles when using Impact Tools.
Use only properly matched fractional or metric sizes.

Warning: Always wear safety goggles when using Impact Tools.
Use only properly matched fractional or metric sizes.
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72 piece set contents:

 10 Pieces Standard Length: 
  3/16”, 7/32”, 1/4”, 9/32”, 5/16”,11/32”, 3/8”, 7/16”,
  1/2”, 9/16” 
 10 Pieces Deep Length:
  3/16”, 7/32”, 1/4”, 9/32”, 5/16”, 11/32”, 3/8”, 7/16”,
  1/2”, 9/16” 
 14 Pieces Metric Standard Length:
  4mm, 4.5mm, 5mm, 5.5mm, 6mm, 7mm, 8mm, 9mm, 
  10mm, 11mm, 12mm, 13mm, 14mm, 15mm 
 14 Pieces Metric Deep Length:
  4mm, 4.5mm, 5mm, 5.5mm, 6mm, 7mm, 8mm, 9mm,
  10mm, 11mm, 12mm, 13mm, 14mm, 15mm 
   6 Pieces Standard Universal:
  1/4”, 5/16”, 3/8”, 7/16”, 1/2”, 9/16” 
 12 Pieces Metric Standard Universal:
  5mm, 5.5mm, 6mm, 7mm, 8mm, 9mm, 10mm, 11mm,
  12mm, 13mm, 14mm, 15mm 
   1 Piece Each:
  2”, 4”, & 6” Extensions
  1/4” Universal Joint
  1/4” F. x 3/8” M. Adapter
  1/4” Hex x 1/4” Square Adapter

      Molded Storage Case
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3/4” Drive 12-Point Standard Length Impact Sockets 

Warning: Always wear safety goggles when using Impact Tools.
Use only properly matched fractional or metric sizes.

Warning: Always wear safety goggles when using Impact Tools.
Use only properly matched fractional or metric sizes.
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 3/4” Drive 12-Point - Standard Length - Fractional Sizes

oP

 Retaining Devices Key

R1

Pin and o-Ring one Piece

  Item 12-Point                                                   
 Number Size Shape P o R1 a B c D e             
 3124R 3/4" I 3221 3212 3111    1 .73 1 .30 0 .98 0 .51 1 .97
 3126R 13/16" I 3221 3212 3111 1 .73 1 .38 0 .98 0 .59 1 .97
 3128R 7/8" I 3221 3212 3111 1 .73 1 .46 0 .98 0 .59 1 .97
 3130R 15/16" I 3221 3212 3111 1 .73 1 .54 0 .98 0 .71 1 .97
 3132R 1" I 3221 3212 3111 1 .73 1 .61 0 .98 0 .71 1 .97
 3134R 1-1/16" III 3221 3212 3111 1 .73 1 .69 1 .14 0 .75 2 .13
 3136R 1-1/8" III 3221 3212 3111 1 .73 1 .75 1 .14 0 .83 2 .13
 3138R 1-3/16" III 3221 3212 3111 1 .73 1 .85 1 .14 0 .83 2 .13
 3140R 1-1/4" III 3221 3212 3111 1 .73 1 .93 1 .22 0 .87 2 .20
 3142R 1-5/16" III 3221 3212 3111 1 .73 2 .01 1 .22 0 .87 2 .20
 3144R 1-3/8" III 3221 3212 3111 1 .73 2 .09 1 .22 0 .87 2 .20
 3146R 1-7/16" III 3221 3212 3111 1 .73 2 .17 1 .22 0 .98 2 .20
 3148R 1-1/2" III 3221 3212 3111 1 .73 2 .24 1 .30 0 .98 2 .28
 3150R 1-9/16" III 3221 3212 3111 1 .73 2 .32 1 .30 0 .98 2 .28
 3152R 1-5/8" III 3221 3212 3111 1 .73 2 .40 1 .30 1 .06 2 .28
 3154R 1-11/16" III 3221 3212 3111 1 .73 2 .50 1 .50 1 .06 2 .48
 3156R 1-3/4" III 3221 3212 3111 1 .73 2 .54 1 .50 1 .06 2 .48
 3158R 1-13/16" III 3221 3212 3111 1 .73 2 .64 1 .50 1 .18 2 .48
 3160R 1-7/8" III 3221 3212 3111 1 .73 2 .68 1 .69 1 .18 2 .68
 3162R 1-15/16" III 3221 3212 3111 1 .73 2 .76 1 .77 1 .18 2 .76
 3164R 2" III 4520 4511 3112 2 .13 2 .83 1 .85 1 .26 2 .83
 3166R 2-1/16" III 4520 4511 3112 2 .13 2 .91 1 .85 1 .26 2 .83
 3168R 2-1/8" III 4520 4511 3112 2 .13 3 .03 1 .85 1 .26 2 .83
 3170R 2-3/16" III 4520 4511 3112 2 .13 3 .09 1 .93 1 .38 2 .91
 3172R 2-1/4" III 4520 4511 3112 2 .13 3 .15 1 .93 1 .38 2 .91
 3174R 2-5/16" III 4520 4511 3112 2 .13 3 .23 1 .97 1 .46 2 .95
 3176R 2-3/8" III 4520 4511 3112 2 .13 3 .31 1 .97 1 .46 2 .95
 3178R 2-7/16" III 4520 4511 3112 2 .13 3 .39 1 .97 1 .46 2 .95
 3180R 2-1/2" III 4520 4511 3112 2 .13 3 .46 1 .97 1 .46 2 .95
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