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Caution: Do not use pipes or other extensions to  
increase leverage on the ratchet or flex bar.

Caution: Do not use chrome sockets or drive tools with impact or power 
tools. Such use damages the tool, and may also result in bodily injury.
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Impact Universal Joints
Ball or Pin Retainer
Choose the style you prefer.

Improved Access
Much easier to work with  
hard-to-reach fasteners.

Impact Adapters For Use With Pin Retainer
PART NO. SIZE RING PIN A D

45686 1/29F–3/89M — — 1.00 1.63
46184 1/29F–3/49M — — 1.00 1.97
84607 3/49F–19M 84346 84540 1.50 2.50
85609 19F–3/49M 84352 84540 2.00 2.75

*Rings and Pins Sold Seperately

Impact Adapters with Ball Retainer
PART NO. DESCRIPTION RING PIN A D

45684 3/89F–1/29M Drive, Adapter — — 0.87 1.61
45685 1/29F–3/89M Drive, Adapter — — 1.00 1.63
46186 1/29F–3/49M Drive, Adapter — — 1.00 1.97

84609A 3/49F–1/29M Drive, Adapter 84326 84540 1.40 2.09
84609-9 Repair kit for 84609A* — —
*Repair kit comes with 1/2” Square Drive Head

No. 4519 
6 Piece Impact Universal/Adapter Set Includes:
PART NO. SIZE PART NO. SIZE PART NO. SIZE

33990 3/8” Drive Universal 45684 3/89F–1/29M Drive Adapter 46186 1/29F–3/49M Drive Adapter
34990 1/2” Drive Universal 45686 1/29F–3/89M Drive Adapter 84690A 3/49F–1/29M Drive Adapter

Packaged on a rail.

Impact Universals and Adapters

Impact Adapters
Ball or Pin Retainer
S•K impact adapters are available in both ball and pin styles.

Added Versatility
Gives your tool set the power to  
handle a wider range of jobs.

Impact Universal Joints
PART NO. DRIVE DESCRIPTION RING PIN A D

32990 1/49 With Ball Retainer — — 0.72 1.52
45690 3/89 For Use With Pin Retainer — — 0.91 1.92
33990 3/89 With Ball Retainer — — 0.91 1.92
46990 1/29 For Use With Pin Retainer — — 1.13 2.61
34990 1/29 With Ball Retainer — — 1.13 2.61
84690 3/49 Retaining Ring/Pin 84346 84540 1.78 4.21
85690 19 Retaining Ring/Pin 84354 85540 2.28 4.65

Rings and pins sold seperately.
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Replaceable 1/2”        
Drive Head




