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PULLEY LOCK TOOL
Use this tool to lock the final drive sprocket when 
removing and installing the sprocket nut. For more 
details see No.2262-IS instructions. 
No.2262 -  Use on all Sportsters® 1991-present (28T 

and 29T only). Use on all Buell® Twins 
1994-02 (28T and 29T only).
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PARTS AVAILABLE SEPARATELY
 NO. QTY. DESCRIPTION PART NO.

 1 1 BOTTOM SPROCKET LOCK    2262-1

 2 1 TOP SPROCKET LOCK         2262-2

 3 1 ALLEN SCREW                  2016

 4 2 ALLEN SCREW                  1214

 5 1 CAP COVER                     2321

 6 1 INSTRUCTION SHEET                          2262-IS

BIG TWIN SPROCKET 
LOCKER

Use to lock final drive sprocket, 
for removing and installing sprocket nut. Use with 
JIMS® tool No.94660-37A. For more details see No.2260-
IS instructions.

No.2260 - Use on all Big Twins 1980 to present H-D or 
aftermarket transmission pulleys, includes, H-D 
6-Speed Cruise Drive.
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PARTS AVAILABLE SEPARATELY
 NO. QTY. DESCRIPTION PART NO.

 1 1 TOOL, LOCKING TOP 2260-2

 2 1 TOOL, LOCKING BOTTOM 2259-2

 3 1 THUMB SCREW 1396

 4 1 CAP 2321

 5 1 INSTRUCTION SHEET                          2260-IS

TRANSMISSION PULLEY TOOLS

MAINSHAFT SPROCKET/PULLEY 
LOCKNUT SOCKET - 1/2” DRIVE

Heavy-Duty thick wall tube. Extra long two piece 
design, inner collar will retain wrench to nut for safer 
service work. 1-7/8” hex, 1/2” Drive. For more details see 
No.94660-IS instructions.
No.94660-37A - Use on all Big Twins 1936-99. Use on 

Twin Cam® 1999-05 FXD, 1999-06 FL & 
2000-06 FXST. 
Also aftermarket 6-speeds.

1
H-D® CRUISE DRIVE 6-SPD TRANS MAINSHAFT 

PULLEY LOCKNUT SOCKET TOOL
Use to remove the larger 2-1/4” hex nut from the end 
of main drive gear, which secures the rear drive trans 
pulley. Very safe and easy to use, as the earlier JIMS® 
Tool No.94660-37A. Just thread on the inner support 
collar to end of mainshaft, place the socket over the 
collar with your favorite 1/2” drive tool, and unthread 
(left hand thread) locknut. For more details see No.989-
IS instructions. 
No.989 -  Use on all 2006-present Dyna™ and 2007 to 

present FLHT & FXST.
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PARTS AVAILABLE SEPARATELY
 NO. QTY. DESCRIPTION PART NO.

 1 1 INNER COLLAR 94660-37A-2

 2 1 INSTRUCTION SHEET 94660-IS

PARTS AVAILABLE SEPARATELY
 NO. QTY. DESCRIPTION PART NO.

 1 1 INNER COLLAR 94660-37A-2

 2 1 INSTRUCTION SHEET 989-IS
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