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 INDIVIDUAL RATCHETING WRENCHES

 RATCHETING WRENCH SETS

8579
RATCHETING SERPENTINE 
BELT WRENCH 15MM 6-PT. 
X 3/8”MALE SQUARE X 
16MM 6-PT.

• Releases the tension on spring-loaded idler pulleys
• Allows direct access to the tensioner without having to remove engine accessories or frame components.
     This can be done by rotating the drive end on the wrench to match the position of the serpentine belt tensioner
• Ratcheting feature allows quick and easy positioning to access the tensioner from any angle
• Heat-treated and nickel-chrome plated for strength, durability, appearance, and long tool life
• Slim head design for access to restricted areas

8591
RATCHETING SERPENTINE 
BELT WRENCH 14MM X 
17MM 6-PT. X 19MM 6-PT. 
X 3/4” MALE SQUARE

8585
RATCHETING SERPENTINE 
BELT WRENCH 13MM X 
14MM 6-PT. X 18MM 6-PT. 
X 1/2” MALE SQUARE

8586
RATCHETING SERPENTINE 
BELT WRENCH 15MM 6-PT. 
X 3/8” MALE SQUARE X 16MM 
6-PT. X 1/2” MALE SQUARE

8592
RATCHETING SERPENTINE 
BELT WRENCH 15MM 6-PT. 
X 3/8” MALE SQUARE X 
13MM X 14MM 6-PT.

5344
3-PC. UNIVERSAL RATCHETING SERPENTINE BELT WRENCH SET

5339
2-PC. RATCHETING SERPENTINE BELT WRENCH SET 
FOR IMPORT VEHICLES
• No. 8591 - 14mm x 17mm 6-pt. x 19mm 6-pt. x 3/4” male square

• No. 8592 - 15mm 6-pt. x 3/8” male square x 13mm x 14mm 6-pt.

• No. 8579 - 15mm 6-pt. x 3/8” male square x 16mm 6-pt.

• No. 8585 - 13mm x 14mm 6-pt. x 18mm 6-pt. x 1/2” male square

• No. 8591 - 14mm x 17mm 6-pt. x 19mm 6-pt. x 3/4” male square

8584
2-PC. RATCHETING SERPENTINE BELT WRENCH SET
• No. 8579 - 15mm 6-pt. x 3/8” male square x 16mm 6-pt.

• No. 8585 - 13mm x 14mm 6-pt. x 18mm 6-pt. x 1/2” male square

8572
SERPENTINE BELT WRENCH SET FOR BMW ENGINES
• Set contains one 17mm single hex box wrench, and two 
   17mm drive end adapters with 8mm and 16mm working ends 

8593
13” REVERSIBLE RATCHETING
SERPENTINE BELT WRENCH 
FOR HEAVY-DUTY TRUCKS

 
• Used to release serpentine 
 belt tensioners with 1/2” 
 square drive openings

• Low profi le for better acess 
 to contained areas

FEATURES
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• Replaces numerous tools and quickly
 adjusts to multiple pulley confi gurations

• Improves accessibility with low 
 profi le in tight fan clutch areas

• Get more torque with square drive cutouts
 designed for use with a breaker bar

 
• Remove and install the fan clutch thermostatic fan assembly on many models 
 when repairing or replacing water pump, timing chain or the fan clutch
• Use with 1/2” sqaure drive tools and a torque wrench
• Individual and set confi gurations listed in chart below

3136
FORD FAN CLUTCH 
WRENCH SET

3296
FORD DIESEL FAN 
CLUTCH WRENCH SET

3472
FAN CLUTCH WRENCH SET

3406

729
UNIVERSAL HOLDING TOOL

3901
PULLEY HOLDER PIN SET

• Small set: 
 5mm x 8mm

• Large set: 6mm x 10mm 
 and 7.5mm x 18mm

C Part 
Number

Product Description Fan Clutch 
Wrench 
Set 3136

Fan Clutch 
Wrench 
Set 3296

Fan Clutch 
Wrench 
Set 3472

Fan Clutch 
Wrench 

Set 41570

3136-36

36mm Fan Clutch Wrench
Used to remove/replace the thermostatic fan assembly on:
    -Ford 4.9L E and F Series truck engines (1984-1993)
    -Ford 4.6L modular engines
    -Ford 2.8L engines (1984-1987)
    -Ford 2.9-3.0L engines (1988-current)
    -Ford 4.0L engines (1990-current)

● ● ●

3136-58 58mm Short Fan Clutch Wrench                                       
Used to install/remove thermostatic fan assembly in Fords

●

3296-83 83mm Short Fan Clutch Wrench                                        
Used to install/remove thermostatic fan assembly in Ford Diesels,     

Ford 6.9L and 7.3L engines

●

3422 40mm Fan Clutch Wrench
Removes thermostatic fan assembly on 1993-current 

4.9L Ford engines. Use in conjunction with 8mm 
Short Wrench of Universal Pulley Holder

● ●

3473 47mm Fan Clutch Wrench                                                   
Used to install/remove thermostatic fan assembly in Ford Diesels

●

3474 48mm Fan Clutch Wrench                                                    
Used to install/remove thermostatic fan assembly in Ford Diesels, 

Ford 6.9L and 7.3L engines

●

3900 Universal Pulley Holder with pin set (5x8mm)              
Holds both bolted-on and pressed-on pulleys 

found on many vehicles

● ●

3903 22mm Fan Clutch Wrench                                                  
Used to install/remove thermostatic fan assembly in Fords

●

3904 50mm Fan Clutch Wrench                                                      
Used to install/remove thermostatic fan assembly in Fords & 

Internationals

●

41570
FAN CLUTCH WRENCH 
SERVICE KIT

3902

• Sizes: 22mm, 32mm, 36mm, 40mm, 48mm and 50mm

• Convenience of combining the 6 most commonly
 used wrench sizes onto one double-end wrench;
 eliminates the guess work of sizing

• Offset wrenches provide better hand alignment
 and a clearer line of sight, while improving
 accessibility in tight fan clutch areas

• Square drive cutouts designed for use with
 a breaker bar for added torque or length
 

SETS


