NEW TOOLS

## 6991069930 TURBO AIR SYSTEM TEST KITS W/SMOKE ADAPTER 14PC. \& 10PC.

Includes T-Adapter for Connecting Smoke Machines to Help Locate Air Leaks in the Components.
Plugs the output side of the turbo and the intake inlet. Air and smoke are applied through one adapter to show the presence of leaks within the system. Features a pressure gauge, shut off valve and pressure regulator and includes six pairs of stepped adapters to fit most turbo systems on cars and light trucks. Can also be used on some cooling system hoses.
69910 Turbo Air System Test Kit w/Smoke Adapter, 14 pc. Molded Case.
Shipping wt. 8 lbs. 5 oz .
69930 Turbo Air System Test Kit w/Smoke Adapter, 10 pc. Molded Case.

| Shipping wt. 9 lbs. 2 oz. |
| :--- |
| 69710 31/38mm Plugged Adapter |
| 69720 31/38mm Air Fitting Adapter |
| 69730 46/51mm Plugged Adapter |
| 69740 46/51mm Air Fitting Adapter |
| 69750 55/60mm Plugged Adapter |
| 69760 55/60mm Air Fitting Adapter |
| 69770 65/70mm Plugged Adapter |
| 69780 65/70mm Air Fitting Adapter |
| 69790 75/80mm Plugged Adapter |
| 69800 75/80mm Air Fitting Adapter |
| 69810 85/90mm Plugged Adapter |
| 69820 85/90mm Air Fitting Adapter |
| 69850 95/100mm Plugged Adapter |
| 69860 95/100mm Air Fitting Adapter |
| 69870 105/110mm Plugged Adapter |
| 69880 105/110mm Air Fitting Adapter |
| 69840 Air Regulator Hose and Gauge |
| 69920 Smoke Adapter |
| 69830 Case for 69910 |
| 69890 Case for 69930 |



| Fits Hose I.D. |  | 69910 | 69930 |
| :--- | :--- | :---: | :---: |
| $31 / 38 \mathrm{~mm}$ | $1-1 / 4^{\prime \prime} / 1-1 / 2^{\prime \prime}$ | X |  |
| $46 / 51 \mathrm{~mm}$ | $1-7 / 8^{\prime \prime} / 2^{\prime \prime}$ | X |  |
| $55 / 60 \mathrm{~mm}$ | $2-1 / 8^{\prime \prime} / 2-3 / 8^{\prime \prime}$ | X |  |
| $65 / 70 \mathrm{~mm}$ | $2-1 / 2^{\prime \prime} / 2-3 / 4^{\prime \prime}$ | X |  |
| $75 / 80 \mathrm{~mm}$ | $3 " / 3-1 / 8^{\prime \prime}$ | X | X |
| $85 / 90 \mathrm{~mm}$ | $3-3 / 8^{\prime \prime} / 3-1 / 2^{\prime \prime}$ | X | X |
| $95 / 100 \mathrm{~mm}$ | $3-3 / 4^{\prime \prime} / 4^{\prime \prime}$ |  | X |
| $105 / 110 \mathrm{~mm}$ | $4-1 / 8^{\prime \prime} / 4-1 / 4^{\prime \prime}$ |  | X |

55210 LOW PROFILE ADJUSTABLE SEAL PULLER
Two Hook Sizes Easily Remove Most Oil and Grease Seals.
Where clearance is a problem, remove the pin to reposition the head. Two hook sizes easily remove most oil and grease seals. The adjustable head works great on front wheel drive transaxles. Also works on front crankshaft seals without removing the radiator.
55210 Low Profile Adjustable Seal Puller. Skin Pack. Shipping wt. 1 lb .2 oz.
56680 Detent Pull Pin


