
LT-720 Radiator Drain Plug Remover

Removes most GM, foreign, and other
domestic radiator drain plugs from plastic
radiators. The LT-720 radiator drain plug
remover easily does the job and can be
used with a 1/4" extension.

LT599 9 Piece Metric Shockit Socket Kit

The LT599 will shock loose frozen nuts and bolts. Ideal
for hard to reach work areas. Custom punch designed
for air hammer use. Packaged in a custom see-through
blow molded case. Includes 9 popular metric sizes

SEE THRU CASE

LT598 5 Piece SAE Shockit Socket Kit

Shock loose frozen nuts and bolts. Ideal for hard to
reach situations. Custom design, punch/chisel included.
Custom punch delivers 100% of shock force to the
nut/bolt head. Magnetic socket storage rail included.
Includes 5 popular SAE sizes -

3/4” 11/16” 5/8” 9/16” ½”

Oil caps on Toyota, Nissan, Hyundai and many imports
are made of plastic and are the most difficult to remove.
Easily removes oil caps without damaging them. Slotted
end fits Toyota and most single fin caps. Double prong
side fits into slotted notched sides of Nissan caps. Use it
every day checking and changing oil.

DOUBLE PRONG SIDE IN USE

LT265 Dual Sided Universal Oil Cap
Removal Tool

Works on all Chrysler/Dodge minivans plus most other
front wheel drive universal joint steering shaft assemblies
connected with a roll pin. Works with air impact chisel.
Magnetic tip aids in removal and insertion of roll pins.
Machined from hardened tool steel for years of service.
A must-have tool when doing Rack and Pinion Steering
Gear work.

LT735 Chrysler/Dodge Minivan Universal
Joint Steering Shaft Assembly
Roll Pin Remover
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LT2650 Transmission Popper

The LT2650 shifts transmissions into neutral from
under hood with no key. Use pry bar fork end to
separate transmission shift cable from transmission
selector gear. Slide hole on end of pry bar over shift
cable retaining pin on transmission selector gear to
move selector gear into NEUTRAL position. Two tools
in one - use fork end of tool to pop out body panel
grommets. Great for moving or towing vehicles with
no key. Must have tool for auto recovery. 24” long
with angled tip for easy operation

The LT730 removes and installs roll pins for easy axle removal. This tool has
a magnetized tip to help the roll pin from falling into hidden access areas
around axle. The magnetized tip holds new roll pin for easy alignment and
insertion into new axle. Works on all AWD Subaru trans-axle assemblies.

LT730 Subaru Axle Pin Removal Tool

NEW PRODUCT


