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18V LXT® CORDLESS/CORDED 
L.E.D. FLOOD LIGHT
L.E.D. Lights Deliver Bright and Even 
Lighting For Large Workspaces
• Up to 8.5 hours of continuous illumination with a 5.0Ah 

18V LXT® battery on High mode (battery and charger 
not included)

• Up to 17 hours of continuous illumination with a 5.0Ah 
18V LXT® battery on Low mode (battery and charger 
not included)

• L.E.D. flood light delivers either full brightness (750 
lumens) on High or half brightness (450 lumens) on Low

• Extreme Protection Technology (XPT™) is engineered 
for improved dust and water resistance for operation in 
harsh conditions (only with DC power)
Model DML805 Includes: Flashlight Only; Battery and 
Charger not included

DML805

Run Time (max, in hours) 17

Battery 18V LXT® Lithium-Ion

Lumens 750

Overall Length 8-3/8"

Net Weight (with battery) 6.1 lbs.

Shipping Weight 6.1 lbs.

18V LXT® L.E.D. FLASHLIGHT
Up to 21 Hours of Illumination with 
5.0Ah LXT® Battery
• High-luminance single L.E.D. flashlight provides 

200 lumens
• 12 position pivoting flashlight head with positive stops 

from 60º - 110º
• Aluminum flashlight head design for increased durability
• Metal hang hook is convenient and job site durable
• Compact and ergonomic design at only 10-3/4" long
• Only use genuine Makita batteries and chargers

Model DML802 Includes: Flashlight Only; Battery and 
Charger not included

DML802

Run Time (max, in hours) 21

Battery 18V LXT® Lithium-Ion

Bulb 6 LED

Lumens 200

Overall Length 10-3/4"

Net Weight (with battery) 2.1 lbs.

Shipping Weight 1.5 lbs.

18V LXT® L.E.D. 
LANTERN/FLASHLIGHT
Dual Purpose; Use as a Lantern 
or Flashlight
• Three L.E.D. lighting modes: 360° lantern, 180° 

lantern or flashlight
• 360° lantern mode provides 620 lumens; 180° lantern 

mode provides 310 lumens; flashlight mode provides 
90 lumens

• 180°-360° lantern lighting allows the user to select 
between entire work area or specific task illumination

• Up to 11 hours of continuous illumination in 360° 
lantern mode with a 5.0Ah LXT® battery (battery sold 
separately)

Model DML806 Includes: Flashlight Only; Battery and 
Charger not included

DML806

Run Time (max, in hours) 59

Battery 18V LXT® Lithium-Ion

Lumens 240

Bulb 12 LED

Overall Length 14-3/8"

Net Weight (with battery) 2.1 lbs.

Shipping Weight 1.4 lbs.

18V LXT® L.E.D. 
LANTERN/FLASHLIGHT
Built-in USB Port
• Three L.E.D. lighting modes: 360° lantern, 180° 

lantern or flashlight
• 360° lantern mode provides 610 lumens; 180° lantern 

mode provides 300 lumens; flashlight mode provides 
150 lumens

• 180°-360° lantern lighting allows the user to select 
between entire work area or specific task illumination

• Up to 11 hours of continuous illumination in 360° 
lantern mode with a 5.0Ah LXT® battery (battery sold 
separately)

Model DML807 Includes: Flashlight Only; Battery and 
Charger not included

DML807

Run Time (max, in hours) 36

Battery 18V LXT® Lithium-Ion

Lumens 300

Bulb 12 LED

Overall Length 14-1/4"

Net Weight (with battery) 2.2 lbs.

Shipping Weight 1.36 lbs.

18V LXT® L.E.D. FLASHLIGHT
Flashlight Illuminates The Job site
• 6 LED Flashlight runs up to 82.5 hours per charge from 

a single fully charged 18V 5.0Ah LXT® Lithium-Ion 
battery (battery not included)

• Compact and ergonomic design at 5-7/8" long
• Weighs only 1.3 lbs. with battery (battery not included) 

for reduced operator fatigue
• Hand strap for extra convenience
• Compact size ideal for work in tight spaces
• Ideal addition to any tool box
• Only use genuine Makita batteries and chargers

Model LXLM01 Includes: Flashlight Only; Battery and 
Charger not included

LXLM01

Run Time (max, in hours) 82.5

Battery 18V LXT® Lithium-Ion

Lumens 500

Bulb 6 LED

Overall Length 5-7/8"

Net Weight (with battery) 1.3 lbs.

Shipping Weight .5 lbs.

18V LXT® 12 L.E.D. FLASHLIGHT
Extra Bright 12 L.E.D. Flashlight 
Provides 240 Lumens
• Up to 17 hours of continuous illumination in 12 L.E.D. 

mode with a 5.0Ah 18V LXT® battery (sold separately)
• Up to 40 hours of continuous illumination in 6 L.E.D. 

mode with a 5.0Ah 18V LXT® battery (sold separately)
• Flashlight head folds up and down with 7 positive stops 

and rotates left to right for multiple lighting angles
• Metal hang hook swivels 360° and folds away for 

extra convenience
• 2-mode on/off switch delivers either full brightness 

(240 lumens) with 12 L.E.D. or half brightness (120 
lumens) with 6 L.E.D

Model DML801 Includes: Flashlight Only; Battery and 
Charger not included

DML801

Run Time (max, in hours) 40

Battery 18V LXT® Lithium-Ion

Lumens 240

Bulb 12 LED

Overall Length 15"

Net Weight (with battery) 2.1 lbs.

Shipping Weight 1.65 lbs.

18V LXT® XENON FLASHLIGHT
Up to 7.5 Hours of Illumination with 
5.0Ah LXT® Battery
• Xenon bulb for 4,500-lux brightness
• 4-position head pivots for versatility
• Compact and ergonomic design at only 11-1/8" long
• Includes shoulder strap and 2 bulbs
• Battery and charger sold separately
• Only use genuine Makita batteries and chargers

Model DML185 Includes: (2) Replacement Bulb (Xenon), 
2/pk (A-90261); Battery and Charger not included

DML185

Run Time (max, in hours) 7.5

Battery 18V LXT® Lithium-Ion

Lumens 180

Bulb Xenon

Overall Length 11-1/8"

Net Weight (with battery) 2.1 lbs.

Shipping Weight 1.2 lbs.

18V LXT® FLUORESCENT/
INCANDESCENT FLASHLIGHT
Two Modes: Fluorescent or Incandescent
• High illumination fluorescent light for extra brightness
• Long run time with up to 20 incandescent hours and 

7.8 fluorescent hours per charge with a 5.0Ah battery 
(battery sold separately)

• Hang strap with swivel hook for extra convenience
• Compact and ergonomic design at only 17-3/4" long
• Weighs only 2 lbs. with battery (battery not included) 

for reduced operator fatigue
• Rubberized soft grip handle provides increased 

comfort on the job

Model DML184 Includes: Fluorescent Bulb (SM00000050), 
Light Bulb, 2/pk (A-94502); Battery and Charger not included

DML184

Run Time (max, in hours) 20

Battery 18V LXT® Lithium-Ion

Lumens 15

Bulb Flourescent

Overall Length 17-3/4"

Net Weight (with battery) 2.2 lbs.

Shipping Weight 1.5 lbs.

DML806
® L.E.D. 

DML807
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