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MODEL DESCRIPTION PURPOSE SPECIFICATIONS

BP-1016

MEDIUM BACK-UP PAD

6” FACE DIAMETER

REGULAR PROFILE

PSA FACE

MEDIUM EDGE PAD FOR PSA

BACKED DISCS.  FIRM ENOUGH

FOR FLAT SURFACES YET 

SOFT ENOUGH FOR CURVED

SURFACES.

DIAMETER: 6”

FACE: VINYL

HARDNESS: MEDIUM

THREAD: 5/16-24 MALE

MAX. RPM: 10,000

BP-1116

FIRM BACK-UP PAD

6” FACE DIAMETER

LOW PROFILE

PSA FACE

FIRM, LOW PROFILE PAD 

FOR PSA BACKED DISCS.  

PROVIDES MAXIMUM 

FLATNESS.

DIAMETER: 6”

FACE: VINYL

HARDNESS: FIRM

THREAD: 5/16-24 MALE

MAX. RPM: 10,000

BP-1026

MEDIUM BACK-UP PAD

6” FACE DIAMETER

REGULAR PROFILE

HOOK FACE

MEDIUM EDGE PAD FOR LOOP

BACKED DISCS.  FIRM ENOUGH

FOR FLAT SURFACES YET 

SOFT ENOUGH FOR CURVED

SURFACES.

DIAMETER: 6”

FACE: HOOK

HARDNESS: MEDIUM

THREAD: 5/16-24 MALE

MAX. RPM: 10,000

BP-1126

FIRMBACK-UP PAD

6” FACE DIAMETER

LOW PROFILE

HOOK FACE

FIRM, LOW PROFILE PAD 

FOR LOOP BACKED DISCS.

PROVIDES MAXIMUM 

FLATNESS.

DIAMETER: 6”

FACE: HOOK

HARDNESS: FIRM

THREAD: 5/16-24 MALE

MAX. RPM: 10,000

BP-4005
BACKING PLATE

REGULAR PROFILE

REINFORCED COMPOSITE

PLATE PROVIDES A  STRONG,

STIFF BACKING FOR 

AGGRESSIVE SANDING 

AND GRINDING.

DIAMETER: 5”

THICKNESS: .064”

CENTER HOLE: 7/8” 

MAX. RPM: 6,000

BP-2027
7” BUFFING PAD 

HOLDER

BUFFING AND POLISHING PAD

HOLDER FOR LAMBSWOOL

BONNETS AND FOAM 

POLISHING PADS.

DIAMETER: 7”

FACE: HOOK

THREAD: 5/8-11 FEMALE

MAX. RPM: 2,000

BP-3026

6” FOAM INTERFACE 

PAD

HOOK FRONT

LOOP BACK

SOFT FOAM INTERFACE PAD

FOR USE ON 6” HOOK FACED

DISCS.  FOR FINE FINISH 

SANDING AND FULL CONTACT

ON IRREGULAR SURFACES.

DIAMETER: 6”

FACE: HOOK/LOOP

HARDNESS: SOFT

SELECTION CHART

A full line of Back-up Pad
Products for automotive
refinishing. Two sizes of molded
urethane pads are offered in a
variety of hardnesses and
facings. These pads feature
heavy-duty riveted hubs and are
precision balanced for vibration
free, flawless sanding. A soft,
foam Interface Pad can be
added to the 6” Back-up Pad for
fine finish sanding and for full
contact on irregular surfaces. Other accessories include a stiff,
reinforced composite Backing Plate for aggressive sanding and
grinding. Completing the line is a versatile Buffing Pad Holder for
both lambswool bonnets and foam polishing pads. A hook facing
provides a slip-free hold while allowing for quick change of pads.

From Pulling to Painting, Motor Guard Corporation has a product
for all of your autobody repair and refinishing needs.

BACK-UP PADS

Exclusive Features:
! Full Product Line to Meet All Your Shop Needs 
! Highest Quality U.S. Manufactured Products
! Precision Controlled Weight and Balance for 

Vibration Free Operation
! Ultra Flat Faces for Flawless Sanding
! Innovative Facing Materials Provide Maximum

Hold While Allowing for Quick Change of
Abrasive Discs

STUD GUN ACCESSORIES
The Magna Clamp
Constructed from heat-treated hardened steel,

this tool features wing nut/self-tightening, making

the job fast and easy.   J20016

“T” Puller
A compact tool for small damage repair on 

light-weight metal to reduce overpull.  J20017

Magna Claw
Heavy duty steel construction, utilizing handle 

or external pulling source. Unique design  pulls 

the Magna wire, one "finger" at a time, until 

the damaged metal is flush with surface. 

Excellent method for pulling out long, difficult 

to access creases. 

J20037 Magna Wire Claw, 5 Finger

J20042 Magna Wire Claw Kit, includes 

5 Finger Claw, Magna Wire Electrode Kit and

Magna Wire.

Slide Hammer
Slide made of cast iron. Collet is heat-treated

tool steel for maximum grip and extended life. 

J20003 Heavy duty with quick release

J10003 Standard cam release

Electrodes
Tough copper with highest electrical conductivity.

J20007 Pin electrode, holds all standard size pins.

J20009 Rivet electrode, for J20012 trim rivets.

J20006 Shrinking electrode, for fast heat.

J20010 Electrode extension kit with M.P.S.

Magna Wire Electrode Kit
For welding Magna Wire  J20021

Trim Rivets
Steel, copper coated rivets. Welded to body pan-

els for installing metal trim strips. A restoration

requirement.  J20012

Draw Pins
Copper-coated steel, soft for easy flexing and

grinding, but delivers a 500 lb. pull.

J20014 2.0 mm Draw Pins

J20015 2.5 mm Draw Pins

Magna Wire
Steel, copper coated corrugated wire. Welded

with the Magna Wire electrode, to pull out long

creases evenly with the Magna Claw.

J20024 16 ga., 1/2 lb pk

J20025 12 ga., 1 lb pk


