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Control valves, meters and accessories – air and water

Blow guns

Model 840*
• Handy thumb-button design provides 

ease of operation
• Brass stem and synthetic packaging for 

service life
• Addition of air nipple permits quick  

connect or disconnect
• 1/4 in. NPT (f) inlet; 7/64 in. outlet diameter

Model 950*
• Same as model 840, except with air 

restricter
• Nozzle inlet maximum pressure 30 psi 

(2,1 bar) complies with Federal Safety 
Regulation 50-204.8 and OSHA 1910 
242.B

Model 960*
• Light-weight cast aluminum pistol grip
• 1/4 in. NPT (f) inlet; 7/64 in. outlet  

diameter; height 5 3/4 in. (146 mm)
• Nozzle inlet maximum pressure 30 psi 

(2,1 bar) complies with Federal Safety 
Regulation 50-204.8 and OSHA 1910 
242.B

Model 940*
• Same as model 960 less air restricter
• When used for large cleaning require-

ment or chip cleaning, regulated air  
pressure must not exceed federal  
recommended maximum

Model 5980*
• Thumb control provides comfort and ease 

of operation
• 1/4 in. NPT (f) inlet; 1/8 in. NPT (f) outlet

Air and water controls Model 840

Model 960

Model 5980

 �WARNING
California Proposition 65: 
Cancer and reproductive harm
www.P65Warnings.ca.gov

*

Air and water accessories

Model 846 water bibbcock
For attaching to water service hose.
• 1/4 in. NPT (f) inlet
• Thumb-action trigger. Built-in strainer 

filters out contaminants.

Model 845 water bibbcock
Same as model 846 except 3/4 – 11 1/2 in. 
AN inlet connects to standard lawn hose.

Air/water accessories

Model Description Style

 in.  

815 1/4 (f) air coupler Lincoln “long stem”
845* 3/4 – 11 1/2 AN inlet Connects to standard lawn hose
846* 1/4 (f) water bibbcock Low-pressure water

11659 1/4 (m) air nipple Lincoln “long stem”
66951* 1/4 (f) tire chuck Standard tire chuck

Model 846

Model 815 Model 11659

Model 66951
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Miscellaneous – water controls

Water controls

Model 846 water bibbcock
For attaching to water service hose.
• 1/4 in. NPT (f) inlet
• Thumb-action trigger. Built-in strainer 

filters out contaminants.

Model 845 water bibbcock
Same as model 846 except 3/4 – 11 1/2 in. 
AN inlet connects to standard lawn hose.

Air/water accessories

Model Description Style

 in.  

815 1/4 (f) air coupler Lincoln “long stem”
845* 3/4 – 11 1/2 AN inlet Connects to standard lawn hose
846* 1/4 (f) water bibbcock Low-pressure water

11659 1/4 (m) air nipple Lincoln “long stem”
66951* 1/4 (f) tire chuck Standard tire chuck

Model 846Water controls
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