
Model Description Reservoir 
Size Capacity Base Size

(L x W x H) Weight

22903 Treadle Pump 91.50 in3 10,000 PSI 9.75” 4.63” 7.50” 18.92 lbs
22905 Treadle Pump 122.00 in3 10,000 PSI 11.50” 6.00” 8.00” 22.00 lbs
22907 Treadle Pump 231.00 in3 10,000 PSI 13.50” 8.00” 7.25” 28.16 lbs

BODY REPAIR
KITS

Model Description Pump
Capacity

Ram Height Effective 
Ram Area Weight

Closed Extended
50040 4 Ton Body Repair Kit 8,000 PSI 10.75” 15.63” 1.00 in2 47.08 lbs
50100 10 Ton Body Repair Kit 10,000 PSI 13.75” 19.75” 2.40 in2 83.60 lbs

4”, 10”, 18”, 
27” Extension 

Tubes

Air Inlet
Port

Oil Outlet
Port

Foot 
Adjustment 

Pedal

1” 2” and 3” 
Aluminum 
Adapters

3/8 High Flow 
Coupler

Large Oil 
Reservoir

Internal Return 
Springs

3”, 6”, 8”, 16”, 
19” Extension 

Tubes

10 Ton Body Repair Kit

Body Repair Kits Include:
Manual Hand Pumps

Hydraulic Cylinders (Rams)
Extension Tubes

Hydraulic Spreaders
Rubber Heads

Ram Toe (offset)
Plunger Toe (offset)

Variety of Different Saddles
Customized Blow Mold Case

4 Ton Body
Repair Kit

50040

50100

22907

72101

22905

TREADLE PUMPS
& CYLINDER KIT

91 in3 Treadle Pump

231 in3 Treadle Pump

122 in3 Treadle Pump

10 Ton Low Profile
Cylinder Kit

22903

Model Description Stroke Effective 
Area

Oil
Capacity

Height
(Col/Ext)

Internal 
PSI*

Cylinder 
Housing 

Dia

Ram 
Plunger 

Dia
Weight

72101
10 Ton Low

Profile Cylinder Kit
1.50” 2.35” 3.53 in3 3.88” 5.25” 8,511 PSI 2.75” 1.50” 9.10 lbs

* Rated Internal Pressure is measured at maximum capacity.
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