PULL POSTS & EMUlBL e

HYD SPREADERS

Hydraulic Spreaders

/R |\ DRAULIC HAND

PUMPS

Hydraulic Hand Pumps

Can be used with
Two Speed Handle B65114 or B65115

Operation Lock

Pull Posts

B65123

o/ B65145

For Confined
Working Spaces

Pull Post Accessories

B65122

B65421 \0

Lightweight And
Compact

Safety Tie-Down
Brackets

B93650

Air Hydraulic Hand Pump B93075

B93601B

\o Longer/Wide

Base

B65424

Porto-Power by Blackhawk Automotive

Output Dis/Stroke Opt Piston Oil Outlet
(1st Stage/2nd Stage) Force Stroke Port
B65122 20 in® Manual Hyd Hand Pump 0.18in3 0.05in3 88.00 Ibs | 0.375" | 1/4"-18NPTF | 10.00 Ibs
FOFPA8  60in® Manual Hyd Hand Pump | 0.81in® | 0.14in®  130.00lbs 0.815" | 3/8"-18NPTF | 16.00 Ibs B65123 ¥2 Ton Spreader w/ B69477 Coupler 10.00" 2.50" - 5.00 Ibs
Output Flow Rate Input Air Port Threads B65145 1 Ton Hydraulic Spreader w/ B69477 Coupler 8.54" 2.16" 3.50" 4.53 Ibs

(In3/min.) Pressure NPTF Weight B93650 Post Extension For use with Pull Posts, such as (B93601B) 32.00 Ibs
(Load/No Load) (Input/Output) B93075 Anchor Pot With Chain 3.13" 3.13" ‘ - 6.00 Ibs

Iy V2 Air Hyd Hand Pump| 36.60in3 10,000 PSI 9.00 61.00 110-175 PSI| 1/4"-18 | 3/8"-18 | 16.50 lbs B93601B 10 Ton Pulling Post Package Includes Pull Post, Chains, Pump, Hose, & Ram | 200.00 Ibs
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