
SHOP EQUIPMENT

SUNEX TOOLS

266

SPECS SIZE

Hammer Weight (lbs.) 2-1/2

2/3 Way Head Length (in.) 27

REVERSIBLE SLIDE HAMMER PULLER
• Versatile puller for pulling applications involving gears, bearings,  
   outer races, grease retainers, and oil seals 
• Reversible 2/3 jaw may be used to perform inside pulling jobs as  
   well as outside pulling jobs

3918

- PULLERS MAGNETIC PARTS TRAYS -

SPECS SIZE

Jaw Spread (in.) 1 to 1-1/2

I.D. Reach (in.) 3/4

SLIDE HAMMER PULLER

PILOT BEARING PULLER

• Jaws can be set up for 2 or 3 jaw internal or external pulling 
• Eases removal of flange-type axles, oil seals, bearings, and other press 
fit parts 
• Heavy duty steel carrying case 
• Puller radius: 1.5mm

• Designed to pull flywheel pilot bearings in confined spaces where  
   a slide hammer puller cannot be used 
• Applicable for use on most models with engine in chassis

SPECS FEATURE

5 lb. heavy duty slide hammer Rear axle puller

8 function int. or ext. 3 jaw puller Dent puller

Internal or external 2 jaw puller Special grip wrench adapter: 1.75mm

Puller hook
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