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700 LB. CAPACITY TELESCOPIC TRANSMISSION JACK
MODEL 2145A
• Economical single stage ram design
• Adjustable saddle
• Large 360° swivel casters for smooth transportation
• Safety overload system prevents jack from being used beyond its 

rated capacity
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2145 700 1 53” 73” 12° 12° NA 10”-14” 10”-14” 39”x 39” 95 lbs

Single Stage Manual

1/2 TON-1100 LB CAPACITY TELESCOPIC TRANSMISSION JACK
MODEL 2158
• Universal head provides forward, back, and side tilt
• Extra wide base provide easier and more efficient under hoist positioning 
• Foot operated pump frees both hands for easier alignment 
• Convenient release knob for easy and controlled descent
• Safety overload system prevents jack from being used beyond its rated 

capacity
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2158 1100 1 45” 71” 30° 15° NA 8-14” 14” 23”x 23” 103 lbs

Single Stage Manual

1 TON-2000 LB CAPACITY HEAVY DUTY TRANSMISSION JACK
MODEL 3178
• Adjustable width head plate and wedge shaped brackets allows for a 

wide range of mounting options
• 4-way tilting head allows easier removal and installation of 

transmissions
• Equipped with a 360° swivel handle for better use in confined areas
• Open leg design for added versatility
• Safety chain included
• Rugged heavy duty casters
• Safety overload system prevents jack from being used beyond its rated 

capacity  
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3178 2000 6.5” 31.5” 79° 9° 10-18° 18.25” 18.25” 28” 48” 335 lbs

1/2 TON-1200 LB CAPACITY LOW PROFILE 
TRANSMISSION JACK
MODEL 3171
• Designed for light truck transmissions
• Fully adjustable universal saddle with corner brackets and 

safety chains
• Safety overload bypass to prevent hydraulic damage
• 24” handle pivots 360° around pump
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3171 1200 6.875” 31.75” 15° 12° 15° 7”-13” 8”-11” 19.75” 38.25” 117 lbs

1 TON CAPACITY-2000 LB LOW PROFILE 
TRANSMISSION JACK
MODEL 3172
• Designed for light truck transmissions
• Fully adjustable universal saddle with corner brackets 

and safety chains
• Safety overload bypass to prevent hydraulic damage
• 24” handle pivots 360° around pump
• Four industrial grade 3” casters
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3172 2000 5.875” 30.75” 15° 10° 15° 7”-16” 9”-14” 18.25” 36.75” 145 lbs

450 LB. CAPACITY TRANSMISSION JACK
MODEL 3160
• Adjustable head for easier positioning and 

alignment
• Nylon safety strap to secure load
• Requires 1/2” drive ratchet (not included)
• 450 lb. capacity
• Height:  7.25” - 22.5”
• Ship weight 43 lbs.
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