
Self bonding silicone weather seal and marking tape fuses to itself in 24 hours after installation creating an air 
and watertight bond. Can be applied in extreme weather conditions and withstands temperatures from -60° to 
+500° F. It will not stick to hands and leaves no residue.

FEATURES / BENEFITS

Self-adhering silicone seal

300% elongation -- stretches for form fit

Meets U.S. MIL spec AA-59163

Good electrical and mechanical properties

Dielectric strength up to 12,000 Volts

Doesn't stick to hands

Can be easily removed

Creates water tight bond

UV inert

CTape2b

Technical Features

STRUCTURE

Product Line Coaxial Cable Accessories

Product Type Weather Seal Kit

Coaxial Cable Type Foam Dielectric|Superflexible Foam Dielectric|Ultraflexible Foam Dielectric|
Air Dielectric|Radiating Cable

MECHANICAL SPECIFICATIONS

Color Black

Length mm (in) 457 (18)

Thickness mm (in) 0.762 (0.03)

Width mm (in) 50.8 (2)

PACKAGING INFORMATION

Package Quantity 2

External Document Links
Installation Instruction 

Notes
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CELL-Tape, Weather Sealant and Marking Tape, Black

http://www.rfsworld.com/WebSearchECat/Datasheets/media/?q=images/Accessories/412776b.pdf

