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JD R SERIES MONITOR BRACKET (PN: 3191)

             FITS JOHN DEERE 6000R SERIES

6”X9” TRAY 
PN 10177

MAIN BAR  
 PN 10176

ADD BAR
 PN 10155

FRONT MOUNT 
BRACKET
10461

1. Remove the two plastic caps from the rear post and the two
    plastic caps from the front post to expose the mounting holes. 
     Note: If the mounting holes are not  exposed take off the relevant trim and turn it     
      over. The positions where the holes may be drilled are marked on the inside.

2. Mount the Rear Mount Bracket to the back post using two
    10mm x 20mm bolts. Hand tighten only.

3. Mount the Front Mount Bracket to the front post using two
    10mm x 20mm bolts. Hand tighten only.

4. Place the Main Bar onto the mounts. Fasten the rear of the
    Main Bar to the Rear Mount Bracket using two 1/4” x 3/4”
    carriage bolts and lock nuts.

5. Place the Add Bar onto the Main Bar. Fasten the front of the
    Add Bar and Main Bar to the Front Mount Bracket using two
   1/4” x 1” carriage bolts and  lock nuts.

6. Fasten the back of the Add Bar to the Main Bar using two
    1/4” x 3/4” carriage bolts and lock nuts.

7. Mount the Tray to the Main Bar at desired location using two
    1/2” x 1” carriage bolts and lock nuts.

REAR MOUNT 
BRACKET
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