
Product Specification Sheet

SPECIFICATIONS
• Item # : 10442 Blue 

10443 Green  
12000  Repl. Tip

• Style: Valve Activated
• Tip Type: Reversible Bullet / Chisel
• Marking Widths: 3mm., 5mm. (0.118", 0.196")
• Dimensions: 5.63" L x 0.63" Ø ( 142 x 16 mm.) *
• Marking Temp. Range: -50  ̊ to 150  ̊ Fahrenheit (-45  ̊ to 65 ̊ C)
• Dry Time: approx. 40 sec.
• Quantity/ Weight Per Box: 12ea./ 0.88 lb./ (400 g.)
• Quantity/ Weight Per Case: 144ea./ 11 lb./ (4.8 kg.)
• Directions For Use: Shake with cap on. Press tip until well inked.

Replace cap after use.

* Dimensions taken w/ marker capped

PRODUCT FEATURES
• Water removable ink for marking on metals, glass, and other non-porous surfaces.
• Removes from painted metals (some restrictions apply).

Please test in an inconspicuous area prior to use.
• Will not bleed through or ghost when the cleaned surface is primed or painted over.
• Heavy duty tips are reversible for more marking options.
• Marker fits in U-Holder™.

TYPICAL USES
• Temporary marking of metals, glass, plastic parts, assemblies and tools.
• Marking of work-in-progress and finished parts.
• Inspection and witness marks, quality control and coding applications, process

identification.

SAFETY INFORMATION
• Read SDS before using (available online at www.umarkers.com).
• Keep out of reach of children. For professional use only.

IMPORTANT INFORMATION
• Always read product directions and test surfaces for removability before use.
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EZ OFF™ Wet Erase Industrial Marker

Made in USA


